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KENALL CD—4-0/0-100L40K—120—1/7-1.

EXISTING BOXES TO REMAIN, REMOVE CONDUIT

THROUGH WALL. LEAVE CONDUCTORS IN BO

AND TERMINATE IN AN APPROPRIATE FASHION

OR INTERCONNECT AS REQUI

RED

ion /

REMOVE EXISTING CCTV CAMERA AS REQUIRED.
REINSTALL AFTER RENOVATIONS. MAKE GOOD
ALL CIRCUITS FOR PROPER OPERATION
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REMOVE EXISTING SUH
BOXES AND DEVICES.
CONDUITS AND SEAL

EXISTING FLUORESCENT CORNER —_|
MOUNT LUMINAIRE. REPLACE WITH

LED CORRECTIONAL FIXTURE. FIXTURE
TO HAVE 12 Ga COLD ROLLED STEEL

HOUSING AND BASE, 100W 4000K LED LAMP,
VOLTAGE TO MATCH EXISTING, INNER LENSE
0.125” PRISMATIC ACRYLIC, EXTERIOR LENSE
0.375" CLEAR POLYCARBONATE, TORX HEAD

FASTENERS WITH CENTER PIN. KENALL OR EQUAL.
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AREA OF WORK

SCOPE OF WORK: (TYPICAL FOR 10 CELLS)

1. DISCONNECT/RECONNECT ELECTRICAL CONNECTIONS TO CELL
DOOR, LOCK, DOOR POSITION SWITCH AND CELL CALL TO ALLOW
FOR REPLACEMENT/RELOCATION OF DOOR AND FRAME.

2. RELOCATE EXISTING CELL CALL CANCELLATION KEY SWITCH
(SURFACE MOUNTED) TO THE NEW DOOR FRAME (RECESSED).
PROVIDE FLEX CONDUIT INSIDE FRAME.

3. RECESS/RELOCATE EXISTING ELECTRICAL DEVICES IN CELL.

4. SUPPLY&INSTALL NEW CELL LIGHT FIXTURE.

ELECTRICAL NOTES:

1. ALL WIRING FOR LOCKS AND CELL CANCELLATION KEY SWITCH
SHALL BE ROUTED THROUGH NEW DOOR FRAME. COORDINATE
WITH FRAME MANUFACTURER FOR CONDUIT/BOX
REQUIREMENTS AND LOCATIONS.

2. PROVIDE NEW STAINLESS STEEL COVER PLATES FOR ALL
DEVICES IN CELLS AND CELL CANCELLATION SWITCH. ALL
PLATES TO BE FASTENED WITH SECURITY SCREWS.

3. REUSE EXISTING WIRING WHERE PRACTICABLE FOR CELL
LOCKS AND CANCELLATION KEY SWITCH.

LEGEND:

@ DCUrmxmmOm_u.;O_..m.m_umo__u_o>._._ozom>_um.Icmmm_r_.
52621 OR EQUAL

@ o_..o__uc_u_.mxmmom_u._upo_.mm*umo__u_o>._._ozom>om.
GF HUBBELL GF5262] OR EQUAL

m_zo_.mUOrm.ﬁooo_ummé_._.OI.w_umo__u_o>._._ozom>_um.
% HUBBELL 12011 OR EQUAL

ﬁv DUAL COAX CABLE OUTLET

o| CELL CALL CANCELLATION KEY SWITCH

THE EXISTING INTERCOM STATION AND ~_

CCTV CAMERA ARE TO BE REMOVED AS T~

REQUIRED TO PERMIT THE RENOVATIONS.
THEY SHALL BOTH BE RETURNED TO
SERVICE IN THE CELL UPON COMPLETION
OF THE WORK.

RE—USE EXISTING WIRING. PROVIDE BACKBOX

EXISTING ELECTRICAL LOCK TO ~

BE RELOCATED BY OTHERS.
DISCONNECT/RECONNECT AS REQUIRED.
RE—-USE EXISTING WIRING.
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EXISTING

BE RELOCATED BY OTHERS.
DISCONNECT/RECONNECT AS REQUIRED.
RE—

EXISTING EELECTRICAL TO BE
RELOCATED BY OTHERS. D|SCONNECT

AND RECONNECT AS REQUIRED. REUSE
EXISTING WIRING.

EXISTING CELL CALL CANCELLATION KEY 1
SWITCH. RELOCATE TO NEW DOOR FRAME.

WITH FLEX CONDUIT TO WIRING ABOVE. L

P

e

KEY OPERATED SWITCH TO CONTROL
CELL LIGHTS. ALL WIRING AND CONDUIT
TO BE CONCEALED.

EXISTING FLUORESCENT CGORNER

MOUNT LUMINAIRE. REPLACE WITH

KENALL CD—-4-0/0-+100U40K-120-1/7-1.
LED CORRECTIONAL |FIXTURE. FIXTURE

TO HAVE 12 Ga COLD RQLLED STEEL

FASTENERS WITH CENTER| PIN. KENALL OR

REMOVE

ELECTRICAL LOCK TO INTERCOM /CELL CALL

USE EXISTING WIRING.

EXISTING CELL CALL CANCELLATION KEY
SWITCH. RELOCATE TO NEW DOOR\FRAME.
RE—USE EXISTING WIRING. PROVIDE\BACKBOX
WITH FLEX CONDUIT TO WIRING ABOVE

REMOVE EXISTING CCTV CAMERAS
AS REQUIRED. REINSTALL AFTER
NEW DORR HAS BEEN INSTALLED.
MAKE GOOD ALL CIRCUITS FOR
PROPER OPERATION

HOUSING AND BASE, 100W 4000K LED LAMP,
VOLTAGE TO MATCH| EXISTING, INNER LENSE
0.125" PRISMATIC ACRYLIC, EXTERIOR LENSE
0.375" CLEAR POLYCARBONATE, TORX HEAD

AS REQUIRED, REINSTALL AFTER
. MAKE GOOD ALL
CIRCUITS FOR PROPER OPERATION.
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