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Part 1 General
1.1 RELATED SECTIONS
Section 32 91 19.13 - Topsoil Placement and Grading.
1.2 SUBMITTALS
Submit:
A Sod for each type specified.
1 Install approved samples in one square metre mock-ups and maintain in
accordance with maintenance requirements during establishment period.
2 Bio-degradable geotextile fabric.
Obtain approval of samples from Departmental Representative.
1.3 SCHEDULING
Schedule sod laying to coincide with preparation of soil surface.
Schedule sod installation when frost is not present in ground.
Part 2 Products
2.1 MATERIALS

Number One Turfgrass Nursery Sod: Sod that has been especially sown and cultivated in
nursery fields as turfgrass crop.

1 Turfgrass Nursery Sod types:

| Number One Kentucky Bluegrass Sod — Fescue Sod: Nursery Sod grown
solely from seed mixture of cultivars of Kentucky Bluegrass and
Chewing Fescue or Creeping Red Fescue, containing not less than 40%
Kentucky Bluegrass cultivars and 30% Chewing Fescue or Creeping Red
Fescue cultivar(s).

2 Turfgrass Nursery Sod Quality:

| Not more than 2 broadleaf weeds or 10 other weeds per 40 square
metres.
2 Density of sod sufficient so that no soil is visible from height of 1500

mm when mown to height of 50 mm.
3 Mowing height limit; 35 to 65 mm.

A4 Soil portion of sod: 6 to 15 mm in thickness.
3 Water:
A1 Supplied by Departmental Representative at designated source.
A4 Fertilizer:
A To Canada “Fertilizers Act” and “Fertilizers Regulations”.
2 When proposed source of sod is approved, use no other source without

written authorization.
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2.2

Part 3

3.1

3.2

3.3

SOURCE QUALITY CONTROL
Obtain approval from Departmental Representative of sod at source.

When source of sod is approved, use no other source without written authorization.

Execution
PREPARATION

Verify that grades are correct and prepared in accordance with Section 32 91 19.13 —
Topsoil Placement and Grading. If discrepancies occur, notify Departmental
Representative and do not commence work until instructed by Departmental
Representative.

Do not perform work under adverse field conditions such as frozen soil, excessively wet
soil or soil covered with snow, ice, or standing water.

Fine grade surface free of humps and hollows to smooth, even grade, to contours, to
tolerance of plus or minus 8 mm, for Turfgrass Nursery Sod, surface to drain naturally.

Remove and dispose of weeds; debris; stones 50 mm in diameter and larger; soil
contaminated by oil, gasoline and other deleterious materials; in location as directed by
Departmental Representative.

SOD PLACEMENT
Lay sod within 24 hours of being lifter if air temperature exceeds 20°C.

Lay sod sections in rows, joints staggered. Butt sections closely without overlapping or
leaving gaps between sections. Cut out irregular or thin sections with sharp implements.

Roll sod as directed by Departmental Representative. Provide close contact between sod
and soil by light rolling. Use of heavy roller to correct irregularities in grade is not
permitted.

MAINTENANCE DURING ESTABLISHMENT PERIOD

Perform following operations from time of installation until acceptance.

A Water sodded areas in sufficient quantities and at frequency required to
maintain optimum soil moisture condition to depth of 75 mm.
2 Cut grass to 50 mm when or prior to it reaching height of 75 mm. Remove

clippings which will smother grassed areas as directed by Departmental
Representative.

3 Maintain sodded areas weed free 95%.
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3.4 ACCEPTANCE
| Turfgrass Nursery Sod areas will be accepted by Departmental Representative provided
that:
A1 Sodded areas are properly established.
2 Sod is free of bare and dead spots.
3 No surface soil is visible from height of 1500 mm when grass has been cut to
height of 50 mm.
4 Sodded areas have been cut minimum 2 times prior to acceptance.
2 Areas sodded in fall will be accepted in following spring one month after start of growing
season provided acceptance conditions are fulfilled.
3.5 MAINTENANCE DURING WARRANTY PERIOD
1 Perform following operations from time of acceptance until end of warranty period:
A Water sodded Turfgrass Nursery Sod areas at weekly intervals to obtain
optimum soil moisture conditions to depth of 75 mm.
2 Repair and resod dead or bare spots to satisfaction of Departmental Representative.
3 Cut grass and remove clippings that will smother grass as directed by Departmental
Representative to height as follows.
1 Turfgrass Nursery Sod:
A 50 mm during normal growing conditions.
2 Fill under other areas with granular ‘A’ fill compacted to not less than 95 % of

corrected maximum dry density.

END OF SECTION



