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GEOTEXTILE MATERIAL
LINING DITCH.

WITH FILL MATERIAL.

TO BE COVERED SLIGHTLY

NOTE:

PLAN VIEW

SCALE: NTS

TEMPORARY STRAW SEDIMENT

NOTE:

BALES TO BE KEYED INTO SLOPES
ON EACH SIDE AS WELL AS BOTTOM OF DITCH.

STAKES TO RETAIN BALES

NON WOVEN GEOTEXTILE
MATERIAL UNDER STRAW
BALES AND LINING DITCH
AT LEAST 1m UPSTREAM
AND DOWNSTREAM OF BALES

SECTION A—A

SCALE: NTS

BARRIER

ON LONG DITCH SLOPE, THE DITCH EROSION CONTROL STRUCTURES TO BE
SPACED A DISTANCE EQUAL TO 305m DIVIDED BY THE PERCENT SLOPE

OF THE ROAD OR AS DIRECTED BY THE ENGINEER.

OTHERWISE AT LEAST ONE DITCH EROSION STRUCTURE SHOULD BE PLACED

IN A DITCH UPSTREAM OF ANY STREAM CROSSING.

DISTANCE BETWEEN DITCH EROSION CONTROL STRUCTURE AND THE STREAM
SHOULD BE 10M WHEREVER POSSIBLE OR AS DIRECTED BY ENGINEER.
PERIODIC CLEAN OUT OF TRAPPED SEDIMENT AND MAINTENANCE OF THESE
DEVICES WILL BE REQUIRED TO ENSURE THEIR EFFECTIVENESS.
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