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APPROXIMATE LOCATION OF FUTURE
FENCING— UPDATED FENCE
INFORMATION TO BE PROVIDED AFTER
CONTRACT AWARD

APPROXIMATE LOCATION OF EXISTING ACCESS
ROAD/PATH. EXISTING ROAD/PATH TO BE
USED THROUGHOUT CONSTRUCTION AS
COORDINATED WITH AIRPORT PERSONNEL.

CONSTRUCTION

UPLANDS AREA WITHIN WORK
SITE TO BE REGRADED TO
ELEVATION 5.1m FOLLOWING

LIMIT OF EXCAVATION|
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LAYOUT LINE

BERM MATERIAL RELOCATED TO
FACE OF EXISTING REVETMENT

BERM FROM 2010
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ESTIMATED EXCAVATION LIMIT S ~

FOR SALVAGEABLE ROCK
**GEOTEXTILE,

ADDITIONAL FILL TO MEET DESIGN TYPE B
GRADES TO CONSIST OF FILL, TYPE 4.

- 0.75m

EXCAVATE & SALVAGE

RIPRAP ARMOUR,

3.0m APRON

TO FOLLOW
BEACH SLOPE

NOTE— OVERSIZE MATERIAL TO BE
PLACED IN TOE.

NO OVERSIZE MATERIAL TO BE
PLACED ON REVETMENT SLOPE.

EL. VARIES

EXCAVATION
FOR REUSE ALL UNDERLAYER
EXISTING ARMOUR LIMIT /FINISHED ’
SUBGRADE TYPE 1
**NOTE— GEOTEXTILE IS SHOWN ABOVE
m TYPICAL REVETMENT DETAILS FINISHED SUBGRADE SURFACE FOR CLARITY.
U ACTUAL INSTALLATION TO BE DIRECTLY ON

FINISHED SUBGRADE.

TOE OF PROPOSED SLOPE|

REVETMENT
REFERENCE /
LAYOUT LINE

4.0m HHWM

0.0 MEAN SEA LEVEL
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TOPOGRAPHIC INFORMATION SUPPLIED BY TRANSPORT CANADA. TOPOGRAPHIC
SURVEY COMPLETED BY SNC LAVALIN IN 2010.

Public Works and Travaux publics et
Government Services Services gouvernementaux

Canada Canada

REAL PROPERTY SERVICES

Pacific Region

SERVICES IMMOBILIERS

Région de Pacifique

| JHEROLD

ENGINEERING LIMITED

Consulting Engineers

3701 Shenton Road, Nanaimo, BC CANADA

Telephone: 250-751-8558 Facsimile: 250-751-8559

2. STRUCTURES NOT IN THE IMMEDIATE CONSTRUCTION ZONE ARE NOT SHOWN ON
THE DRAWING.
3. AN UPDATED PRECONSTRUCTION SURVEY WILL BE COMPLETED BY THE
DEPARTMENTAL REPRESENTATIVE FOLLOWING CONTRACT AWARD. IT IS EXPECTED
SOME MODIFICATIONS TO REVETMENT LAYOUT MAY BE NECESSARY FOLLOWING THE
SURVEY.
4. ALL ELEVATIONS SHOWN IN METERS IN GSC DATUM
5. CONVERSION BETWEEN GSC AND CHS DATUM AS SHOWN IN TIDAL INFORMATION
INSET, THIS SHEET
CHS TIDAL INFORMATION 6SC
VALUES SHINGLE BAY VALUES
8.5 777777777777% 4.5m EHWM*
8.0m ) 4.0m HHWM
4.0m > 0.0 MEAN SEA LEVEL
(GEODETIC DATUM)
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*FROM 1988 HAYCO REPORT

REVETMENT REFERENCE LINE LAYOUT POINTS:

STATION NORTHING EASTING
0+000.000 5904872.270 311985.053
0+019.350 5904889.656 311976.530

EXCAVATE EXISTING MATERIALS, 0+081.230 5904931.142 311930.643
STOCKPILE REUSABLE ARMOUR, AND 0+159.480 5904977.377 311867.509
REUSE IN REVETMENT. 0+189.190 5904984.415 311838.640

1:500

0+202.580 5904984.995 311825.263
0+212.330 5904979.022 311817.561
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REVETMENT CONSTRUCTION TOLERANCES:

EXCAVATION LIMIT / FINISHED SUBGRADE SURFACE:
+75mm OF DESIGN GRADE, BUT NOT UNIFORMLY HIGH OR LOW

UNDERLAYER, TYPE 1:
+150mm OF DESIGN GRADE, BUT NOT UNIFORMLY HIGH OR LOW

RIPRAP ARMOUR, TYPE 2a:

+300mm ON SLOPES AND AT REVETMENT TOE, BUT NOT UNIFORMLY HIGH OR LOW
AND WITHIN —300mm OF DESIGN ELEVATION AT TOP OF BANK, BUT NOT UNIFORMLY
LOW. NO PORTION TO EXTEND ABOVE 5.10m ELEVATION
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