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NOTES - ENGLISH

1. Saw asphalt to create a clean edge.
| 2. Eliminate asphalt, including foundation.
/ 3. Eliminate grass.

] 4. 2x1000mm proposed trench drain

(see C100).

5. 2x1000mm and 1x500mm proposed trench
drain (see C100).

6. 4x1000mm and 1x500mm proposed trench
drain (see C100).

7. Grass swale (see C100).

8. Proposed catch basin (see C100).

9. Top of existing grate elevation to be

@* lowered (see C100).
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NOTES - FRANCAIS

1. Scier l'asphalte pour créer un bord net.
2. Eliminer |'asphalte, incluant la fondation.

3. Eliminer le gazon.

4. 2x1000mm drain linéaire proposé

(voir C100).
5. 2x1000mm et 1x500mm drain linéaire
proposeé (voir C100).
6. 4x1000mm et 1x500mm drain linéaire
proposeé (voir C100). LOGO SEAL/ SCEAU
7. Noue engazonnée (voir C100).
8. Puisard proposeé (voir C100).
9. Dessus du puisard existant a étre baisse
(voir C100). 04
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Existing / Existant

Existing elevation/Niveau existant
BW=Bottom of wall/Bas du mur
TG= Top of Grate/Dessus de grille

Proposed / Proposé

Limit of intervention
Limite d'intervention

—{/Sod to eliminate
Gazon a enlever

Asphalt surface to eliminate
Surface d'asphalte a éliminer

Sodding

iqatd | Stabilized granitic screening
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Details / Détails

Every effort has been made to ensure that the information of this
plan is accurate and complete. However, it is the responsibility of
the contractor to verify all dimensions & conditions on site prior to
construction or excavation. Any discrepancies should immediately
be brought to the attention of PWGSC.

Tous les efforts ont été déployés afin d'assurer l'intégrité et
I'exactitude de l'information figurant sur ce plan. Toutefois,
I'entrepreneur a la responsabilité de vérifier toutes dimensions
& conditions sur le site, avant toute construction ou excavation.
Toute anomalie doit étre rapportée immédiatement a l'attention
de TPSGC.

5+ ¥ Criblure granitique stabilisée
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Proposed Elevation/Niveau proposé

2 BW=Bottom of wall/Bas du mur
TG= Top of Grate/Dessus de grille
—Ai*s  Slope percentage

Pourcentage de pente
; Grass swale (see C100)
Noue engazonneé (voir C100)
E——3 Limestone border

Bordure de pierre calcaire

@ Proposed catch bassin (see C100)
Puisard proposé (voir C-100)

——r—— Proposed trench drain (see C100)

Puisard linéaire proposé (voir C100)
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