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NOTES - ENGLISH

@ EXISTING IRON FENCING.
@ EXISTING FILL.
@ APPROXIMATE PROFILE OF BED ROCK.

@ FINAL GRADE LINE SEE WEST SLOPE PROJECT. FINISH
ROUGH GRADING 150mm BELOW FINAL GRADE.

@ EXISTING GRADE LINE.
@ CONCRETE GRADE BEAM.

PROPOSED STEPPING OF FACE STONES ON OPPOSITE
SIDE OF WALL.

LIMESTONE SLAB.

@ FALL PROTECTION ANCHORS.
300mm GRANULAR BACK FILL.
@ CONCRETE LEVELLING BED.

@ MEDIA BLAST ABOVE GRADE CONCRETE TO SOFTEN
SURFACE.

@ T.0. PIER STONE TO ALIGN WITH EXISTING PIER STONE.
MASONRY AND IRONWORK AT PIER 48.

@ T.0. FOOTING MAINTAINED AT MIN. 600mm BELOW FINAL
GRADE.

DEPTH OF FOOTING PER STRUCTURE.

@ 100mm INSULATION.

Publics Works and Travaux publics et
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Government Services services gouvernementaux
Canada Canada

Parliamentary Precinct Direction générale de la
Branch Cité parlementaire

Canada

@ GRADUATION PROPOSEE DES PIERRES DE FACADE ET CE,
DU COTE OPPOSE DU MUR.

DALLE DE CALCAIRE.

PIECES D'ANCRAGE OFFRANT UNE PROTECTION CONTRE

INSTALL 2 X 13mm @ X 100mm LONG DOWELS SET 25mm \O ASSOO
INTO U/S OF STONE. V‘} (7
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NOTES - FRANCAIS
@ CLOTURE EXISTANTE EN FER.
@ REMBLAI EXISTANT.
@ PROFIL APPROXIMATIF DE L'ASSISE ROCHEUSE.
@ LIGNE DU NIVEAU DU TERRASSEMENT DEFINITIF. VOIR LE
PROJET DE LA PENTE DE L'OUEST. FINIR LE
N ISSUED FOR TENDER
TERRASSEMENT BRUT A 150 mm PLUS BAS QUE LE 01 EMIS POUR SOUMlSSION/ 2013/05/28
TERRASSEMENT DEFINITIF,
revision date
@ LIGNE DU NIVEAU DE TERRASSEMENT EXISTANT.
; A detail no.
@ POUTRE SOUS MUR PORTEUR EN BETON. no. du détail

B location drawing no.
no. de localisation
C drawing no.
no. du dessin

| | S48.00 LES CHUTES. Every effort has been made to ensure that the information of this
! ! . plan is accurate and complete. However, it is the responsibility of
; 8.01 v 548.03 S548.04 548.05 548.06 S48.07 548.08 S548.09 S48.10  MATCH LINE 548.11 300 mm DE REMBLAI GRANULAIRE the contractor to verify all dimensions & conditions on site prior to
LIGNE DE construction or excavation. Any discrepancies should immediately
JUMEII_AGE @ NIVEAU EN BETON. be brought to the attention of PWGSC.
: P48.02 :/ P48.03 : P48.04 :/ P48.05 : P48.06 : P48.07 : P48.08 : P48.09 :/ P48|'10 : . | Tous les efforts ont été déployés afin d'assurer |'|ntégr|té et
| @ A DECAPAGE MEDIATIQUE AU-DESSUS DU NIVEAU DU I'exactitude de linformation figurant sur ce plan. Toutefois,
| TERRASSEMENT, POUR ADOUCIR LA SURFACE DU BETON. I'entrepreneur a la responsabilité de vérifier toutes dimensions
MJ | & conditions sur le site, avant toute construction ou excavation.
- I ALIGNER LA PARTIE SUPERIEURE DE LA PIERRE DE PILIER Toute anomalie doit étre rapportée immédiatement a I'attention
] | ET LA PIERRE D PILIER EXISTANT. de TPSGC.
' | . ;
I @ OUVRAGES DE MAGONNERIE ET DE FER, A project projet
. I L'EMPLACEMENT DU PILIER 48.
Tl ] ] ] ] ] ] ] ] ] @ PARTIE SUPERIEURE DE L'EMPATTEMENT, A GARDER A PARLIAMENT HILL - WEST SLOPE AND PHASE 2
87.01 H 600 mm EN DESSOUS DU NIVEAU DU TERRASSEMENT PERIMETER WALL REHABILITATION
@ / 0. CAP STONE DEFINITIF AU MOINS. COLLINE DU PARLEMENT - REFECTION DE LA
n » n - - - - - - PARTIE (16) PROFONDEUR DE LEMPATTEMENT, SELON LES DETALLS PENTE DE L OUESE EZ F'?g A“gléF;PERIPHERIQUE
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