PRE-FINISHED GALVANUME FLASHING

EXTERIOR WOOD BLOCKING AS REQUIRED

SINGLE PLY ROOF MEMBRANE

PEEL AND STICK

12 mm EXTERIOR PLYWOOD WITH
BLOCKING SUPPORT AS PER REQUIRED
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PRE-FINISHED VENTED METAL SOFFIT W/
BUG SCREEN

VENTED OPENINGS (SEE STRUCT DWGS
FOR DIMENSIONS AND LOCATIONS)

PRE-FORMED METAL CLOSURE TO BE
PAINTED ON BOTH SIDES (TYP.)

BUILDING PAPER

VAPOUR BARRIER

/1" ROOF DETAIL (TYP.)

ooty q ;5

S G G| G | G M G W A C— SS— —

I e
s~ - sy
............. e

CONTINUE 16 mm TYPE'X'GWBTO _ / |* )
PLYWOOD (U/S OF STRUCTURE) g
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64 mm THICK BLOCKING ALL 1 K
AROUND (SEE STRUCT DWGS) S

ROOF TRUSS
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MIN. 200 OVERLAP
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/"3 ELEVATOR SHAFT DETAIL (CONC. BLOCK)
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PLYWOOD‘(U/S OF STRUCTURE)

TOP CHORD OF ROOF TRUSS

PAINTED RATED CEILING 60 MIN.
(SEE A301)

USE FIRE CAULKING TO SEAL ALL GAPS

WOOD BLOCKING

SUPPORT AS REQUIRED

ELEVATOR

16 mm TYPE X' GWB, CONTINUE TO
PLYWOOD (U/S OF STRUCTURE)

PRE-FINISHED GALVANUME FLASHING

EXTERIOR WOOD BLOCKING AS REQUIRED

ROOF DRAIN WITH DRAIN CAP
WITH CLAMPING FUNCATION
(SEE MECH DWGS)

RE-INFORCED ROOF MEMBRANCE
TO SLOPE TO DRAIN

SINGLE PLY ROOF MEMBRANE

PEEL AND STICK

12 mm EXTERIOR PLYWOOD WITH
BLOCKING SUPPORT AS PER REQUIRED

( VENTED

CAVITY 3

( VENTED

CAVITY ‘)

NOTE:

1)  ALL EXTERIOR VENTED CAVITY / CAVITY AT
RAIN SCREEN SYSTEM TO HAVE HEAVY
GAUGE BUG SCREEN

BUILT-IN GUTTER
MIN. 300 mm

©

PRE-FINISHED VENTED METAL SOFFIT W/
BUG SCREEN

VENTED OPENINGS (SEE STRUCT DWGS
FOR DIMENSIONS AND LOCATIONS)

RWL (SEE MECH DWGS)

PRE-FORMED METAL CLOSURE TO BE
PAINTED ON BOTH SIDES (TYP.)

VAPOUR BARRIER)

/"2 ROOF BUILT-IN GUTTER (TYP.)

vow2nos) g5

-WOOD BLOCKING

SUPPORT AS REQUIRED

PLYWOOD (U/S OF STRUCTURE)

e D7

ROOF TRUSS

PAINTED RATED
CEILING 60 MIN.
(SEE A301)

USE FIRE CAULKING TO
FILL ALL GAPS

ELEVATOR

16 mm TYPE 'X' GWB,
CONTINUE TO PLYWOOD
(U/S OF STRUCTURE)

TOP CHORD OF / k

MIN. 200 OVERLAP

le

CONTINUE%Bg}g\ TYPE'X'GWB TO
PLYWOOD (U/S\OF STRUCTURE)
FILL SPACE W/ FIRE RATED
MATERIAL

— 64 mm THICK BLOCKING ALL
AROUND (SEE STRUCT DWGS)

ROOF TRUSS

/"4 "\ ELEVATOR SHAFT DETAIL (CONC. WALL)
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