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NOTES:

HEAT TRACING CABLE SYSTEM EQUAL TO THERMON BSX-5-1-FOJ SELF—REGULATING HEATING
CABLES OR EQUAL.

INSTALL AS PER MANUFACTURERS SPECIFICATIONS. PROVIDE ALL POWER CONNECTIONS,
TERMINATIONS, SPLICE KITS AND ACCESSORIES AS REQUIRED.
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NOTES:

1.

on

CONTACTOR #1

TIME CLOCK SHALL BE 7-DAY PROGRAMMABLE ASTRONOMICAL TIME CLOCK WITH 1
INDEPENDENT OUTPUT CONTACTS. MINIMUM 3-YEAR BATTERY BACKUP AND NEMA 1 ENCLOSURE.
TIME CLOCK SHALL BE INTERMATIC ET8215C OR APPROVED ALTERNATE.

THIS CONTRACTOR SHALL SET UP ASTRONOMICAL TIME CLOCK BY ENTERING THE DATE AND
TIME OF SUNRISE (FROM LOCAL NEWSPAPER).
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C1 QUANTITY WITH

DRAWINGS

SETUP THE OUTPUTS CONTACTS FOR INDEPENDANT OPERATION AND PROGRAM THE OUTPUTS AS

FOLLOWS:
OUTPUT __ CONTROLS TIME
TC1 EXTERIOR BUILDING LIGHTING DUSK TO DAWIN

PROVIDE CONTACTORS #1 AND #2 WITH 120V COILS AND THE REQUIRED NUMBER OF POLES
FOR THE EXTERIOR BUILDING LIGHTING — REFER TO DRAWINGS FOR EXACT QUANTITY OF

LIGHTING CIRCUITS.

MOUNT HAND/OFF/AUTO AND CONTACTORS IN A NEMA 1 ENCLOSURE ADJACENT TO TIMECLOCK

IN THE ELECTRICAL ROOM.

THIS CONTRACTOR SHALL PROVIDE TRAINING FOR THE PROGRAMMING AND OPERATION OF THE
TIME CLOCK. THIS TRAINING SHALL BE CONDUCTED DURING THE FINAL INSPECTION.

GENERAL NOTES

ALL DIMENSIONS ARE DRAWN IN
MILLIMETERS UNLESS OTHERWISE
INDICATED.

@ CONTRACTOR TO VERIFY ALL
DIMENSIONS AND CONDITIONS ON SITE
AND REPORT ANY DISCREPANCIES TO
THE DCC REPRESENTATIVE BEFORE
PROCEEDING WITH ANY PORTION OF
THIS WORK.

©

@ COORDINATE THIS DRAWING WITH ALL
OTHER DRAWINGS.

ALL WORK TO BE CARRIED OUT WITH
ACCORDANCE TO THE NATIONAL
BUILDING CODE.
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