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PART 1 GENERAL
1.1 REFERENCES

1 American Society for Testing and Materials International, (ASTM)
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1 ASTM D140-01, Standard Practice for Sampling Bituminous Materials.
Canadian General Standards Board (CGSB)

1 CAN/CGSB-16.2-M89, Emulsified Asphalts, Anionic Type, for Road Purposes.

QUALITY ASSURANCE

Upon request by Departmental Representative, submit manufacturer's test data and
certification that asphalt tack coat material meets requirements of this section.

DELIVERY, STORAGE AND HANDLING
Deliver, store and handle materials in accordance with ASTM D140.
Provide, maintain and restore asphalt storage area.

WASTE MANAGEMENT AND DISPOSAL

Divert unused asphalt from landfill to facility capable of recycling materials.

PRODUCTS

MATERIALS
Anionic emulsified asphalt: to CAN/CGSB-16.2, grade: SS-1.

Water: clean, potable, free from foreign matter.

EXECUTION

APPLICATION

Obtain Departmental Representative approval of surface before applying asphalt tack coat.
Apply asphalt tack coat only on clean and dry surface.

Dilute asphalt emulsion with water at 1: 1 ratio for application.

1 Mix thoroughly by pumping or other method approved by Departmental
Representative.

Apply asphalt tack coat evenly to pavement surface at rate as directed by Departmental
Representative, between 0.20 and 0.40 L/m? but not to exceed 0.5 L/m?.
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5 Paint contact surfaces of curbs, gutters, headers, manholes and like structures with thin,
uniform coat of asphalt tack coat material.
.6 Do not apply asphalt tack coat when air temperature is less than 5 degrees C or when rain is
forecast within 2 hours of application.
T Apply asphalt tack coat only on unfrozen surface.
8 Evenly distribute localized excessive deposits of tack coat by brooming as directed by
Departmental Representative.
.9 Where traffic is to be maintained, treat no more than one half of width of surface in one
application.
10 Keep traffic off tacked areas until asphalt tack coat has set.
A1 Re-tack contaminated or disturbed areas as directed by Departmental Representative.
12 Permit asphalt tack coat to set before placing asphalt pavement.

END OF SECTION



