
BOWDEN PRODUCTION KITCHEN PRIMARY EQUIPMENT LIST - APPENDIX 'G'

COOK CHILL PRODUCTION KITCHEN - EQUIPMENT LIST

Item No. Qty 

Reqd

Equipment Dwg 

Ref#

Details Specifications OS = Owner Supply,         

CI = Contractor Install

OS-1 2 Cook-chill tilting kettle 100 gal, with non tilt-out agitator 10 * Connected to grease trap / steam 1" OS, CI

OS-2 1
Utility raceways  to support Cook Kettles and pump stations  

(5'6" height)

11 *All electrical, water, steam and air to run up the floor into the utility 

column of the utility chase

OS, CI

OS-3 1 Kettle control panel on pedestal 12 position of pedestal will be infron of he middle kettle OS, CI

OS-4 1
Rapid product chiller/cook tank     500lbs capacity 26 * Steam 3/4" - 90 lbs, connected to outside (Item #40) remote 

compressor

OS, CI

OS-5 1 Mobile pump/fill station 32 H" compress ali Inlet- a CFM » 80 90 PS I / * ind ten wiste OS, CI

OS-6 1 Vacuum clipper  w/vertical vacuum nozzle 33 JV compress air inlet - 8 CFM & 90 PSI OS, CI

OS-7 1
Air cooled remote refrigeration package for chill tanks. Chill 

tanks form part of the cooking equipment.

40 * RLA 60 amps, MFS125 amps - located outside OS, CI

OS-8 1 Air Compressor 42 * Located  in basement OS, CI
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