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PART 1 - GENERAL

1.1 REFERENCES

.1 All codes and standards referenced in this section refers to the
latest edition thereof.

.2 Canadian Standards Association (CSA)
.1 CSA B111, Wire Nails, Spikes and Staples.
.2 CSA 0121, Douglas Fir Plywood.
.3 CAN/CSA-0141, Softwood Lumber.
.4 CAN/CSA-0325.0, Construction Sheathing.

.3 National Lumber Grades Authority (NLGA)
.1 Standard Grading Rules for Canadian Lumber.
1.2 QUALITY ASSURANCE

.1 Lumber identification: by grade stamp of an agency certified by
Canadian Lumber Standards Accreditation Board.

.2 Plywood, particleboard, OSB and wood based composite panels in
accordance with CSA and ANSI standards.

PART 2 - PRODUCTS

2.1 FRAMING AND LUMBER MATERIALS

.1 Lumber: unless specified otherwise, softwood, S4S, moisture content
19% (S-dry) or less in accordance with following standards:
.1 CAN/CSA-0141.
.2 NLGA Standard Grading Rules for Canadian Lumber.

.2 Framing and board lumber: in accordance with NBC.

.3 Furring, blocking, nailing strips, grounds, rough bucks, fascia
backing and sleepers:
.1 Board sizes: "Standard" or better grade.
.2 Dimension sizes: "Standard" light framing or better grade.

2.2 PANEL MATERIALS

.1 Plywood, OSB and wood based composite panels: to CAN/CSA-0325.0.
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.2 Douglas fir plywood (DFP): to CSA 0121, standard construction.

.3 Canadian softwood plywood (CSP): to CSA 0151, standard construction.

2.3 ACCESSORIES
.1 Sill Gasket: closed cell polyurethane or polyethylene.
.2 General purpose adhesive: to CSA 0Ol1l2 Series.

.3 Nails, spikes and staples: to CSA B11ll.

2.4 FASTENER FINISHES

.1 Galvanizing: to CAN/CSA-G164, use galvanized fasteners for exterior
work, interior highly humid areas, and fire-retardant treated lumber.

PART 3 - EXECUTION

3.1 INSTALLATION

.1 Comply with requirements of National Building Code of Canada (NBCC),
latest edition, Part 9, supplemented by following paragraphs.

.2 Install members true to line, levels and elevations, square and plumb.
.3 Construct continuous members from pieces of longest practical length.
.4 Install spanning members with "crown-edge” up.

.5 Select exposed framing for appearance. Install lumber and panel

materials so that grade marks and other defacing marks are concealed
or are removed by sanding where materials are left exposed.

.6 Install wall sheathing in accordance with manufacturer's printed
instructions.
. Install furring and blocking as required to space-out and support

casework, cabinets, wall and ceiling finishes, facings, fascia,
soffit, siding electrical equipment mounting boards, and other work,
as required.

.8 Install rough bucks, nailers and linings to rough openings as required
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to provide backing for frames and other work.
.9 Use dust collectors and high quality respirator masks when cutting or
sanding wood panels.
3.2 ERECTION
.1 Frame, anchor, fasten, tie and brace members to provide necessary
strength and rigidity.
.2 Countersink bolts where necessary to provide clearance for other work.
.3 Use nailing disks for soft sheathing as recommended by sheathing

manufacturer.



