Plot Scale: PLOT_SCALE

APPROX. L.NJ\

EXPOSED BEDROCK

\———\-—/\_/\———\

PAVEMENT

\

g

A

w-®

B

EXISTING 200 AMP, 120/208 VOLT, 3¢

OF EXISTING ELECTRICAL SERVICE AND

INSTALLATION OF NEW. INCLUDE ALL ASSOCIATED UTILITY
COST IN TENDER PRICE. PATCH AND REPAIR SHED TO

MATCH EXISTING CONDITIONS.

, 4W ELECTRICAL
SERVICE TO BE REMOVED AND REPLACED WITH NEW
400 AMP, 120/208 VOLT, 3#, 4W ELECTRICAL SERVICE.
COORDINATE WITH NF. AND LAB HYDRO THE REMOVAL

PAVEMENT
EXISTING POWER PEDESTAL #1 TO BE REMOVED
‘ AND REPLACED WITH NEW. ALL EXISTING WIRING
/ DEVICES, JUNCTION BOXES, LABELS, CONDUITS,
WIRING, ETC. ON PEDESTAL TO BE REMOVED AND
o REPLACED WITH NEW. SEE DETAIL "A” DRAWING E6
O”@ FOR NEW LAYOUT.
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° EXISTING UTILITY
POLE TO REMAIN.

EXISTING HARBOUR

AUTHORITY SHED. PAVEMENT

EXISTING WTILITY POLE AND
ALL ASSOCIATED EQUIPMENT TO
BE REMOVED.\COORDINATE
WITH NF. AND 1

EXISTING UTILITY
POLE TO REMAIN.

S
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THE

It EXISTING U/G CONDUIT &
~ & WIRING. WIRING TO "@
BE REMOVED, CONDUIT 2,
TO REMAIN AND CAPPED. S

EXISTING UTILITY
POLE TO REMAIN.

APPROXIMATE LOCATION
OF U/G TECK CABLE.
SEE DRAWING NOTE 3.

EXISTING ELECTRICAL
SHED TO BE
REMOVED. SEE
DRAWING NOTE 1.

EXISTING OVERHEAD ELECTRICAL
SERVICE TO BE REMOVED BY NF
AND LAB. HYDRO. COORDINATE ON
SITE. INCLUDE ALL ASSOCIATED
uTILITY COST.

BACKFILLED AREA
(GRAVEL)

EXISTING UTILITY
POLE TO REMAIN,

EXISTING SITE PLAN
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DRAWING NOTES

1. REMOVE ALL EXISTING ELECTRICAL EQUIPMENT IN SHED C/W
ASSOCIATED WIRING AND CONDUIT. EQUIPMENT INCLUDES THE
FOLLOWING:

- UTILITY METER

— SERVICE CONDUIT AND WIRING

PANEL BOARDS

DISCONNECT SWITCHES

LIGHT FIXTURES

RECEPTACLES

HEATERS

— WIRING DEVICES

— CONDUITS

COORDINATE WITH N.F. AND LAB. HYDRO AND INCLUDE ALL
ASSOCIATED COST.

2. REMOVE EXISTING EXTERIOR SERVICE CONDUITS, ASSOCIATED
HIRING AND UTILITY METER CORRDINATE WITH NF AND LAB.
HYDRO. EXISTING 200 AMP PANEL BOARD INSIDE SHED TO
REMAIN. PATCH AND REPAIR EXISTING SHED TO MATCH
EXISTING WHERE SERVICE CONDUITS ARE REMOVED. ALL
PATCHING TO BE APPROVED BY DEPARTMENTIAL
REPRESENTATIVE.

3. EXISTING UNDERGROUND TECK CABLE RUNNING FROM
EXISTING 200 AMP PANEL IN HARBOUR AUTHORITY SHED TO
EXISTING ELECTRICAL SHED TO BE REMOVED. EXISTING
ROUTING OF TECK CABLE TO BE COORDINATED ON SITE.

ELECTRICAL LEGEND

HID LIGHTING FIXTURE. SEE LIGHTING FIXTURE SCHEDULE FOR DESCRIPTION.

SINGLE POLE TOGGLE SWITCH. 15 AMP, 120 VOLT, SPECIFICATION GRADE
AND C/W PVC COVERPLATE. MOUNT 1200mm AFF.

LINE VOLTAGE THERMOSTAT
RATED 5000 WATTS, 240 VOLTS, DPST. MOUNT 1200mm AFF.

SURFACE MOUNTED PANELBOARD

ELECTRICAL PEDESTAL. SEE DETAIL "A” & "B’ DRAWING E2.

DUPLEX U—~GROUND RECEPTACLE RATED 15 AMP, 120 VOLT.
'SPECIFICATION GRADE AND C/W PVC COVERPLATE. MOUNT 400mm AFF.

"WP” INDICATES WEATHERPROOF COVERPLATE.
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LIGHT POLE AND FIXTURE. SEE DETAIL "D’ ON DRAWING E4.

FLUORESCENT LIGHTING FIXTURE. SEE LIGHTING FIXTURE SCHEDULE FOR DESCRIPTION.
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SMALL CRAFT HARBOURS

SITE.

1. DO NOT SCALE FROM THIS DRAWING.

2. CONTRACTOR TO VERIFY ALL
DIMENSIONS ON SITE BEFORE
PROCEEDING WITH THIS WORK.

3. OWNER HAS FIRST RIGHT OF AL
REMOVED MATERIAL. IF OWNER REFUSES
MATERIALS CONTRACTOR TO REMOVE OFF
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