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NEW LAMICOID LABEL (MECHANICALLY ATTACHED). FOR EACH
RECEPTACLE. CONSULT WITH DEPARTMENTAL REPRESENTATIVE
FOR WORDING. INCLUDE VOLTAGE RATING ON LABEL, EG.
"RECEPTACLE #1, 120 VOLT CCT
NEW 15 AMP, 120 VOLT MARINE GRADE STRAIGHT BLADE NEW LAMICOID LABEL
DUPLEX RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD BOX, (MECHANICALLY ATTACHED)
WEATHERPROOF COVER, MATCHING YELLOW PLUG & YELLOW TO READ AS FOLLOWS:
RUBBER BOOT. (1 SUCH) DANGER WHEN OPERATING 120V, 15 AMP EQUIPMENT.
21mm CONNECTOR. \ APPROVED RECEPTACLES, CORDS, PLUGS AND 15

FIBERGLASS WEATHERPROOF BOX WITH TWO 3/4" \
I.P.S. MOLDED—IN KNOCKOUTS C/W PVC

————6mmTH. ALUMINUM PLATE, PLATE SHAPED TO MATCH PIPE

WEATHERPROOF CAST ALUMINUM LIFT COVER PLATE. |

NEW 30 AMP, 120 VOLT MARINE GRADE —_—

TWISTLOCK SINGLE RECEPTACLE C/W YELLOW E
FIBERGLASS TYPE FD BOX, WEATHERPROOF §
COVER, MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT. (2 SUCH) —
67 100—-300 |
78mme TIE OFF RINGS (4 PER PEDESTAL) —

(HOOPS TO BE MIN. OF 10mm OF

,———127 0.D. X 7.95 ALUMINUM HOLLOW STRUCTURAL SECTION (PIPE)
A / ~ NEW 30 AMP, 120/240 VOLT, 1 POLE, 3 WIRE MARINE GRADE

. TWISTLOCK SINGLE RECEPTACLE, MATCHING MARINE GRADE ANGLE

S BACKBOX, WEATHERPROOF COVER, MATCHING PLUG & YELLOW

RUBBER BOOT.

NEW 50 AMP, 120/250 VOLT, 3 POLE, 4 WIRE MARINE GRADE TWISTLOCK
SINGLE RECEPTACLE, MATCHING MARINE GRADE ANGLE BACKBOX,
WEATHERPROOF COVER, MATCHING PLUG & YELLOW RUBBER BOOT.

&h—38-33

ALUMINUM MATERIAL) ]

. S . ."-
Ly " 4}}..

A

L s / /
CONCRETE DECK - R

.#-wq*«:.—._—.:,,._.- BASE PLATE (BOTH SIDES), 9mmTH.

W ATe TN T=5— NEW 19mmg X 150mm LONG STAINLESS STEEL
4’|  ANCHOR BOLTS. FOUR (4) BOLTS PER FOOT OF PLATE.

ALUMINUM ANGLE.J /
NEW RIGID PVC CONDUIT C/W MARINE GRADE BOX

CONNECTOR FITTINGS. PROVIDE 2—HOLE STRAPS AS
REQUIRED.

NEW 250 X 250 X 150mm RIGID PVC JUNCTION BOX
C/W WEATHERPROOF COVERPLATE, NEOPRENE GASKET
& MOUNTING STRAPS. RUN A NEUTRAL WIRE SIZED TO
MATCH LINE WIRE TO EACH RECEPTACLE. PROVIDE ALL
MARINE GRADE CABLE CONNECTORS C/W OIL RING.
BOX TO BE C/W DIN RAIL AND CORROSION RESISTANT
TERMINAL BLOCKS. SPLICING NOT ACCEPTABLE.

\NEW MIN. 6mm THICK ALUMIMUM COVERPLATE
FOR MECHANICAL PROTECTION. SHAPE COVER TO
NEW 53mm RIGID PVC SUIT. USE STAINLESS STEEL SCREWS TO FASTEN
CONDUIT C/W WIRING AS TO PEDESTAL.

PER PANEL SCHEDULE.

QUICK RADIUS 90
BENDS TO BE USED.

ELECTRICAL PEDESTAL DETAIL [/ A
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NEW LAMICOID LABEL (MECHANICALLY ATTACHED). FOR EACH
RECEPTACLE. CONSULT WITH DEPARTMENTAL REPRESENTATIVE
FOR WORDING. INCLUDE VOLTAGE RATING ON LABEL, EG.

"RECEPTACLE #1, 120 VOLT CCT

NEW 15 AMP, 120 VOLT MARINE GRADE STRAIGHT BLADE

DUPLEX RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD BOX,
WEATHERPROOF COVER, MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT. (1 SUCH)

NEW LAMICOID LABEL

21mm CONNECTOR. N (MECHANICALLY ATTACHED)
15 AMP, 120 VOLT GFClI MODULE INSTALLED IN A 1450mm . 1O READ AS FOLLOWS:
FIBERGLASS WEATHERPROOF BOX WITH TWO 3/4” N / DANGER WHEN OPERATING 120V, 15 AMP EQUIPMENT.
1.P.S. MOLDED—IN KNOCKOUTS C/W PVC NS \ APPROVED RECEPTACLES, CORDS, PLUGS AND 15
WEATHERPROOF CAST ALUMINUM LIFT COVER PLATE. . O\ AMP_OVERCURRENT DEVICES MUST BE USED.

\\ \ '

NEW 30 AMP, 120 VOLT MARINE GRADE

TWISTLOCK SINGLE RECEPTACLE C/W YELLOW
FIBERGLASS TYPE FD BOX, WEATHERPROOF
COVER, MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT. (2 SUCH)
6V 100-

78mme TIE OFF RINGS (4 PER PEDESTAL) ——/

(HOOPS TO BE MIN. OF 10mm OF
ALUMINUM MATERIAL)
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m QL e — 6mmTH. ALUMINUM PLATE, PLATE SHAPED TO MATCH PIPE
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\c\:\\ S 127 0.D. X 7.95 ALUMINUM HOLLOW STRUCTURAL SECTION (PIPE)

) NEW 30 AMP, 120/240 VOLT, 1 POLE, 3 WIRE MARINE GRADE TWISTLOCK
SINGLE RECEPTACLE, MATCHING MARINE GRADE ANGLE BACKBOX,
§ WEATHERPROOF COVER, MATCHING PLUG & YELLOW RUBBER BOOT.
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BASE PLATE (BOTH SIDES), 9mmTH.
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C/W WEATHERPROOF COVERPLATE, NEOPRENE GASKET
& MOUNTING STRAPS. RUN A NEUTRAL WIRE SIZED TO
MATCH LINE WIRE TO EACH RECEPTACLE. PROVIDE ALL
MARINE GRADE CABLE CONNECTORS C/W OIL RING.
BOX TO BE C/W DIN RAIL AND CORROSION RESISTANT
TERMINAL BLOCKS. SPLICING NOT ACCEPTABLE.

ALUMINUM ANGLE.—/
NEW RIGID PVC CONDUIT C/W MARINE GRADE BOX
CONNECTOR FITTINGS. PROVIDE 2—HOLE STRAPS AS
NEW 250 X 250 X 150mm RIGID PVC JUNCTION BOX

\NEW 19mm@ X 150mm LONG
STAINLESS STEEL ANCHOR
BOLTS. FOUR (4) BOLTS PER
FOOT OF PLATE.

NEW 53mm RIGID PVC
CONDUIT C/W WIRING AS
PER PANEL SCHEDULE.
QUICK RADIUS 90
BENDS TO BE USED.

NEW MIN. 6mm THICK ALUMIMUM COVERPLATE
FOR MECHANICAL PROTECTION. SHAPE COVER TO
SUIT. USE STAINLESS STEEL SCREWS TO FASTEN
TO PEDESTAL.

ELECTRICAL PEDESTAL DETAIL /B
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SMALL CRAFT HARBOURS

1. DO NOT SCALE FROM THIS DRAWING.

2. CONTRACTOR TO VERIFY ALL
DIMENSIONS ON SITE BEFORE
PROCEEDING WITH THIS WORK.

3. OWNER HAS FIRST RIGHT OF AL
REMOVED MATERIAL. IF OWNER REFUSES
MATERIALS CONTRACTOR TO REMOVE OFF
SITE.
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