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AT 22ND FLOOR DO NOT

DISTURB - NOT IN

AREA SHOWN SHADED
CONTRACT

**NOTE:

DEMOLISH EIGHT CONCRETE
PIERS, CHIP CONCRETE TO
BELOW SLAB LEVEL AND
REPAIR SURFACE WITH

- REFER TO STRUCTURAL

SELF-LEVELING GROUT

TOJ

CONCRETE BEAMS ABOVE
REMAIN - SHOWN DASHED

EXISTING 610mm X 610mm

STEEL FRAME SHOWN DASHED
FOR DETAILS

REMOVE / DISPOSE EXISTING
COOLING TOWER STRUCTURAL
- REFER TO STRUCTURAL

—

CONCRETE BEAMS ABOVE TO
REMAIN - SHOWN DASHED

EXISTING 610mm X 610mm

SOUTH COOLING TOWER
REPLACEMENT WORK

T1

\w CONTRACTOR TO DEMOLISH EIGHT

L REMOVE / DISPOSE OF ALL EXISTING

CONCRETE TO BELOW SLAB LEVEL
AND REFURBISH SURFACE WITH

EXISTING CONCRETE PIERS, CHIP
SELF-LEVELING GROUT

INSULATED PRECAST PAVERS AND
MODIFIED BITUMINOUS ROOFING

MEMBRANE WITH COOLING TOWER
WELL AREA TO EXPOSE EXISTING

CONCRETE ROOF SLAB.
- SHOWN HATCHED

@

m REMOVALS AT SOUTH COOLING TOWER ROOF WELL - PART PIAN AT 22ND FLOOR

(o ez

@

GLOUCESTER STREET

- REFER TO STRUCTURAL FOR
DETAILS

LAURIER AVE. WEST

L

31

CONCRETE TO BELOW SLAB LEVEL
REFER TO STRUCTURAL

AND REFURBISH SURFACE WITH

CONTRACTOR TO DEMOLISH EIGHT
EXISTING CONCRETE PIERS, CHIP
SELF-LEVELING GROUT

I

[]

0

INSULATED PRECAST PAVERS AND
SHOWN HATCHED

REMOVE / DISPOSE OF ALL EXISTING
MODIFIED BITUMINOUS ROOFING
MEMBRANE WITH COOLING TOWER
WELL AREA TO EXPOSE EXISTING

CONCRETE ROOF SLAB.
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DEMOLISH EIGHT CONCRETE
PIERS, CHIP CONCRETE TO

BELOW SLAB LEVEL AND
REPAIR SURFACE WITH

- REFER TO STRUCTURAL

SELF-LEVELING GROUT

© -

CONCRETE BEAMS ABOVE
REMAIN - SHOWN DASHED

EXISTING 610mm X 610mm

REMOVE /DISPOSE EXISTING

- REFER TO STRUCTURAL FOR
DETAILS

COOLING TOWER STRUCTURAL
STEEL FRAME SHOWN DASHED

—_

CONCRETE BEAMS ABOVE TO
REMAIN - SHOWN DASHED

EXISTING 610mm X 610mm

**NOTE:

AREA SHOWN SHADED AT
22ND FLOOR DO NOT
DISTURB - NOT IN
CONTRACT

NORTH COOLIN
REPLACEMENT

.
-

m REMOVALS AT NORTH COOLING TOWER ROOF WELL - PART PLAN AT 22ND FLOOR
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