Plot Scale: PLOT_SCALE
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CONTRACTOR TO COORDINATE WITH
UTILITY COMPANY NEW SERVICE
REQUIREMENTS. ACTUAL MOUNTING
HEIGHT OF SERVICE MAST TO BE
COORDINATED WITH UTILITY COMPANY.
ADJUST CONDUCTOR AND CONDUIT
LENGTHS ON THIS DETAIL AS REQUIRED.

53mm WEATHERHOODS.

4 #3/0 RWS0O EXTEND
900mm BEYOND
WEATHERHOOD FOR
UTILITY CONNECTION.

N SERVICE ATTACHMENT SPOOL.
MINIMUM OF 6.5 METRES

ABOVE FINISHED GRADE.

NUMBER OF SPOOLS AS

N REQUIRED.

GALVANIZED STEEL
GUYS AS REQUIRED.

3

- .
FLASH AND SEAL WEATHERTIGHT
WHERE MAST PENETRATES EAVE.
—’-"”——7—"/
L] 2—HOLE STRAPS REQUIRED

200 AMP, 120/208V,
39 COMBINATION PANEL "A".

U

EVERY 900mm.

4 #3/0 RWSO IN 53mm EPOXY
COATED (INSIDE AND OUTSIDE)
RIGID GALVANIZED STEEL
CONDUIT.

UTILITY METER. COORDINATE
EXACT HEIGHT WITH UTILITY
COMPANY,

L.B. DRILL 6mm HOLE IN
BOTTOM FOR DRAINAGE.

1 #4 BARE GROUND WIRE TO RUN TO A POINT 2.0M
BELOW THE NORMAL LOW TIDE ELEVATION.
CONDUCTOR TO BE ATTACHED TO 600 X 600 X
10mm STEEL PLATE ELECTRODE BY THERMIT WELD
CONNECTION AND FOUNDED ON THE HARBOR BOTTOM
APPROX. 2.0 M FROM SIDE OF WHARF. SEE CEC
SECTION 78 FOR GROUNDING DETAIL.

FLOOR LEVEL /!T
GROUND BUS —/

1 #4 TW GROUND

3 COPPERCLAD STEEL
GROUND RODS

FINISHED GRADE

CONTRACTOR TO ORIENTATE

LIGHTING FIXTURES FOR
OPTIMUM PERFORMANCE.

MIN. 6mm THICK ALUMINUM COVERPLATE
FOR MECHANICAL PROTECTION. SHAPE COVER
TO SUIT. USE STAINLESS STEEL SCREWS

TO FASTEN TO WOODEN POLE.

—LIGHT FIXTURES TO BE SUPPLIED BY OWNER AND
INSTALLED BY ELECTRICAL CONTRACTOR. ELECTRICAL
CONTRACTOR SHALL SUPPLY AND INSTALL ALL REQUIRED
MOUNTING HARDWARE, WIRING, CONDUIT, LEG BOLTS, ETC.
AS REQUIRED. COORDINATE WITH DEPARTMENTAL
REPRESENTATIVE.

LIQUID TIGHT FLEX TO FIXTURE.

] 100 X 100 X 100mm RIGID

| PVC JUNCTION BOX C/W

I WEATHERPROOF COVERPLATE,

| NEOPRENE GASKET & MOUNTING STRAPS.
I THREADED HUBS FOR CONDUITS.

| PROVIDE WEATHERPROOF FITTINGS.
|

I

I

|

EXISTING WOODEN POLE.

27mm RIGID PVC CONDUIT
C/W WIRING AS PER PANEL
SCHEDULE. PROVIDE STRAPS
AS PER CODE REQUIREMENTS.
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—— TOP OF FINISHED CONCRETE DECK.
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| — EXISTING CONDUIT C/W
I WIRING AS PER PANEL
: SCHEDULE.

|

|

NOTES:

1.) SEE GENERAL NOTES ON DRAWING E1.

—

EXISTING RECEPTACLE. TO ﬁ:;?\
BE REMOVED C/W WIRING
BACK TO SOURCE. ¥ \\

LIGHT FIXTURES TO BE SUPPLIED BY OWNER AND
INSTALLED BY ELECTRICAL CONTRACTOR. ELECTRICAL

CONTRACTOR

MOUNTING HARDWARE, WIRING, CONDUIT, LEG BOLTS, ETC.

SHALL SUPPLY AND INSTALL ALL REQUIRED

AS REQUIRED. COORDINATE WITH DEPARTMENTAL
REPRESENTATIVE.

CONTRACTOR TO ORIENTATE
LIGHTING FIXTURES FOR
OPTIMUM PERFORMANCE.

~—— EXISTING ALUMINUM POLE.

Y EXISTING CONCRETE BASE.

INISHED GRADE _
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21mm RIGID PVC CONDUIT
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NOTES:

1. ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

|
2. ALL DIMENSIONS ARE IN MILLIMETRES

UNLESS OTHERWISE NOTED.

PROVINCE OF NEWFOUNDLAND

PERMIT HOLDER
Class "A”
This Permit Allows

CROSBIE ENGINEERING LIMITED

To practice Professional Engineering

in Newfoundland and Labrador

Permit No. as issued by PEG-NL R0123
which is valid for the year 2013,
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SIGNATURE
%UG. 08/1 ‘%Sg
DATE
SERVICE ENTRANCE ELEVATION DETAIL LIGHT _#1 ELEVATION DETAIL LIGHT #2 ELEVATION DETAIL AD & M
N.T.S. N.T.S. N.T.S.
TYPE LIGHT SOURCE MOUNTING LAMPS VOLTS
A FLUORESCENT | CEILING SURFACE | 2 X 32w T8 | 120
B HPS WALL SURFACE 1 x 100W 120
NOTES
COMBINATION PANEL "A” 1. CONTRACTOR SHALL AIM LIGHTING FIXTURES FOR OPTIMUM PERFORMANCE
ggo 4A;~NMP. 120/208 VOLT, IN CONSULTATION WITH DEPARTMENTAL REPRESENTATIVE.
EXTERIOR LIGHTING
CONTROL PANEL. CCT A9.
JIB CRANE ENCLOSURES (2 SUCH).
O SUPPLIED BY OWNER. INSTALLED
AND WIRED BY ELECTRICAL.
LEGEND 120 VOLT
[ ] A9
T TIME CLOCK 120 VOLT, C/W 2 N.O CONTACTS
TO UTILITY WALL /
A3 PHOTOCELL, 120 VOLT. MOUNT 300mm. BELOW
@ EAVE OF NEW ELECTRICAL SHED. {ic}
4 #3/0 RW90 IN 53mm
EPOXY COATED (INSIDE AND @AS LAYOUT INDICATED IS APPROXIMATE AUXILIARY RELAY C/W 2 N.O. CONTACTS
QUTSIDE) RIGID GALVANIZED @ ONLY. CONTRACTOR TO RELOCATE —Fg @R
STEEL CONDUIT. — ELECTRICAL DEVICES IN SHED TO @ 8 POLE CONTACTOR. 120 VOLT, 20 AMP.
W s Al - SUIT SITE CONDITIONS. TO BE jt A ISSUED FOR TENDER 13/08/08
— . —OrF—
UTLITY METER A7 @ 2/aN /A\ COORDINATED ON SITE. H=0-A :-[LANNDEWOEI:\IC?_%E?JRSEELEESS?QR SWITCH. MOUNT H revisions date
" s AR TC . project projet
A 1—F 2 GREENSPOND
j*;jtjl; WHARF ELECTRICAL
COMBINATION PANEL "A” gg,ﬁ"g"ﬁ;l"” -k
200 AMP, 120/208 VOLT, 3¢, ¥

4 WIRE (ELECTRICAL SHED)

ELECTRICAL

SINGLE LINE DIAGRAM
N.T.S.

A5

—-———1—— ELECTRIC BASEBOARD HEATER TO BE 208
VOLT, 1 PHASE, 1000 WATT.
CIRCUIT A2,4.

A3
d—-b L1

Pc

PHOTOCELL

ELECTRICAL SHED LAYOUT

N.T.S.

EEMAC 1 ENCLOSURE C/W HINGED COVER
AND LOCKING DOOR. PROVIDE LAMICOID LABEL
TO READ "EXTERIOR LIGHTING”. MOUNT
NAMEPLATES OVER SWITCHES. MOUNT
CONTROL PANEL 1400mm. ABOVE FINISHED
FLOOR. IN ELECTRICAL SHED.

POLE LIGHTS — CCT A23
POLE LIGHTS — CCT A25

POLE LIGHTS — CCT A33

POLE LIGHTS — CCT A28
SHED LIGHTS-— CCT AS

EXTERIOR LIGHTING CONTROL PANEL

N.T.S.
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