MECHANICALLY ATTACHED LAMACOID
NAMEPLATE INDICATING PEDESTAL NUMBER

UTILIZE RIGID PVC CONDUIT C/W
MARINE GRADE FITTINGS. SECURE
TO PEDESTAL USING 2 HOLE

STRAPS & S.S. SCREWS. TYPICAL.

PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.
127 0.D. x 7.95 HOLLOW ALUMINUM
STRUCTURAL FRAME.
\ 1450

61 100—300

30A, 120V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW X
AN ; O,

FIBERGLASS TYPE FD BOX C/W o
WEATHERPROOF COVER C/W ~
MATCHING YELLOW PLUG & YELLOW S
RUBBER BOOT. A N
9mm TH. BASE PLATE (BOTH SIDES)— ey A . 2\
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/ 9 53mm RIGID PVC CONDUITJ
PLACE A MINIMUM OF 12mm - C/W FACTORY BENDS.
GROUT BETWEEN THE WHARF &
6 TH. X 50 X 50 ALUMINUM
EACH SUPPORT (TYPICAL) ANGLE.
19mm® x 150mm LONG CHEMICAL RESIN 6mm THICK ALUMINUM PIPE GUARD
CARTRIDGE STAINLESS STEEL ANCHOR BOLTS. ANCHORED TO DECK & PEDESTAL BACK
FOUR (4) BOLTS PER FOOT PLATE. PLATE USING STAINLESS STEEL SCREWS.
SHAPE GUARD TO FIT APPLICATION.

300 x 300 x 150mm PVC JUNCTION BOX RATED

NEMA 4X C/W WEATHERPROOF COVERPLATE,
NEOPRENE GASKET, MOUNTING STRAPS &

WEATHERPROOF FITTINGS. "SCEPTER” OR APPROVED NOTE:
EQUAL. RUN A DEDICATED NEUTRAL CONDUCTOR

FOR EACH CIRCUIT. SIZE BOND WIRES TO SECTION 1

10 OF C.E.C. C22.1-06. ALL CABLE CONNECTORS )

TO BE MARINE GRADE C/W "0” RINGS. BOX TO BE 2.

C/W DIN RAIL MOUNTED TERMINAL BLOCKS EQUAL
TO "PHOENIX” CONTACT UK16 SERIES. DO NOT
SPLICE CONDUCTORS. ALL CONDUCTORS TO BE
TERMINATED ON TERMINAL BLOCKS.

ELEVATION

PEDESTAL BY ELECTRICAL

SUBMIT SHOP DRAWINGS
PRIOR TO MANUFACTURE.

PEDESTALS #6 AND #7 DETAIL /I\-/l\
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13mm ¢ ALUMINUM RING 78 mm DIAMETER.
WELD TO HOLLOW ALUMINUM FRAME. FOUR
TYPICAL AS INDICATED.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

DANGER WHEN OPERATING 120V. 20 AMP EQUIPMENT.
APPROVED RECEPTACLES, CORDS, PLUGS AND 15 AMP
OVERCURRENT DEVICES MUST BE USED.

LAMICOID LABEL (MECHANICALLY ATTACHED).
FOR EACH RECEPTACLE STATE VOLTAGE,
AMPERAGE, AND CIRCUIT DESIGNATIONS. SEE
EXAMPLE BELOW.

15A, 120V GFI RECEPTACLE MARINE GRADE
WHITE IN COLOR C/W FIBERGLASS TYPE FD BOX
C/W WEATHERPROOF COVER

30A, 120/240V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD

BOX C/W WEATHERPROOF COVER C/W MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

EXAMPLE:

REC #23. 30A 120/240V.
PANEL B CCTS 15,17

REINFORCING OMITTED FOR CLARITY.

MOUNT RECEPTACLES IN PVC FD TYPE
OUTLET BOX, COVER, GASKET &
MOUNTING LUGS. HUBS, WEATHER
PROOF FITTINGS, CAST "CROUSE HINDS”
OR EQUAL, C/W 20mm

3.  PROVIDE ALUMINUM ANGLE MOUNTING
BRACKETS WELDED TO THE BACK
TRADE. PLATE, FOR ALL RECEPTACLES.
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MECHANICALLY ATTACHED LAMACOID

UTILIZE RIGID PVC CONDUIT C/W
MARINE GRADE FITTINGS. SECURE
TO PEDESTAL USING 2 HOLE

STRAPS & S.S. SCREWS. TYPICAL.

617100—300 ™

30A, 120V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW X
FIBERGLASS TYPE FD BOX C/W
WEATHERPROOF COVER C/W
MATCHING YELLOW PLUG & YELLOW

RUBBER BOOT.
9mm TH. BASE PLATE (BOTH SIDES)

NAMEPLATE INDICATING PEDESTAL NUMBER
PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.
127 0O.D. x 7.95 HOLLOW ALUMINUM
STRUCTURAL FRAME.
1450
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PLACE A MINIMUM OF 12mm J‘—

GROUT BETWEEN THE WHARF &
EACH SUPPORT (TYPICAL)

19mm@ x 150mm LONG CHEMICAL RESIN
CARTRIDGE STAINLESS STEEL ANCHOR BOLTS.
FOUR (4) BOLTS PER FOOT PLATE.

C/W FACTORY BENDS.
ANGLE.
300 x 300 x 150mm PVC JUNCTION BOX RATED

NEMA 4X C/W WEATHERPROOF COVERPLATE,
NEOPRENE GASKET, MOUNTING STRAPS &
WEATHERPROOF FITTINGS. "SCEPTER” OR APPROVED
EQUAL. RUN A DEDICATED NEUTRAL CONDUCTOR
FOR EACH CIRCUIT. SIZE BOND WIRES TO SECTION
10 OF C.E.C. C22.1-06. ALL CABLE CONNECTORS
TO BE MARINE GRADE C/W "0” RINGS. BOX TO BE
C/W DIN RAIL MOUNTED TERMINAL BLOCKS EQUAL
TO "PHOENIX” CONTACT UK16 SERIES. DO NOT
SPLICE CONDUCTORS. ALL CONDUCTORS TO BE
TERMINATED ON TERMINAL BLOCKS.

53mm RIGID PVC CONDUITJ

6mm TH. X 50 X 50 ALUMINUM

6mm THICK ALUMINUM PIPE GUARD

ANCHORED TO DECK & PEDESTAL BACK
PLATE USING STAINLESS STEEL SCREWS.

SHAPE GUARD TO FIT APPLICATION.

NOTE:

13mm ¢ ALUMINUM RING 78 mm DIAMETER.
WELD TO HOLLOW ALUMINUM FRAME. FOUR
TYPICAL AS INDICATED.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

I*I Public Works and Travaux Publics et
Government Services Services gouvernementaux

Canada Canada

DANGER WHEN OPERATING 120V. 20 AMP EQUIPMENT.
APPROVED RECEPTACLES, CORDS, PLUGS AND 15 AMP
OVERCURRENT DEVICES MUST BE USED.

LAMICOID LABEL (MECHANICALLY ATTACHED).
FOR EACH RECEPTACLE STATE VOLTAGE,
AMPERAGE, AND CIRCUIT DESIGNATIONS. SEE
EXAMPLE BELOW

15A, 120V GFI RECEPTACLE MARINE GRADE
WHITE IN COLOR C/W FIBERGLASS TYPE FD BOX
C/W WEATHERPROOF COVER

50A, 120/240V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD

BOX C/W WEATHERPROOF COVER C/W MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

EXAMPLE:

REC #31. 50A 120/240V.
PANEL B CCTS 2,4

1. REINFORCING OMITTED FOR CLARITY.

2. MOUNT RECEPTACLES IN PVC FD TYPE
OUTLET BOX, COVER, GASKET &

ELEVATION

MOUNTING LUGS. HUBS, WEATHER

PROOF FITTINGS, CAST "CROUSE HINDS”
OR EQUAL, C/W 20mm

PEDESTAL BY ELECTRICAL

SUBMIT SHOP DRAWINGS
PRIOR TO MANUFACTURE.

PEDESTAL #8 DETAIL / N
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3.  PROVIDE ALUMINUM ANGLE MOUNTING
BRACKETS WELDED TO THE BACK
TRADE. PLATE, FOR ALL RECEPTACLES.
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MECHANICALLY ATTACHED LAMACOID

NAMEPLATE INDICATING PEDESTAL NUMBER
PEDESTAL BACK. 6mm THICK ALUMINUM
PLATE SHAPED TO MATCH PIPE FRAME.
127 0.D. x 7.95 HOLLOW ALUMINUM
STRUCTURAL FRAME.
\ 1450

UTILIZE RIGID PVC CONDUIT C/W
MARINE GRADE FITTINGS. SECURE
TO PEDESTAL USING 2 HOLE

STRAPS & S.S. SCREWS. TYPICAL.

617 100-300

13mm @ ALUMINUM RING 78 mm DIAMETER.
WELD TO HOLLOW ALUMINUM FRAME. FOUR
TYPICAL AS INDICATED.

LAMACOID NAMEPLATE (MECHANICALLY ATTACHED)
TO READ AS FOLLOWS:

DANGER WHEN OPERATING 120V. 20 AMP EQUIPMENT.

OVERCURRENT DEVICES MUST BE USED.

APPROVED RECEPTACLES, CORDS, PLUGS AND 15 AMP

LAMICOID LABEL (MECHANICALLY ATTACHED).
FOR EACH RECEPTACLE STATE VOLTAGE,
AMPERAGE, AND CIRCUIT DESIGNATIONS. SEE
EXAMPLE BELOW.

30A, 120V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW X

50A, 120/240V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD

BOX C/W WEATHERPROOF COVER C/W MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

FIBERGLASS TYPE FD BOX C/W o
WEATHERPROOF COVER C/W ~
MATCHING YELLOW PLUG & YELLOW
RUBBER BOOT.
9mm TH. BASE PLATE (BOTH SIDES) / 7,/ \

% I “/44 /4\5\\/[/ — " 2 q‘A / —4

/ S 53mm RIGID PVC CONDUITJ

PLACE A MINIMUM OF 12mm - C/W FACTORY BENDS.
GROUT BETWEEN THE WHARF &
EACH SUPPORT (TYPICAL) 2W(£T_ETH' X 50 X 50 ALUMINUM
19mm® x 150mm LONG CHEMICAL RESIN 6mm THICK ALUMINUM PIPE GUARD

ANCHORED TO DECK & PEDESTAL BACK
PLATE USING STAINLESS STEEL SCREWS.
SHAPE GUARD TO FIT APPLICATION.

CARTRIDGE STAINLESS STEEL ANCHOR BOLTS.
FOUR (4) BOLTS PER FOOT PLATE.

300 x 300 x 150mm PVC JUNCTION BOX RATED

NEMA 4X C/W WEATHERPROOF COVERPLATE,
NEOPRENE GASKET, MOUNTING STRAPS &

WEATHERPROOF FITTINGS. “"SCEPTER” OR APPROVED NOTE:
EQUAL. RUN A DEDICATED NEUTRAL CONDUCTOR

FOR EACH CIRCUIT. SIZE BOND WIRES TO SECTION 1

10 OF C.E.C. C22.1-06. ALL CABLE CONNECTORS ’
TO BE MARINE GRADE C/W "0" RINGS. BOX TO BE 2.

C/W DIN RAIL MOUNTED TERMINAL BLOCKS EQUAL
TO "PHOENIX" CONTACT UK16 SERIES. DO NOT
SPLICE CONDUCTORS. ALL CONDUCTORS TO BE
TERMINATED ON TERMINAL BLOCKS.

ELEVATION

PEDESTAL BY ELECTRICAL

SUBMIT SHOP DRAWINGS
PRIOR TO MANUFACTURE.

PEDESTAL #9 DETAIL /P )
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30A, 120/240V MARINE GRADE TWISTLOCK
RECEPTACLE C/W YELLOW FIBERGLASS TYPE FD
BOX C/W WEATHERPROOF COVER C/W MATCHING
YELLOW PLUG & YELLOW RUBBER BOOT.

EXAMPLE:

REC #35. 50A 120/240V.
PANEL B CCTS 12,14

REINFORCING OMITTED FOR CLARITY.

MOUNT RECEPTACLES IN PVC FD TYPE
OUTLET BOX, COVER, GASKET &
MOUNTING LUGS. HUBS, WEATHER
PROOF FITTINGS, CAST "CROUSE HINDS”
OR EQUAL, C/W 20mm

3.  PROVIDE ALUMINUM ANGLE MOUNTING
BRACKETS WELDED TO THE BACK
TRADE. PLATE, FOR ALL RECEPTACLES.

PLATE.

484
o
™~ Lr_ _.|<ﬁ
—fi<& s B 1 9
d—
00
= * JUNCTION
| N Tvp. BOX R N
‘ 6
(@]
TS 1302+
|
6 n 25
6V 25

TYPICAL PEDESTAL SECTION A

N.T.S

6mm THICK SS316 ALUMINUM
PLATE SHAPED TO MATCH PIPE.

6mm THICK x 50 x 50
ALUMINUM ANGLE.

9mm THICK SS316 ALUMINUM
2\
e

L 23mm® HOLES.
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