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Date:
Project No:

SAMPLE

"N" Value per 300 mm

20 40 60 80

Standard Penetration

Test

BH1 (2005)

No sample

Sank under own weight

Sank 0.3 m into soft sediment

Harbour Bottom (4.34 m)

-6.46

-5.85

-5.24

2SS

RC

-4.63

-4.34

SS 1

40

4422

58

0

USCS: GC-GM (Silty, clayey gravel with sand)

SPT: 1 / 4 / 18 / 27

CFEM: Silty Sandy Gravel, trace Clay

Red mudstone
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"N" Value per 300 mm
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-14.1
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8383
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-10.5

-9.76

-9.15

SS 5

SS 4

50 15

17 49

-8.34

SS 3 0 100

End of Borehole

Red mudstone

Sank under own weight

USCS: ML (Sandy silt)

CFEM: Silt and Sand, trace Clay, trace Gravel

SPT: 1 / 6 / 11 / 17

USCS: CL-ML (Sandy silty clay with gravel)

CFEM: Silt and Sand, some Clay, some

Gravel

SPT: 22 / 40 / 50 for 0.10 m (Refusal)

USCS: SW-SM (Well graded sand with silt

and gravel)

CFEM: Sand and Gravel, trace Silt and/or 

Clay

BH3 (2013)

3032

Marine Geotechnical Investigations

Public Works Government Services Canada
Long Cove, NL

Kevin Gale April 12, 2013

Top of Wharf Guard

Harbour Bottom

(4.45 m below top of wharf guard

/ -1.93 m LNT)

SPT: 5 / 51 for 0.03 m (Refusal)

Bedrock: Red Mudstone

End of Borehole
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April 11 - 12, 2013

Ground Surface

Fill

SPT: 6 / 17 / 8 / 5

Unconsolidated gravel / Fill

SPT: 6 / 51 for 0.03 m (Refusal)

Unconsolidated gravel / Fill

Bedrock: Red Mudstone
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"N" Value per 300 mm

Marine Geotechnical Investigations

Public Works Government Services Canada
Long Cove, NL

Kevin Gale

Project:

Client:
Location:

Drilling Supervisor:

BH5 (2013)

3032

March 1 - 2, 2013

Ground Surface

Fill

SPT: 7 / 9 / 6 / 6

Unconsolidated gravel / Fill

Bedrock: Red Mudstone

End of Borehole
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(4.61 m below top of wharf guard
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