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NOTES:

1. PROVIDE AND INSTALL WIRING AND CONDUIT FOR
AHU-1, AHU-2, AMU-2 AND CuU-1.

2. PROVIDE ALL NEW ROOF PENETRATIONS FOR
CONDUITS, SEALED AIR AND WATER TIGHT. ALL
ROOF PENETRATIONS FOR NEW CONDUITS SHALL
BE LOCATED ON THE SAME SIDE OF AHU-1,
AHU-2, AMU-1 AND CU-1 AS THE CONTROL
PANELS. COORDINATE WITH MECHANICAL
CONTRACTOR.

3. ALL EXISTING ROOF PENETRATIONS SHALL BE
COVERED, SEALED AIR AND WATER TIGHT.

4. PROVIDE AND INSTALL A 60A 3 PHASE
WEATHERPROOF DISCONNECT SWITCH FOR CU-1.

5. PROVIDE AND INSTALL A 30A 3 PHASE
WEATHERPROOF DISCONNECT SWITCH FOR AMU-1,
AHU-1 AND AHU-2.

6. PROVIDE AND INSTALL DUPLEX RECEPTACLE IN A
WEATHERPROOF BOX AND COVERPLATE.

7. PROVIDE AND INSTALL RUBBER MEMBRANE PATCH
SEAL TO EXISTING RUBBER MEMBRANE USING
LIQUID ADHESIVE.

8. PROVIDE AND INSTALL ALL 2x4, 2x8 AND 2x2
LUMBER. CUT 2X2 ON 45" ANGLE.

9. ALL CONDUITS IN ATTIC SPACE SHALL BE RUN IN
A NEATLY MANNER NOT TO IMPEDE ON EXISTING
KNEE/CAT WALK OR EQUIPMENT AND TO
PENETRATE THROUGH ROOF AT UNIT ONLY.
SURFACE CONDUITS ON ROOF MOUNTED SLEEPERS
TO UNITS ARE NOT ACCEPTABLE.

10. ALL EXISTING CABLES, WIRES AND CONDUITS
FROM EXISTING EQUIPMENT SHALL BE REMOVED.
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