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A300 EXISTING PAINTED HORIZONTAL FIR SIDING.
NOTE: SMALL WOOD BOXES TO REMOVE EXISTING FINISH, PATCH WOOD AND
BE REPAIRED AND REPAINTED. SAND WHERE REQUIRED AND RE-PAINT.
WHERE EXISTING SUBSTRATE IS NOT
ACCEPTABLE FOR REPAINTING, INSTALL NEW
DOUGLAS FIR SIDING, NO.2 OR BETTER OF
MATCHING PROFILE AND PAINTED.

A301 EXISTING PAINTED VERTICAL FIR SIDING.
REMOVE EXISTING FINISH, PATCH WOOD AND
SAND WHERE REQUIRED AND RE-PAINT.
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A305 EXISTING PAINTED WOOD FRAME WINDOWS.

P H OTOG RAP H O F N O RTH WEST SASH - TEMPORARILY REMOVE FROM FRAME,

REMOVE EXISTING PAINT AND PUTTY, PATCH

CORNER OF BOILER HOUSE WOOD AND SAND WHERE REQUIRED,
RE-PUTTY AND REPAINT. FRAME - REMOVE
U N.T.S. EXISTING FINISH, PATCH WOOD AND SAND
WHERE REQUIRED AND RE-PAINT.
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A306 EXISTING PAINTED WOOD FRAME DOOR.
REMOVE EXISTING FINISH, PATCH WOOD AND
SAND WHERE REQUIRED AND RE-PAINT.

A309 EXISTING PAINTED WOOD FASCIA. REMOVE
EXISTING FINISH, PATCH WOOD AND SAND
NgTE: éll.(L TS(I)GBNEAGE WlTé—g N SCOPE WHERE REQUIRED AND RE-PAINT.
OF WO REMOVED,
m NORTH STORED AND REINSTALLED BY A316 EXISTING PAINTED WOOD CORNER TRIM.
CONTRACTOR AFTER PAINTING. REMOVE EXISTING FINISH, PATCH WOOD AND
W 1:200 SAND WHERE REQUIRED AND REPAINT.
A318 EXISTING GALVANIZED STEEL RAIN WATER
LEADER. TEMPORARILY REMOVE, RE-PAINT
AND RE-INSTALL.
D) . A323 EXISTING PAINTED TRIM BOARD. REMOVE
T (A339 ) (A339 ) EXISTING FINISH, PATCH WOOD AND SAND
- i T | PHOTOGRAPH OF EAST ELEVATION SR
| A324 EXISTING METAL GUTTER: TEMPORARILY
IS & & & & & OF OLD DRUM STOR. REMOVE, RE-PAINT AND RE-INSTALL.
| | | |
N u N.T.S. A339 EXISTING PAINTED WOOD FASCIA. REMOVE
| =5 = EXISTING FASCIA, INSTALL NEW FASCIA PAINT.
f = A340 EXISTING PAINTED WOOD LOUVRES.
TEMPORARILY REMOVE FROM FRAME,
REMOVE FINISH, PATCH WOOD AND SAND
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S H O P D RAWI NG S = Prepare and submit to Boldwing Continuum Architects Inc. one electronic copy of all required shop drawings with supporting documents and two samples of materials where specified WITHOUT EXCEPTION. Shop drawings not reviewed and stamped by Contractor, verifying field measurements and compliance with contract documents will be REJECTED. Shop drawings to show construction details of all architectural elements; general arrangements,

R.060702.001  BE2.0

thicknesses, finishes, location of all services, typical and special installation conditions, material being supplied, and all connections, attachments, anchorages and locations of exposed fastenings as applicable. Shop drawings to incorporate applicable key plan, plans, elevations, sections, and details for all work submitted. No materials to be ordered and no work to be fabricated shall be undertaken until shop drawings and other related submittals been reviewed
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