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(™ _EXISTING/DEMOLITION STRUCTURAL WORK — SECTION DETAIL SCALE 1 : 100

\$2/ TRAVAUX DE STRUCTURE EXISTANT/DEMOLITION — DETAIL COUPE ecreue 1 100

TYP. 8 LOCATIONS/
TYP. 8 EMPLACEMENTS

NOTE.:
REFER TO ARCHITECTURAL PLAN FOR NEW TRAFFIC

BARRIERS SUPPLIED BY THE DEPARTMENTAL
<_<4> REPRESENTATIVE (INSTALLED BY THE CONTRACTOR) '
NOTE:

CE REFERER AUX PLANS ARCHITECTURAUX POUR

LES MURETS DE SECURITE FOURNIS PAR LE
REPRESENTANT DEPARTEMENTAL (ET INSTALLER PAS
= L'ENTREPRENEUR)

TYP. 8 LOCATIONS/
TYP. 8 EMPLACEMENTS
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(2 NEW STRUCTURAL WORK — SECTION DETAIL SCALE 1 : 100
\s2/ NOUVEAU TRAVAUX DE STRUCTURE — DETAIL COUPE ecreue i : 100
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DRAWING NOTES NOTES DU DESSIN

<> EXISTING ROOF STRUCTURE TO REMAIN. @ NEW 178x178x9.5 HSS SLEEVE. <> STRUCTURE DE TOIT EXISTANTE A DEMEURER.

COLONNE EXISTANTE HSS 127x127x6.4 A ETRE ENLEVE ET MIS AU REBUT UNE FOIS

EXISTING 127x127x6.4 HSS COL. TO BE REMOVED & DISCARDED ONCE NEW 12mm¢ THROUGH BOLT.
QUE LA STRUCTURE DU TOIT EXISTANTE EST SUPPORTE.

EXISTING ROOF STRUCTURE IS SUPPORTED.

@ NEW BASEPLATE, SEE PLAN & SCHEDULE FOR SIZE, LOCATIONS & QT. MANCHON HSS 158x158x8 EXISTANT A DEMEURER.

EXISTING 152x152x8 HSS BRACKET/SLEEVE TO REMAIN.
EXISTING HSS 127x127x 6.4 TO BE CUT & REMOVED AT LOCATION NEW S0mm. NON-SHRINK GROUT BELOW BASEPLATE.
SHWON ON DETAIL 1/S2. 3

EXISTING 127x127x6.4 HSS COL. & ALL ASSOCIATED
BRACKETS/BASEPLATE TO REMAIN.

HSS 127x127x6.4 EXISTANT A ETRE COUPER ET ENLEVE A L’ENDROIT INDIQUE SUR
LE DETAILL 1/S2.

NEW PIER, SEE PLAN & SCHEDULE ON DRAWING 'S1’ FOR SIZE,
LOCATIONS & QT.

75mmg CORE HOLE.

’ (1) 25M ROCK ANCHOR (RA1), SEE PLAN FOR LOCATIONS & QT.

COLONNE EXISTANTE HSS 127x127x6.4 ET TOUS ELEMENTS ASSOCIES A DEMEURER.

LINE OF CUT OF EXISTING HSS 127x127x6.4 COL. LIGNE DE COUPE DE LA COLONNE EXISTANTE HSS 127x127x6.4

EXISTING CONCRETE JERSEY BARRIER TO REMAIN. MURET DE SECURITE EXISTANT A DEMEURER.

@ GROUT SOLID USING: MIN. 50MPa GROUT TO DEPTH SHOWN WRAP
REMAINING OF 25M BAR (RA1) WITH GREASED PAPER OR HEAVY—-GAUGE
POLY.

EXISTING REBAR TO BE REMOVED & DISCARDED. @ TEMPORARY SHORE EXISTING ROOF STRUCTURE TO INSTALL NEW
FOUNDATIONS. SHORING TO ALIGN WITH EXISTING CONCRETE JERSEY
BARRIERS TO MINIMIZE DISRUPTION TO ADJACENT LANES. ROOF DESIGN

DL= 11.2kN/COLUMN.

EXISTING CONCRETE JERSEY BARRIER TO BE REMOVED & DISCARDED. MURET DE SECURITE EN BETON A ETRE ENLEVE ET MIS AU REBUT.
ACIER D'ARMATURE EXISTANTE A ETRE ENLEVE ET MIS AU REBUT.

MANCHON HSS152x152x8 EXISTANT AINSI QUE LES PLAQUES ASSOCIES A
ETRE ENLEVE ET MIS AU REBUT.

EXISTING 152x152x8 HSS BRACKET & ASSOCIATED BASEPLATE & JERSEY
COVER PLATE TO BE REMOVED & DISCARDED.

@ COORDINATE SCHEDULE OF REMOVALS & NEW INSTALLATIONS WITH

PWGSC PROJECT MANAGER. NOUVELLE COLONNE HSS, VOIR LE PLAN ET LE TABLEAU POUR

L'EMPLACEMENT ET LA DESIGNATION.
DESSUS DE L'ASPHALTE EXISTANTE A DEMEURER.

NEW HSS COL. SEE PLAN & SCHEDULE FOR SIZE, LOCATIONS & QT.

WELD NEW SLEEVE TO EXISTING & NEW COLUMNS ONCE INSTALLATION
IS COMPLETE.

TOP OF EXISTING ASPHALT TO REMAIN.

ROC EXISTANT (LA PROFONDEUR VARIE APPROX. 500 A 3500mm)

PO VOO O H&L O
PO VOO O &L

EXISTING BEDROCK (DEPTH VARIES FROM APPROX. 500mm TO 3500mm).

@ NOUVEAU MANCHON HSS 178x178x9.5.

NOUVEAU BOULON TRAVERS DE 12mm@.

NOUVELLE PLAQUE D’ASSISE, VOIR LE PLAN ET LE TABLEAU POUR
L'EMPLACEMENT, LA DESIGNATION ET LA QUANTITE.

COULIS SANS RETRAIT DE 50mm D’EPAISSEUR SOUS LA PLAQUE D'ASSISH

NOUVEAU PILLIER, VOIR LE PLAN ET LE TABLEAU POUR L'EMPLACEMENT,
LA DESIGNATION ET LA QUANTITE.

TROU FORER DE 75mm@

ANCRAGE AU ROC DE 1-25M (RAT), VOIR LE PLAN POUR
L'EMPLACEMENT ET LA QUANTITE.

& O O @

REMPLIR A L'AIDE DE COULIS: MORTIER 50MPa. JUSQU'A PROFONDEUR
INDIQUE. LA BALANCE DE LA TIJE 25M DEVRA ETRE ENVELOPPER DE
PAIER CIRE OU POLYETHYLENE EPAIS.

ETAYER LA TOITURE EXISTANTE AFIN D’INSTALLER LES NOUVELLES
FONDATIONS. L'ETAYAGE DOIT S'ENLIGNERE AVEC MURETS DE SECURITE
AFIN D'EVITER D'EMPIETER SUR LES VOIES ADJACENTES.

CONCEPTION DE TOIT, CH. MORTE = 11.2kN/COLONNE

COORDONNER LA DEMOLITION ET LES NOUVEAUX TRAVAUX AVEC LE
CHARGER DE PROJETS DE TPSGC.

@ SOUDER UN NOUVEAU MANCHON AU COLONNES EXISTANTES ET
NOUVELLES COLONNES UNE FOIS INSTALLEES.

DEPTH TO BEDROCK VARIES FROM 500mm TO 3500mm
LA PROFONDEUR DU ROC VARIE DE 500 A 3500mm
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Travaux publics et
Services gouvernementaux
Canada

* Public Works and
Government Services

Canada

Project Delivery & Professional/Technical Services
Architecture & Interior Design
Real Property Operations Solutions

Exécution de Projets et Services Professionnels/ Techniques
Architecture et Design d'intérieur
Solutions des Opérations Immobiliere

= GENIVAR

2611 QUEENSVIEW DRIVE SUITE 300
OTTAWA (ONTARIO) CANADA K2B 8K2
TELEPHONE: 613-829-2800 FAX: 613—-829-8299
WWW.GENIVAR.COM
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