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 1 : 20A600
STAIR AND ENCLOSURE SECTION1

 1 : 5A600
STAIR ENCLOSURE AT CANOPY SECTION DETAIL2

 1 : 5A600
STAIR CANOPY SECTION DETAIL3

 1 : 5A600
STAIR ENCLOSURE AT GRADE SECTION DTL4

 1 : 5A600
STAIR ENCLOSURE AT BUILDING SECTION DETAIL5

1.  MC 250 x 12.5 GALVANIZED STEEL STRINGER
CHANNEL.

2.  GALVANIZED STEEL GRATING WELDED TO
STRINGERS: 32mm x 6mm BARS @ 25mm O.C. 32mm x
6mm BARS @ 100mm O.C.

3.  GALVANIZED STEEL GRATING PLATFORM: 32mm x
6mm BARS @ 25mm O.C. 32mm x 6mm BARS @ 100mm
O.C.

4.  C150 x 12 GALVANIZED STEEL CHANNEL AT
PERIMETER OF LANDING.

5.  HSS 102mm x 102mm x 6.4mm GALVANIZED POST
AT 4 CORNERS.

6.  38mm DIA x 4.8mm CONTINUOUS HANDRAIL
GALVANIZED C/W WALL RETURN AT END AND CAP.
FASTEN TO SOLID WOOD BLOCKING.

7.  210mm x 210mm x 6.4mm GALVANIZED STEEL
PLATE AT ALL POSTS W/ 4-12mm DIA ADHESIVE
ANCHORS FASTENED TO CONCRETE SLAB.

8.  1070mm HIGH GALVANIZED GUARDRAIL W/ 38mm
DIA GALVANIZED TOP AND BOTTOM RAILS AND 12mm
DIA GALVANIZED VERTICAL PICKETS @ 100mm O.C.
38mm DIA GALVANIZED HANDRAIL 915mm AFF.

9. CONTINUOUS BREAKFORMED PREFINISHED METAL
DRIP W/ CONCEALED FASTENERS.

10.  GALVANIZED STEEL PLATE AT BOTTOM OF
STAIR STRINGER W/ 4-12mm DIA ADHESIVE ANCHORS
FASTENED TO CONCRETE SLAB.

11. PREFINISHED METAL FLASHING 150mm LAP
MAINTAINING POSITIVE DRAINAGE.

12. SEALANT.

13. STAIR ROOF AND CANOPY MECHANICALLY
FASTENED (THROUGH BOLTED) @ 610mm O.C.

14. BREAKFORMED PREFINISHED METAL CORNICE
TRIM CAP W/ CONCEALED FASTENERS. PROFILE AS
PER DETAIL.

15. VERTICAL ISOLATION JOINT.

 1 : 10A600
CONCRETE DRAINAGE SECTION6

 1 : 20A600
CONCRETE DRAINAGE PLAN7

1. MC 250 x 12.5 PROFILÉ EN ACIER GALVANISÉ
SUR LIMON.

2.  GRILLE EN ACIER GALVANISÉ SOUDÉ AUX
LIMONS: 32mm x 6mm BARRES CENTRÉS À 25mm.
32mm x 6mm BARRES

3. PLATEFORME GRILLAGÉE EN ACIER
GALVANISÉ: 32mm x 6mm BARRES CENTRÉS À
25mm. 32mm x 6mm BARRES

4.  C150 x 12 PROFILÉ EN ACIER GALVANISÉ AU
PÉRIMÈTRE DU PALIER.

5.  102mm x 102mm x 6.4mm POTEAUX EN ACIER
RAPIDE GALVANISÉ AU 4 COINS.

6. 38mm DE DIA x 4.8mm MAIN COURANTE
CONTINUE GALVANISÉE AVEC UN RETOUR AU
MUR ET UN COUVERCLE.FIXER À LA SEMELLE EN
BOIS MASSIF.

7. 210mm x 210mm x 6.4mm PLAQUE EN ACIER
GALVANISÉ PAR-DESSUS TOUS LES POTEAUX
AVEC DES ANCRAGES ADHÉSIFS D'UN DIA DE 4-
12mm FIXÉS À LA DALLE DE BÉTON.

8.  1070mm DE HAUTEUR, GARDE-FOU GALVANISÉ
AVEC DES RAMPES GALVANISÉS AU-DESSUS ET
EN-BAS DE 38mm DE DIA ET DES PIEUX
VERTICAUX GALVANISÉS DE 12mm DE DIA
CENTRÉS À 100mm. MAIN COURANTE GALVANISÉE
D'UN DIA DE 38mm À 915mm AU-DESSUS DU
PLANCHER FINI.

9. LARMIER EN MÉTAL PRÉFINI CONTINU AVEC
LES ATTACHES DISSIMULÉS.

10. PLAQUE EN ACIER GALVANISÉ AU BAS DES
LIMONS D'ESCALIER AVEC DES ANCRAGES
ADHÉSIFS D'UN DIAMÈTRE DE 4-12mm FIXÉS À LA
DALLE DE BÉTON.

11. SOLIN EN MÉTAL PRÉFINI DE 150mm.
CHEVAUCHER AFIN DE MAINTENIR UN DRAINAGE
ADÉQUAT.

12. SCELLANT

13. ESCALIER DU TOIT ET AUVENT FIXÉS
MÉCANIQUEMENT (À TRAVERS LES GOUJONS) ET
CENTRÉS À 610mm.

14. RECOUVREMENT DU BORD DE LA CORNICHE
EN MÉTAL PRÉFINI AVEC DES ATTACHES
DISSIMULÉS. PROFILER CONFORMÉMENT AU
DÉTAIL.

15. JOINT DE RUPTURE VERTICAL.

A. SITE VERIFY ALL DIMENSIONS PRIOR TO
CONSTRUCTING.
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PLAN DU DRAINAGE EN BÉTON/

COUPE DU DRAINAGE EN BÉTON/
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