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COUNTER SUNK ON BOTH
SIDES.

PRESSURE TREATED BLOCK
BEWEEN POST AND WHEEL

GUARD. _

TECK CABLE _

19mme@ MACHINE BOLTS —— |

COUNTER SUNK ON OUTSIDE.
BOLTS TO BE EQUALLY
SPACED.

1500mm

PRESSURE TREATED 150mm x
150mm x 2400mm POST WITH
CHAMFER TOP BOLTED TO OUTSIDE
FENDERS
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RECEPTACLE DETAIL (TYPICAL)

21mm PVC CONDUIT c/w
2C #12 RW90 + 1 #12 TW

. ————  BonD.

150mm x 150mm PVC
JUNCTION BOX c/w DIN
RAIL MOUNTED TERMINAL
BLOCKS AND RUBBER
GASKET. SEE NOTE 6.
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LOCATION

PANEL_EXISTING

PANEL SCHEDULE

TYPE_ 120/208 VOLT CIRCUIT BREAKER TYPE

RATING__120/208 V, 3PH., 4W., 250 AMP

STANDARD OF ACCEPTANCE__SIEMENS_P1

MINIMUM INTERUPTING CAPACITY_:

R.M.S. SYMM AMPERES
NOTES_CONTRACTOR TO CONFIRM EXISTING CIRCUITS AND PROVIDE NEW TYPE WRITTEN DIRECTORY.

CIRCUIT DESCRIPTION v | SIRE | SRKR-[CRCU BRKR. | WIRE. Jeofs|  ciRcurm DESCRIPTION
o /1112115 LIGHTS AND RECEPTACLE
EXISTING (STEVE'S ON JIB_CRANE
BUILDING) 213]+] 15 | 10 | 900 |LiGHTS ON POLES L1,2,L3
20/|5]s| 15 | 10 | 500 |RECEPTACLE 1
EXISTING (SPARE)
2|7]8] 15 | 10 | 500 |RECEPTACLE 3
30 /| 9 |10 30
EXISTING (RECEPTACLE
STEVE'S WHARF) 2 |11]12 EXISTING JIB CRANE
15 /|13|14]/ 3
SPARE
2 |1slis] 15% | 10 | 500 [RECEPTACLE 2
SPARE (EXISTING) 20 |17]1e
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SMALL CRAFT HARBOURS

NOTES:

CONSTRUCTION OPERATIONS,
INCLUDING STORAGE OF MATERIALS,
FOR THIS CONTRACT NOT TO
INTERFERE WITH THE FISHING
ACTIVITY AND/OR THE OPERATIONS
AT THIS HARBOUR FACILITY.

DISCONNECT POWER TO ALL
EQUIPMENT BEFORE WORKING ON
ELECTRICAL EQUIPMENT.

CONTRACTOR TO VERIFY ALL
DIMENSIONS AND EXISTING
CONDITIONS ON SITE. ANY
DISCREPANCIES AND/OR
UNSATISFACTORY CONDITIONS SHALL
BE REPORTED TO THE
DEPARTMENTAL REPRESENTATIVE
BEFORE PROCEEDING WITH THE
WORK.

DO NOT SCALE FROM DRAWINGS.

ALL CONDUCTORS TO BE RW9O0
COPPER. ALL BOND WIRES TO BE

TW COPPER C/W GREEN JACKET.

JUNCTION BOX IS ONLY REQUIRED
FOR RECEPTACLE 1 TO ALLOW FOR
TWO TECK CABLES TO BE
TERMINATED AND BROUGHT ON TO
RECEPTACLE 3. BOTH RECEPTACLE
2 AND RECEPTACLE 3, THE 2C #10
TECK CABLE TO TERMINATE
DIRECTLY AT RECEPTACLE. ENSURE
ALL TECK CABLE GLANDS ARE
WEATHER PROOF.
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