N CONSTRUCTION LEGEND

—

INDICATES ALL EXISTING PERIMETER AND INTERIOR PARTITIONS TO REMAIN AS IS. PATCH ALL

BLEMISHES ON INTERIOR DRYWALL AND ALL COLUMN SURFACES AS REQUIRED DUE TO

O

MECH.

ELEC.

u

@ PARTITION TYPE 1

DEMOLITION AND PREP FOR NEW FINISHES. PATCH AND/OR REPAIR ALL DRYWALL AS REQUIRED
DUE TO REMOVAL OF ELECTRICAL, DATA AND SECURITY EQUIPMENT.

92mm (3%) STEEL STUDS AT 610mm C/C, 25 GAUGE

FILL WALL CAVITY WITH 89mm THICK SOUND ABSORPTIVE BATT

APPLY ONE LAYER 12.7mm (1/2”) GYPSUM BOARD ON BOTH SIDES

- PARTITION TO EXTEND TO UNDERSIDE OF TBAR CEILING — REFER TO DETAIL #2/A1
_ CAULK AROUND ALL WALL PENETRATIONS

LINES INDICATES APPROXIMATE LOCATION OF THE @ PARTITION TYPE 2
GENERAL OFFICE HARD HOARDING/DUST BARRIER REQUIRED TO oo 9omm  (387) STEEL STUDS AT 610mm C/C, 25 GAUGE
SEPARATE THE AREA OF CONSTRUCTION FROM THE FILL WALL CAVITY WITH 89mm THICK SOUND ABSORPTIVE BATT
OCCUPIED WORK STATIONS. HOARDING TO BE APPLY ONE LAYER 15.9mm (§") GYPSUM BOARD ON ONE SIDE
e CONSTRUCTED WITH STEEL STUDS WITH DRYWALL APPLY TWO LAYERS 15.9mm (§") GYPSUM BOARD ON OTHER SIDE
O rERSDE O ToAn e e, 10 e O PARTITION TO EXTEND TO UNDERSIDE OF SLAB ABOVE — REFER TO DETAIL #3/A1
PHONE COVERED WITH SOLID TAPE. PAINTING IS NOT & CAULK AROUND ALL WALL PENETRATIONS
ROOM REQUIRED. AS NOTED IN THE ACCOMPANYING B
SPECIFICATIONS, CONTRACTOR IS TO OBTAIN —¢  PARTITION TYPE 28
8 SEPARTUENTAL REPRESENTATIVE'S APPROVAL ON THE INDICATES EXISTING PARTITIONS THAT ARE TO BE SLAB TO SLAB PARTITIONS. WHERE REQUIRED,
EXTEND PARTITIONS TO SLAB ABOVE.
' = PROPOSED HARD HOARDING ASSEMBLY AND EXACT
LOCATION. INSTALL PRIOR TO COMMENCEMENT OF
| RE’\[’)'PHL(')T,\'&NL— lﬁggﬁ cTT?or\?gchFlc?r\f\TTFlec/iT:SToEOTs INDICATES EXISTING DOORS AND FRAMES TO REMAIN AS IS.
= l J RESPONSIBLE TO REMOVE HOARDING AT PROJECT
g — COMPLETION AND REPAIR ALL DAMAGE. INDICATES NEW DOOR AND FRAME — REFER TO DOOR NOTES BELOW.
] || []
; ' 71 PARTITION NOTES:
<Q 1. ALL STUDS TO BE 31mm X 92mm, 25 GAUGE, UNLESS NOTED OTHERWISE.
2. ON ALL PARTITIONS, ALL GYPSUM BOARD JOINTS TO BE FILLED, TAPED AND SANDED SMOOTH FOR THE
| ENTIRE HEIGHT AND WIDTH OF PARTITIONS AND PREP ALL SURFACES FOR FINISHES.
GENERAL OFFICE
377 ] 3. SEAL JUNCTION OF ALL METAL WALL STUDS AT FLOOR AND CEILING WITH ACOUSTIC CAULKING.
- ECH FILL IN 4. ALL SOUND ABSORBENT AND FIRE RATED MATERIALS TO BE ULC APPROVED.
CT)SEB'(')NO% DAUNED 5. ALL PARTITIONS TO BE LAID OUT BEFORE COMMENCING CONSTRUCTION. CONTACT DEPARTMENTAL
| SIDELIGHT REPRESENTATIVE IF THERE ARE ANY DISCREPANCIES IN THE DIMENSIONS.
— REMOVAL
o 3 6. UNLESS NOTED OTHERWISE, THE START OF ALL DOOR OPENINGS (RSO) ARE TO BE LOCATED 102mm
et 7 et L, R R R R R R R FROM CORNER OF THE ADJACENT PARTITION.
L - - - - - - - ]
C ] Al ® T~ DOOR NOTES:
WASHRM FOR ALL LOCATIONS WHERE END STUD IS DOORS DO1.1 AND DO1.2
e LEFT ATTACHED TO COLUMN AFTER EXISTING DOORS, AND FRAMES TO REMAIN AS |[S.
= PARTITION REMOVAL, ENCLOSE EXPOSED m DOOR DO1.1 HARDWARE TO REMAIN AS 1S
2962 i STUDS WITH DRYWALL. TAPE AND PREP DOOR DO1.2 SUPPLY AND INSTALL NEW ELECTRIC LATCH SET TO REPLACE EXISTING LATCH SET. NEW
FOR PAINT FINISH LATCH SET TO BE INTERCONNECTED WITH POWER DOOR OPERATOR AND CARD READERS. REVISE
® —(D BARRIER-FREE PUSH BUTTON OPERATOR SO IT IS INTERCONNECTED WITH NEW ELECTRIC LOCK TO
= PREVENT BURN OUT.
1
X — —_ © = DOOR D10.1
9 @) BUSINESS CENTRE 2 — SUPPLY AND INSTALL NEW DOOR, FRAME AND HARDWARE. DOOR TO HAVE VISION PANEL. REFER TO
ILL IN OPENING CORRIDAR = DETAIL #4/AT.
DUE TO DOOR 1 [304 — 914mm X 2134 X 44MM THK. SOLID WOOD CORE DOOR, WITH PRESSED STEEL WELDED METAL FRAME.
REMOVAL WASHRM = GENERAL OFFICE — VISION GLASS PANEL TO BE WIRED, GEORGIAN 6 MM THICK WITH CENTRALLY IMBEDDED STEEL WIRE
LEVEL 300 302 0 359 12.7 MM SQUARE MESH, ELECTRICALLY WELDED AT THE INTERSECTION POINTS AND GLASS STOPS
MAIN LOBBY O o ! (EXTERIOR ARE TO BE TAMPER—PROOF OR NON—REMOVABLE). SUCH GLAZING SHALL BE SECURELY HELD
Z IN POSITION AND BE NON—REMOVABLE FROM THE EXTERIOR SIDE (AREA 301)
300 | NEW PARTITION 1 x — PROVIDE THE FOLLOWING HARDWARE;
EXISTING WTH_1H COLLAB SPACE  © — NEW HEAVY DUTY BALL BEARING METAL HINGES WITH NON—REMOVAL PINS
) z — LEVER LOCKSET TO BE HEAVY DUTY COMMERCIAL GRADE 1 OPERATIONAL MORTISE LOCKSET
| B S DEADBOLT WITH A THROW OF 25mm MIN., HARDENED STEEL, CYLINDER ON OUTSIDE AND THUMB TURN ON
: = INSIDE. LATCH BOLT OPERATED BY LEVER ON EITHER SIDE, EXCEPT THAT OUTSIDE IS LOCKED WHEN THE
: o DEADBOLT IS PROJECTED. DEAD BOLT OPERATED BY KEY FROM OUTSIDE AND TURN PIECE INSIDE. WHEN
e, pr———tsl] o | < DEAD BOLT IS PROJECTED, INSIDE OPERATING DEVISE WILL RETRACT LATCH BOLT AND DEAD BOLT
< 16 @ SIMULTANEOUSLY. WHEN DEAD BOLT IS PROJECTED, LATCH BOLT IS DEADLOCKED.
Y R Co10.D STYLE OF LEVER TO BE SIMILAR TO EXISTING. LOCKSET TO FUNCTION WITH CARD READER/SWIPE SYSTEM,
< ' SUPPLIED BY OTHERS.
N IRANCE i L1019 5 @ @ — HEAVY DUTY DOOR CLOSER, ULC LISTED AND LABELED
R e — FLOOR MOUNTED DOOR STOP
\ — : - . . - — KEYING INFORMATION TO BE PROVIDED BY DEPARTMENTAL REPRESENTATIVE
—=—\ —_— %
\ =
[ | S—]—]
|
7 T ] IST b :
HOLLIS STREET ENTRANCE 7 “| QUIET ’RM L] MEETING
I —F I 307 ] /7_PER|METER
LINES INDICATES APPROXIMATE LOCATIM INTERVIEW INTERVIEW CAULKIRC
OF THE DUST BARRIERS REQUIRED TO UNDERSIDE OF UNDERSIDE OF
SEPARATE THE AREA OF CONSTRUCTION . . ‘ Al , SLAB ABOVE SLAB ABOVE
FROM EXISTING FUNCTIONING MEETING ] ] I i METAL
ROOMS. AS NOTED IN THE ACCOMPANYING | : = : ' : RUNNER
SPECIFICATIONS, CONTRACTOR IS TO OBTAIN
DEPARTMENTAL REPRESENTATIVE’'S APPROVAL
ON THE PROPOSED DUST BARRIER ASSEMBLY REPAIR ANY DRYWALL DAMAGE AND/OR PERIMETER PERIMETER PERIMETER PERIMETER
AND EXACT LOCATIONS.  INSTALL PRIOR HOLES IN PARTITIONS DUE TO REMOVAL CAULKING CAULKING CAULKING CAULKING
OF ELECTRICAL, DATA OR
TO COMMENCEMENT OF DEMOLITION. REFER
10 SPECIFICATIONS. CONTRACTOR 1S COMMUNICATIONS (REMOVAL BY OTHERS)
RESPONSIBLE TO REMOVE HOARDING AT ] ’ ’
PROJECT COMPLETION AND REPAIR ALL
DAMAGE. 94 DOOR TO HAVE 102mm METAL METAL
200 102
L g'E%ERé A,ZF%W;”EmGEES%HT J TRIM SUSPENDED TBAR J TRIM SUSPENDED TBAR
CEILING SYSTEM CEILING SYSTEM TO
VISION PANEL IN DOOR. METAL METAL SUN. CONTINUOUS
m CONSTRUCTION PLAN . #V(')R%Acﬁﬁggsgoé?faRM RUNNER RUNNER THROUGH PARTITION
W y "WIRED SAFETY GLASS”.
x AN
ONE LAYER 12.7mm GYPSUM BOARD ONE SIDE ONE LAYER 15.9mm GYPSUM BOARD ONE SIDE
o 92mm STEEL STUDS @ 610mm C/C, 25 GAUGE 92mm STEEL STUDS @ 610mm C/C, 25 GAUGE
S N 89mm THICK SOUND ABSORPTIVE BATT 89mm THICK SOUND ABSORPTIVE BATT
ONE LAYER 12.7mm GYPSUM BOARD OTHER SIDE TWO LAYERS 15.9mm GYPSUM BOARD OTHER SIDE
\ | L
d—
M
S
(e= Y
/ \ 16 GAUGE
— PRESSED STEEL
5 / WELDED METAL
S / FRAME SOLE PLATE SOLE PLATE
/ 100mm HIGH 100mm HIGH
BASE FINISHED FLOOR / BASE FINISHED FLOOR
\ 914mm X2134mm HEIGHT
. 1. SOLID WOOD CORE DOOR PERIMETER PERIMETER
SCALE : 1:100 CAULKING CAULKING

e ™ e T e T e T e T

Om im 2m

3m 4dm BS5m 6m Tm 8m 9Im

10m

4\ ELEVATION OF NEW DOOR D10.1 /2 PARTITION TYPE 1 DETAIL

3\ PARTITION TYPE 2 DETAIL
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