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THREE FIXTURE ANGULAR STEEL CROSSARM C/W MOUNTING
TENONS FOR THREE FLOODLIGHTS. MOUNT TO POLE PER

MANUFACTURERS RECOMMENDATIONS.

TWO FIXTURE ANGULAR STEEL CROSSARM C/W MOUNTING
TENONS FOR TWO FLOODLIGHTS. MOUNT TO POLE PER

MANUFACTURERS RECOMMENDATIONS.

NOTES: 1. A, B, OR C INDICATES PHASE FEEDING THE FLOODLIGHT.
2. PROVIDE BIRD SPIKES FOR FIXTURES AND CROSSARMS AS REQUIRED.

m DETAIL— FIXTURE MOUNTING
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DETAIL NOTES:
1. POLES TO BE PLUMBED USI
OF BASE PLATE FOR LEVELI

REINFORCED CONCRETE
PEDESTAL (REFER TO
STRUCTURAL FOR DETAILS)

NG ANCHOR BOLTS & NUTS AT TOP AND BOTTOM
NG ADJUSTMENT. DO NOT USE SHIMS.

2. SEE STRUCTURAL FOR DETAILS, REFER TO DETAIL 9, DRAWING 607.
3. INCREASE TO 1000mm IN VEHICULAR AREA.

m DETAIL—POLE GROUNDING
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DETAIL NOTES:

1. LEAVE SUFFICIENT LENGTH OF CONDUCTOR AT
POLE TO ALLOW CONDUCTORS TO EXTEND
300mm OUTSIDE OF POLE HAND HOLE.

2. WIRING IS TYPICAL FOR LINE A, LINE B AND
LINE C. LINE B AND LINE C CONNECTIONS
ARE NOT SHOWN FOR CLARITY.
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m DETAIL— TYPICAL POLE CONNECTION FOR 347V FIXTURE
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NOTES:

1. REFER TO SECTION 26 56 19 FROM
SPECIFICATOIN FOR POLE AND
LUMINAIRE DETAILS.
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