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1. REINFORCING OMITTED FOR CLARITY.

MOUNT RECEPTACLES IN ANGLED BACK BOXES MANUFACTURED TO SUIT APPLICATION. PROVIDE HUBS,

. 2.
NOTES: WEATHER PROOF FITTINGS, WEATHERPROOF COVER, GASKET AND MOUNTING LUGS.

1. PROVIDE ALUMINUM GUARD TO PROTECT EXPOSED CONDUIT TO JUNCTION BOX ON PEDESTAL. 3. SUBMIT SHOW DRAWINGS PRIOR TO MANUFACTURE.
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2. CONTRACTOR MUST VERIFY ALL DIMENSIONS AND

3. DEPARTMENTAL REPRESENTATIVE HAS FIRST RIGHT

NOTES:
1. DO NOT SCALE FROM DRAWINGS

CONDITIONS ON SITE BEFORE PROCEEDING WITH
ANY PORTION OF THIS WORK.

OF ALL REMOVED MATERIAL. IF REFUSED, THE
CONTRACTOR IS RESPONSIBLE FOR REMOVAL AND
DISPOSAL TO AN APPROVED WASTE DISPOSAL SITE.

N.T.S. N.T.S. N.T.S.
N.T.S.
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’ POWER PEDESTAL #1—#4 DETAIL
N.T.S.
ELECTRONIC METERING PANEL. A
SERVICE ENTRANCE RATED 350mm
SEE DETAIL THIS DRAWING. DISCONNECT SWITCH. SEE K /\E\\Q‘
PANEL A. SEE SCHEDULE FOR ELEVATION FOR DESCRIPTION. @ \@/ a |
PESCRIPTION. 78 RGS SERVICE MAST 2 (@)
mm .
UTILITY METERING SOCKET. SEE DETALL, THIS DWG, v
900x900x250mm UTILITY
METERING CABINET. ELECTRICAL PANEL A. SEE PVC JUNCTION BOX 100x100x100mm —\..|__
400A, 250V, 2P, SN SERVICE SCHEDULE FOR DESCRIPTION. 27850 NOT FASTENED TO POLE.
ENTRANCE RATED DISCONNECT n 2500 AREA LIGHTING FIXTURE C/W
SWITCH C/W 2—400A CLASS J 900x900x250mm UTILITY CONDUIT ADAPTER —/_' PHOTOCELL, LAMP AND MOUNTING
S, FUSES. METERING CABINET. A42 ARM & CLAMPS TO BE PICKED UP
E’F(%leE %/F:CESIOSHFJE&GS | | BY THIS CONTRACTOR AT DONOVANS
mm 1 BRANCH CIRCUIT METERING INDUSTRIAL PARK, 121 GLENCOE
FLOOR OF SHED AND JUNCTION I PANEL. SEE DETAIL THIS A4 DRIVE, MOUNT PEARL,
BOX. ENSURE AMPLE SLACK DRAWING. CCT #A47,49 NEWFOUNDLAND. CONTACT DFO
SmgTulgLoré O|§ _IFgFLEV;I,:Arll-_}IN JUNCTION BOX FOR : e EXPANSION FITTING REPRESENTATIVE DION UPWARD AT
1-709-772—-3244 PRIOR TO PICKUP.
EXPANSION TO FULL LIMIT. TERMINATION CONDUCTORS 1—#3 BARE COPPER GROUND CONTRACTOR TO MOUNT FIXTURES ON
ENSURE CONDUIT MOVEMENT IS FROM PEDESTALS. CONNECT CONDUCTOR FROM NEUTRAL POLE. EXACT FIXTURE LOCATION AND
NOT RESTRICTED AT SHED TO WIRING FROM PANEL. BLOCK OF DISCONNECT ORIENTATION ON POLE TO BE
FLOOR. PROVIDE AMPLE GAP. SWITCH TO ROD ELECTRODES COORDINATED ON SITE WITH
(). DEPARTMENTAL REPRESENTATIVE.
TYPICAL OF TWO PER POLE, MAKE
SﬁgEgIGTRCF;LIJS'\IIISGlNFT%OhéHED ROD ELECTRODES TO BE 21mm CONNECTION WITH FLEXIBLE CABLE.
AND INTO JUNCTION BOX DIA. X 7.0m COPPER CLAD RODS
THROUGH EXPANSION FITTING. DRIVEN TO BELOW GRADE AND
FEEDER SCHEDULE CONNECTED TO GROUND
T CONDUCTOR WITH THERMIT WELD 2 #8 RW90 + 1 #12
_ OR COMPRESSION CONNECTOR. TW GND. IN 21mm ABOVE
() 3-#500MCM RW90 COPPER CONDUCTORS IN 78mm RGS SERVICE MAST. TOTAL OF “HREE AT 3.0 ADART. W GND. IN 21mm A .
® 3-#500MCM RW9O COPPER CONDUCTORS & 1—#3 TW BOND IN 78mm RPVC CONDUIT. il 0 ISSUED FOR TENDER 16SEP2013
@ 41mm RPVC CONDUI. EXISTING TREATED WOOD POLES revisions date
ELECTRICAL SERVICE ELEVATION SHED ELECTRICAL PLAN project projet
N.T.S. N.T.S.
ui |
MARGINAL WHARF
100mm X 100mm X 100mm DP CONSTRUC—HON
PVC JUNCTION BOX. MOUNT 8
L Tl BoC MO ] FERMEUSE, NL
drawing dessin
PANEL WITH METERED — 120,/240V,1PH,3W,400A
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HOLE IN BOTTOM. TYP. date JULY 2012
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QUADLOGIC OR APPROVED EQUAL C/W EXPANSION AS dat.
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