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DETAIL — SUPPLY TO DIFFUSER

( SCALE : N.T.S.

25mm X 22 GAUGE BAND

FLEXIBLE
DUCT, SEE
PLANS FOR

SIZE

MINIMUM RADIUS EQUAL '\
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TO ONE DUCT DIAMETER

EYE SCREW

#12 WIRE

RIGID DUCT ELBOW

CEILING DIFFUSER SEE
PLANS & SCHEDULE

CONNECT FLEXIBLE DUCT
TO COLLAR WITH 22
GAUGE CLAMP & FOUR
SHEET METAL SCREWS &
SEAL WITH DUCT TAPE

,— CEILING

NOTE: FLEX DUCT SHALL NOT BE USED
ON BRANCH DUCTING TO DIFFUSERS
IN ROOMS WITHOUT CEILINGS.

|

S/A

9 DETAIL — TYPICAL DIFFUSER

( SCALE : N.T.S.

PROVIDE ACCESS
DOOR TO FACILITATE

SERVICE
FUSIBLE

INTERLOCKING
BLADES

ACCESS TO
LINK.

FUSIBLE LINK

DUCT JOINT

FIRE RATED WALL

COLLAR TO BE
16 GA. (MIN.)

FIRE DAMPER SIZE TO

SUIT DUCT WORK

DUCT

38x 38x 6

ANGLE (MIN.) FASTEN
TO COLLAR

NOTE: ALL PIPE PENETRATIONS THRU A FIRE RATED BARRIER SHALL CONFORM
TO A ULC LISTED ASSEMBLY. ALL DUCT PENETRATIONS THRU A FIRE RATED

BARRIER SHALL HAVE A FIRE DAMPER INSTALLED IN ACCORDANCE WITH THE ULC
LISTING.
REFER TO ARCHITECTURAL DRAWINGS FOR LOCATIONS OF FIRE BARRIERS.

\wy DETAIL — FIRE DAMPER INSTALLATION (TYP.)

( SCALE : N.T.S.

INSTALLATION IN FIRE RATED FLOOR

SIMILAR

CRAC-1 CRAC-1 CRAC-1

NOTES:
PROVIDE FIELD WIRING AND CONTROLS ACCESSORIES AS REQUIRED.

UNITS TO WORK IN A LEAD/LAG OPERATION TO SATISFY ROOM

TEMPERATURE/HUMIDITY SET POINT.

LEAD OPERATION TO SWITCH DAILY TO GIVE EVEN WEAR BETWEEN UNITS.
SEE SPECIFICATIONS FOR COMPLETE SEQUENCES.

COORDINATION WITH OWNER FOR SCHEDULES, ALARMS, ETC.

/4 DETAIL — CRAC—1, 2 & 3 CONTROLS

( SCALE : N.T.S.

—
.

.

apu N

AC—2 THROUGH AC—OU—2
AC-8. —
AC CENTRAL
ZONE CONTROLLER
CONTROLLER
NOTES: ,

1. PROVIDE FIELD WIRING AS REQUIRED.

2. SYSTEM TO BE OPERATED IN COOLING MODE ONLY.

3. ZONE CONTROLLER TO PROVIDE OCCUPANT TEMPERATURE CONTROL
WITH IN LIMITS SET BY CENTRAL CONTROLLER.

4. CENTRAL CONTROLLER TO LIMIT ALLOWABLE TEMPERATURE SET POINTS

AND TO PROVIDE SCHEDULING CAPABILITIES AS REQUESTED BY OWNER.

\@J DETAIL — AC—OU-2 CONTROLS

( SCALE : N.T.S.

PLATE SENSOR WALL ZONE
IN ROOM CONTROLLER
OUTSIDE OF ROOM
NOTES:

1. PROVIDE FIELD WIRING AS REQUIRED.
2. SYSTEM TO BE OPERATED IN COOLING MODE ONLY
TO SATISFY SPACE TEMPERATURE SET POINT.

6\ DETAL —

AC—0U—1 CONTROLS

( SCALE : N.T.S.
SCHNEIDER VM SERIES.
MODEL AP13A00
| MODULATING
RADIANT HEATER THERMOSTAT TAC
ERIE TA—-168-9
\'y DETAIL — RADIANT HEATER CONTROLS
( SCALE : N.T.S.

RANGE HOOD SCHEDULE
BACK ELECTRICAL
cz_,uq LOCATION | TYPE >_mw_m%v<< WIDTH | SONES | DRAFT owﬂwmxw_. MOTOR REMARKS
: DAMPER SERVICE
RA-1 | KITCHEN | UNDER 210 301N 71 Y Y 120/1/60 COLOR. BY ARGHITEGT, C/W LIGHT,
CABINET, MULTIPLE SPEED FAN WITH REAR OUTLET
DUCTED DUCT CONNECTION, WASHABLE GREASE
FILTER.
GRILLE, REGISTER, AND DIFFUSER SCHEDULE
SIZE CAPACTTY
SYMBOL TYPE M) Us) REMARKS
51 DOUBLE 300 X 150 | AS SHOWN | ALUMINUM DOUBLE DEFLEGTION WITH TWO SETS OF EULLY ADJUSTABLE DEFLECTION
DEFLECTION BLADES OPERABLE FROM FACE OF GRILLE, 3/4" BLADE SPACING, FRONT BLADES TO
RUN PARALLEL TO THE LONG DIMENSION, MOUNTING TO SUIT INSTALLATION, COLOR BY
ARCHITECT.
52 DOUBLE T50X 150 | AS SHOWN | ALUMINUM DOUBLE DEFLEGTION WITH TWO SETS OF FULLY ADJUSTABLE DEFLECTION
DEFLEGTION BLADES OPERABLE FROM FACE OF GRILLE, 3/4" BLADE SPACING, FRONT BLADES TO
RUN PARALLEL TO THE LONG DIMENSION, MOUNTING TO SUIT INSTALLATION, COLOR BY
ARCHITECT.
) DOUBLE 1050 X 150 | AS SHOWN | ALUMINUM DOUBLE DEFLEGTION WITH TWO SETS OF FULLY ADJUSTABLE DEFLECTION
DEFLECTION BLADES OPERABLE FROM FACE OF GRILLE, 3/4" BLADE SPACING, FRONT BLADES TO
RUN PARALLEL TO THE LONG DIMENSION, MOUNTING TO SUIT INSTALLATION, COLOR BY
ARCHITECT. .
R TOUVERED | 300X 150 | AS SHOWN | ALUMINUM WiTH 45 DEGREE FIXED BLADES, 3/4" BLADE SPAGING, MOUNTING TO SUIT
RETURN INSTALLATION, COLOR BY ARCHITECT.
R2 LOUVERED | 150X 150 | AS SHOWN | ALUMINUM WITH 45 DEGREE FIXED BLADES, 3/4" BLADE SPAGING, MOUNTING TO SUIT
RETURN INSTALLATION, COLOR BY ARCHITECT.
R3 LOUVERED | 1050 X150 | AS SHOWN | ALUMINUM WITH 45 DEGREE FIXED BLADES, 3/4" BLADE SPAGING. MOUNTING TO SUIT
RETURN INSTALLATION, COLOR BY ARCHITECT.
DG | DOOR GRILLE | 300X 200 | AS SHOWN | STEEL DOOR GRILLE, SIGHT PROOF, FINISHED BOTH SIDES WITH BORDER, MOUNTING
TO SUIT INSTALLATION, COLOR BY ARGHITECT.
SUBMIT COLOR CHART WITH SHOP DRAWINGS

AIR CONDITIONING SCHEDULE - INDOOR UNITS
COOLING HEATING MAX _ |POWER SUPPLY
TAG | AREA SERVED TYPE MAKE z_,“__w\_wmmrx CAPACITY (MBH)| CAPACITY (MBH) [AIRFLOW (/s)]  (v/HzZ/PH) ZONE CONTROLLER
AC1[ELEV. MACH.|  DUCTED | Mitsubishi| PEA-ALSAA 18.0 - 300 208-230/60/1 | WALL MOUNTED CONTROLLER OUTSIDE OF
RM. Electric ROOM WITH PLATE TYPE TEMP SENSOR IN SPACE
ACZ| CC206 | WALLMOUNTED | 1G | ARNUOG73SELZ 70 - n 208-230/60/1 “PQRCVCLOGW
AC3[ CC210 | WALLMOUNTED | LG | ARNUO73SELZ 7.0 - - 208-230/60/1 PQRCVCLOOW
ACA| CC309 | WALLMOUNTED | LG | ARNUG93SELZ 5.0 - - 208-230/60/1 PQRCVCLOQW
ACS| CC301 | WALLMOUNTED | 1G | ARNUOS3SEL 5.0 - - 208-230/60/1 PQRCVCLOGW
AC6| CC30Z | WALLMOUNTED | 1G | ARNUIS3SELZ 180 n - 208-230/60/1 PQRCVCLOOW
AC7| CC302 | WALLMOUNTED | 1G | ARNUIS3SELZ 8.0 - - 208-230/60/1 PORCVCLOOW
AC8| CC302 | WALLMOUNTED | LG | ARNUI83SELl2 8.0 - - 208-230/60/1 PQRCVCLOQW
NOTES:
- COMPLETE WITH CONDENSATE LIFT PUMPS, WASHABLE FILTER AS REQUIRED.
- COMPLETE WITH WALL MOUNTED CONTROLLERS AS SHOWN ON DRAWINGS. CENTRAL CONTROLLER FOR AC-2 THROUGH AC-8: LG "AC SMART" WITH DIGITAL OUTPUT KITS AND
EXPANSION MODULES AS REQUIRED.

AIR CONDITIONING SCHEDULE - OUTDOOR UNITS

COOLING | HEATING | POWER SOUND
TAG LOCATION MAKE | MODEL zﬂm\__wmmrx CAPACITY | capaciTy |  suppLy xmmﬂmmm\yzq PRESSURE REMARKS
(MBH) (MBH) | (v/Hz/PH) (DBA)
AC1-0U | GRADE(ON |Mitsubishi| MR SLIM |PUY-ALBNHAZ|  18.0 = |208-230/60/1|  R410A 76 COOLING OPERATION ONLY, COMPLETE WITH WIND
CONCRETE PAD) | Electric | P-SERIES BAFFLES FOR ULTRA LOW AMBIENT COOLING TO -40F.
AC7-0U| GRADE (ON G MULTIV | ARUNG7ZBT3 | 73.0 — [208.230/60/3]  R410A 58 COOLING OPERATION ONLY. COMPLETE WITH WIND
CONCRETE PAD) BAFFLES FOR LOW AMBIENT COOLING TO -20F.
NOTES:
- ALL UNITS TO BE SUPPLIED WITH A WEATHERPROOF DISCONNECT
- COOLING CAP BASED ON 81F DB, 71.1 WB OUTDOOR SUMMER
- ALL UNITS C/W SINGLE POINT POWER SUPPLY
COMPUTER ROOM AC UNIT SCHEDULE
INDOOR UNITS
COOLING ELECTRIC |HUMIDIFIER| POWER COOLING
TAG [ PR TYPE CAPACITY 2@%& oan| n | HEAT | (rvee, | suppLy TYPE CAPACITY vowo\wnw\wn_wz REMARKS
(MBH) «kw) | ke/Hr) |(v/Hz/PH) (MBH)
CRA | CC108 |DX, UPFLOW, SCROLL| 605 301 | 75 61 15 [INFRARED, 5] 575/60/3 | DX MICROCHANNEL 95.0 208-230/60/3 GUTDOOR UNITS TO COME WITH 36" LEGS.
c-1 COMPRESSORS KG/HR WITH ECM MOTORS
AND EPOXY COATED
colL
CRA| CC108 |DX, UPFLOW, SCROLL| 605 301 | 75 61 15 |INFRARED, 5] 575/60/3 | DX MICROCHANNEL 95.0 208-230/60/3 OUTDOOR UNITS TO COME WITH 36" LEGS.
c-2 COMPRESSORS KG/HR WITH ECM MOTORS
AND EPOXY COATED
colL
CRA | CC108 |DX, UPFLOW, SCROLL| 605 301 | 75 61 15 |INFRARED, 5] 575/60/3 | DX MICROCHANNEL 95.0 208-230/60/3 OUTDOOR UNITS TO COME WITH 36" LEGS.
c-3 COMPRESSORS KG/HR WITH ECM MOTORS
AND EPOXY COATED
colL
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