O—NOTES

1. SERVICE ENTRANCE TO BE REMOVED INCLUDING
LOADCENTER IN FIBREGLASS ENCLOSURE, TWO
15A, 120V DUPLEX RECEPTACLES, ONE 50A, 250V
SINGLE RECEPTACLE, SUPPORT POSTS AND
PLYWOOD BACKBOARD.

2. UTILITY METER AND WEATHERHEAD FOR A 100A,
240V, 1PH SERVICE TO BE REMOVED.

3. EXISTING LUMINAIRE AND WOOD POLE TO BE
REMOVED INCLUDING AERIAL FEED.

4, EXISTING LUMINAIRE TO BE REMOVED C/W AERIAL
FEED. POLE TO REMAIN AND BE REUSED FOR
NEW UNDERGROUND SERVICE.

5. EXISTING SERVICE POLE, AERIAL SERVICE,
SUPPORT POSTS AND PLYWOOD BACKBOARD. TO
BE REMOVED.

GENERAL NOTES:

EXISTING PLAN IS ISSUED FOR INFORMATION ONLY
AND SHOWS MAJOR ITEMS ONLY. CONTRACTOR SHALL
EXAMINE ELECTRICAL DRAWINGS, VISIT THE SITE TO
VERIFY EXISTING EQUIPMENT AND CONDITIONS AND
SCOPE OF WORK INVOLVED IN DEMOLITION PRIOR TO
SUBMITTING A TENDER. EXTRAS WILL NOT BE

CONSIDERED BECAUSE ACTUAL CONDITIONS DIFFER
FROM DRAWINGS AND ALL COSTS RELATING TO
EXISTING SITE CONDITIONS MUST BE INCLUDED IN
TOTAL TENDERED PRICE.
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CONSULTING ELECTRICAL ENGINEERS

P.0. BOX 1 TEL: (506) 458-9661
FREDERICTON, NB FAX: (506) 458-9663
E3B 4Y2 21342 tek@tekcon.ca

Documents prepared by Tek Consultants Limited as
instruments of service shall remain the property of
the design professional.

This design document is prepared solely for use by
the party with whom Tek Consultants Limited has
entered into an agreement and there are no
representations of any kind made by the design
professional to any party with whom the design
professional has not entered into an agreement.

ELECTRONIC TRANSFER

WHERE THIS DRAWING HAS BEEN TRANSFERRED
BY ELECTRONIC MEDIA, NO RESPONSIBILITY IS
ACCEPTED FOR THE USABILITY, COMPLETENESS
OR ACCURACY OF THE ELECTRONIC DATA.
CHECK REFERENCE SCALE BELOW TO CONFIRM
ACCURACY OF DRAWING REPRODUCTION.
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LA A-2 © 1. COORDINATE WITH UTILITIES TO FEED
9 NEW SERVICE AS INDICATED. POLE TO
BE FITTED UP TO NB POWER
A-1 /3 @ STANDARD CONSTRUCTION PRACTICES.
EQ ED7U—25.
2. CONCRETE FOR DUCT ENCASEMENT TO
BE SLOPED DOWN FROM DECK TO
ELEVATION OF SERVICE TRENCH IN
THIS AREA. REBAR TO BE EMBEDDED
IN DECK FOR A MINIMUM OF 1200mm
AND INTO DUCT BANK FOR A MINIMUM
e i - = X 5 1B) OF 1200mm TO PREVENT SHEAR.
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