
R3

C4

75mm Z-GIRTS ON
2 x 37mm WOOD
BLOCKING

36
0

26
5

19mm EXT. GRADE SHEATHING
ON 76mm x 76mm ANGLES
WELDED TOGETHER AND
SPACED AT 800mm O.C.

ZINC FASCIA

CONTINUE ROOFING
MEMBRANE OVER
30# ASPHALT BLDG
PAPER, TYP.

76mm x 76mm ANG.,
SEE STRUCT.

PRESSURE TREATED
PLYWOOD GUSSETS @
600mm O.C.

C4

36
0

22
1

10

R3

13
75

75

75mm Z-GIRTS @ 600mm
O.C. MAX

2 LAYERS 37mm x 75mm
WOOD BLOCKING STRIPS
SPACED @ 1200mm O.C.

ZINC FASCIA ON 30# ASPHALT
BUILDING PAPER AND 16mm
PLYWOOD, TYP.

150

SPRAY FOAM STEEL DECK AND
STUCTURAL FRAMING TO
NEAREST THERMALLY
PROTECTED GRIDLINE, TYP.

RAIN WATER LEADER, SEE
ROOF PLAN AND A6.01 FOR
DETAIL
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SECOND LEVEL
4000

R3

P5

C4

P3a

CW3

DOWEL AND GROUT,
REFER TO STRUCT.

WOOD NAILERS SPACED
BETWEEN STANDARD
INSULATION WIDTH (1219mm)

3mm THK. WEATHERBAR.
SECURED TO SLAB
EDGE AND ROOF DECK.
LAP WALL AND ROOF
A/B BARRIER, TYP.

GYPSUM ABOVE SECOND
FLOOR SLAB TO BE
ADHERED TO CONCRETE
BLOCK WALL

CONTINUOUS 125mm x 89mm
STEEL ANGLE C/W HIDDEN
CURTAIN WALL ANCHOR.
SECURE TO CONCRETE BLOCK
W/ EXPANSION ANCHOR

19
0

SECOND LEVEL
4000

P9

FL2

R3
P5

C4C4

W1

CW2

P3a

DOWEL AND
GROUT, REFER
TO STRUCT.

3mm THK.
WEATHERBAR.
SECURED TO SLAB
EDGE AND ROOF
DECK.  LAP WALL AND
ROOF A/B BARRIER,
TYP.

100mm WOOD CURB
FILLED WITH SEMI-RIGID
INSULATION

ROOFING MEMBRANE TO
WRAP UP CURB.  METAL
FLASHING SECURED TO
C'WALL MULLION AND
ROOF SHEATHING, TYP.

WALL A/V BARRIER TO
LAP W/ ROOF COUNTER
FLASHING

19
0

SECOND LEVEL
4000

P9

W1

P5

FL2

P3a

C4

R3

DOWEL AND GROUT,
REFER TO STRUCT.

PLYWOOD W/ SHIMS AS
REQ. TO MAINTAIN
34mm BETWEEN
GYPSUM AND MULLION
EDGE, TYP.

CW2

34

CONNECT TOP OF BACK
PAN TO STEEL DECK WITH
20 GAUGE GALV. BREAK
FORMED STEEL.

FILL VOIDS OF DECK
FLUTING WITH
FIRESTOPPING AND
SEALANT, TYP.

100mm x 3mm ALUMINUM
WEATHERBAR @ WINDOW
PERIMETER SECURED TO
BACK SECTION OF C'WALL
FRAME AND CMU WALL.
LAP W'BAR w/ A/V BARRIER
MEMBRANE, TYP.

3mm THK. WEATHERBAR.
SECURED TO SLAB EDGE
AND ROOF DECK.  LAP
WALL AND ROOF A/B
BARRIER

100mm WOOD CURB
FILLED WITH SEMI-RIGID
INSULATION

ROOFING MEMBRANE TO
WRAP UP CURB.  METAL
FLASHING SECURED TO
C'WALL MULLION AND
ROOF SHEATHING

19
0

SECOND LEVEL
4000

U/S OF GF CEILING
2700

C4

FL2

CW3

P5

P3a

C3

DOWEL AND GROUT,
REFER TO STRUCT.

WOOD SHIM STRIPS AS
REQ. TO ALIGN
DRYWALL SILL AND
MULLION AS SHOWN

R3

34

CONTINUOUS PINCHED
SEAM ZINC PANEL.
SECURE TO TOP OF
CURB ALONG WITH
ROOF MEMBRANE

PM

CW2

C4

C4

R3

CUT GALV. BACK-PAN
AROUND BEAMS.  SEAL
PERIMETERS WITH
AIR/VAPOUR BARRIER AND
FOAM IN PLACE INSULATION

VERTICAL MULLION
ANCHORED TO BEAM
ABOVE, TYP.

CONNECT TOP OF BACK
PAN TO STEEL DECK WITH
20 GAUGE GALV. BREAK
FORMED STEEL

RAIN WATER LEADER
PASSES THROUGH
GAP IN CURTAIN
WALL @ WALL

U/S UPPER ROOF DECK
8860

PC

T/O UPPER ROOF PARAPET
9150

C4

W2

P3c

R3

28
0

28
0

25
 T

YP

PHENOLIC CEILING
W/ SUPPORT SYSTEM

C4

ANODISED
ALUMINUM PLATE

CW2

ANODISED
ALUMINUM
PLATE BEYOND

R2

28
0

28
0

VA
R

.

ROOF AND WALL VAPOUR
BARRIER TO BE ADHERED TO
CONTINUOUS 150mm x 150mm
BREAK FORM STEEL TRANSITION
ANGLE @ 0.8mm THK, TYP.

MASONRY ANCHOR, REFER TO
STRUCTURAL, TYP.

USE 150mm BLOCKS TO AVOID
STRUCTURAL STEEL.

CONTINUE LOWER PLY OF ROOF
MEMBRANE DOWN WALL, TYP.

DOWEL AND GROUT,
REFER TO STRUCT.

SIM
3

A6.12

CONTINUOUS PINCHED SEAM ZINC
PANEL.  SECURE TO TOP OF CURB
ALONG WITH ROOF MEMBRANE.

C4

COUNTER FLASHING TO BE
MECHANICALLY FASTENED TO WALL
A/V BARRIER WITH CONTINUOUS
STRAPPING

CURTAIN WALL
ANCHORED TO
BEAM ABOVE,
TYP.

SPRINKER SUPPLY
PIPE TO BE
CONCEALED
WITHIN STUD WALL

13
75

7516

10

37
0

36
0

22
1

R3

15

20
0

PRESSURE TREATED WOOD
BLOCKING TO SUPPORT
TROUGH.  SLOPED TO RAIN
WATER LEADER.

DRAINAGE MAT

ROOFING MEMBRANE
ADHERED TO PLYWOOD

ZINC FASCIA ON 30#
ASPHALT BUILDING PAPER
AND 16mm PLYWOOD,
TYP.

70
 M

IN

DRIP EDGE, TYP.

ZINC GUTTER FLASHING TO
EXTEND OVER FASCIA TO
DRIP EDGE, TYP.
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