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I*I Public Works and
Government Services Canada

WINDOW KEYNOTES Travaux publics et

GENERAL GLAZING NOTES: Services gouvernmentaux Canada
1. ALL ALUMINUM IN CONTACT WITH CONCRETE TO C#  CURTAIN WALL WITH ALUMINUM FRAME

HAVE BITUMENOUS MEMBRANE ISOLATION SA# SCREEN WITH ALUMINUM ERAME

2. ALL FASTENERS TO BE GALVANIZED OR STAINLESS SH# SCREEN WITH PRESSED STEEL FRAME
STEEL
3. SETTING BLOCKS FOR GLAZING PANELS TO BE AT @ TEMPERED GLASS - 6mm CLEAR U.N.O.
QUARTER POINTS
@ INSULATED GLASS UNIT (REFER TO SPEC.)
4. PROVIDE WEEP HOLES IN PRESSURE PLATE AND -OUTER LITE: 6mm TINTED TEMPERED ™
DECORATIVE COVER-OFFSET WEEPHOLES 12mm AIR SPACE
5. VERTICAL MULLIONS TO BE REINFORCED FOR WIND -INNER LITE: 6mm CLEAR TEMPERED
LOADS AS REQUIRED
OPERABLE INSULATED GLASS UNIT (REFER TO SPEC.)
6. ANCHOR BOLTS TO BE 12mm DIA. GALVANIZED -OUTER LITE: 6mm TINTED TEMPERED
STEEL, MIN. 100mm EMBEDDMENT INTO CONCRETE /
FILLED CMU 12mm AIR SPACE stamp
-INNER LITE: 6mm CLEAR TEMPERED
7. SHEAR BLOCK TO MULLION CONNECTIONS TO BE

SPANDREL PANEL (REFER TO SPEC.)

-OUTER LITE: 6mm TINTED, HEAT STRENGHTENED WITH

8. ALL DIMENSIONS TO BE SITE-VERIFIED OPACIFIER ON INSIDE SURFACE

-GALVANIZED STEEL BACKPAN WITH SEMI RIGID INSULATION
RS1 . 3.03 SECURE WITH IMPALING PINS.

SPANDREL PANEL (REFER TO SPEC.)
-GALVANIZED STEEL BACKPAN WITH SEMI RIGID INSULATION
RS1 . 3.03 SECURE WITH IMPALING PINS.

SEALED WITH CAULKING, TYP.

S STRUCTURAL SILICONE GLAZING JOINT
CUT GALVANIZED BACK-PAN AROUND

A ALUMINUM COVER PANEL BEAMS. SEAL PERIMETERS WITH
AIR/VAPOUR BARRIER AND FOAM IN PC
PLACE INSULATION, TYP.
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