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WATER COOLED CONDENSING UNIT SCHEDULE
COOLING | HEATING TI_I%TA‘}L CONDENSER | | COOLING | HEATING |ELECTRICAL| ., | FOOTPRNT | . .
TAG SERVICE REFRIGERANT | CAPACITY | CAPACITY | oo | FLUDFLOW | o MODEEW.T | MODEEW.T | - SERVICE o LxWxH (o) |NOTES
(KW) (KW) W) (us) (°C) (°C) (VIPHHz) (MM)
43
CU-1 VRF SYSTEM R410A 3.20 RATED: 30 | RATED:20 | 460/3/60 38 | 790x600x1120
112 126 134 5] RANGE: RANGE: 476 1,2,3 DRY COOLER SCHEDULE ™
2 VRF SYSTEM R410A 320 10 TO 45 5T045 | 4 38 | 790x600x1120
cu SY$ 60/3/60 YOO . VEDIUM CAPACITY | FLUDFLOW | EWT | LFT. TEGQASFLE\%RE PD. | ELECTRIACL | MCA |
(KW) (Ls) (°C) | (°C) o (KPA) | (VIPHHZ) (A)
NOTES: (°C)
1. CONDENSER UNIT CONTROLLERS CAPABLE OF OPERATING THE INDIVIDUAL UNITS AS A SINGLE UNIT. stam
DC-1 40% PROPYLENE GLYCOL 168 7.72 49 43 32 213 5751360 | 7.20 |1,2,3 P
2. CONDENSING UNIT TO BE CAPABLE OF CONTROLLING CONNECTED INDOOR HEADS AS A STANDALONE SYSTEM. UNITS TO BE CAPABLE OF COMMUNICATION WITH BAS THROUGH BACNET PROTOCOL.
=),
3. UNITS TO BE WALL MOUNTED. NOTES. ﬂ'r'
1. CELL ARRANGEMENT TO BE 1X3, MAXIMUM DIMENSIONS 4600MM LONG X 1220MM WIDE X 1400MM HIGH ’*“,b
AIR COOLED CONDENSING UNIT SCHEDULE W‘\P
2. SINGLE ELECTRICAL CONNECTION LA N
CONDENSER COOLING HEATING ELECTRICAL | ., | FOOT PRINT 3. INLET AND OUTLET CONNECTIONS TO BE 65MM Sh. GUELf
TAG SERVICE REFRIGERANT | ARFLOW | qympoog | COOUNG | eppioiency | outnoor | HEATNG | eppicengy | SERVICE | 7 LWxH | NOTES 100088380
(us) (DB°C) m(mlw (SEER) | (DBIWBEC) CA(PKAWJTY (HSPF) | (VIPHHZ) (MM)
FIRE EXTINGUISHER SCHEDULE %,, o’:ﬂ#@
CU-3 SPLIT SYSTEM R410A 1832 35 14 15.20 8.3/6.1 15.70 9.20 208/1/60 33 | 950X400X1350 [1,2,3 SIZE Yo of
TAG SERVICE KS) ULC RATING | MOUNTING METHOD REMARKS
NOTES: FE-1 SERVICE ROOMS 2.30 ABC WALL BRACKET REFER TO FLOOR PLANS FOR LOCATIONS.
1. CONDENSER UNIT CONTROLLERS CAPABLE OF OPERATING THE INDIVIDUAL UNITS AS A SINGLE UNIT.
2. CONDENSING UNIT TO BE CAPABLE OF CONTROLLING CONNECTED INDOOR HEADS AS A STANDALONE SYSTEM. PUMP SCHEDULE
FLUID FLUID | PRESSURE | MOTOR |ELECTRICAL
TAG SERVICE TYPE FLOW HEAD KW) | (VIPHHZ) RPM | REMARKS
VRF INDOOR UNIT SCHEDULE (LS) (KPA)
. 0,
SUPPLY FAN EATING COOLING P-1 CONDENSER LOOP | INLINE CENTRIFUGAL | 40% PG 3.8 120.0 15 208/3/60 1750 | C/W TRIPLE DUTY VALVE AND SUCTION DIFFUSER
OTAL TOTAL |ELECTRICAL| MCA |, RSEOSUSTJ%E SU%’;\LY P-2 CONDENSERLOOP | INLINE CENTRIFUGAL | 40% PG 38 120 150 208/3/60 1750 | C/W TRIPLE DUTY VALVE AND SUCTION DIFFUSER
TAG REFRIGERANT TYPE ARFLOW | ESP | EAT | e | EAT | ooy | wpimg | @ @m | Us) NOTES CW 65M CORD, HIGH LEVEL FLOAT, "OFF" FLOAT, AND
Ls) | (PA) | BB°C) | "y | OBCIWBC) ] ™ ey P.3 ELEVATOR SUMP SUBMERSIBLE WATER 291 30.0 0.7 1151160 _ "ON" FLOAT. OIL DETECTOR AND ALARM, COMPLETE
PUMP ' ' ' WITH LIFTING CHAIN. REFER TO MECHANICAL DETAILS
FC-1 R410A DUCTED CONCEALED 520 100 211 12.80 26.7/19.4 12.3 208/1/60 23 48 0 1,2,3,4,5 FOR FLOAT ARRANGEMENT. ALARM TO BE SENT TO BAS.
FC-2 R410A DUCTED CONCEALED | 140 77 | 214 249 26.7/194 2.20 208/1/60 0.92 n 5 [1,2,3,4,5 P-4 BOILER PUMP INLINE CIRCULATOR | 40% PG 0.82 45 0.27 115/1/60 3300 | TO BE CONTROLLED BY BOILER CONTROLLER
FC-3 R410A DUCTED CONCEALED | 190 77 211 5.00 26.7/194 4.51 208/1/60 0.92 39 10 12345 P-5 BOILER PUMP INLINE CIRCULATOR | 40% PG 0.82 45 0.27 115/1/60 3300 | TO BE CONTROLLED BY BOILER CONTROLLER
FC4 R410A WALL MOUNTED 160 0 211 3.98 26.7/19.4 3.60 208/1/60 03 40 0 (12345
FC-5 R410A DUCTED CONCEALED 140 77 211 2.49 26.7/19.4 2.20 208/1/60 0.92 34 20 [1,234,5 PLUMBING FIXTURE SCHEDULE
FC6 R410A DUCTED CONCEALED | 140 7 | 214 249 26.7/19.4 220 208/1/60 0.92 o 70 [1,23,45 _e " CESCRPTION | DESCRIPTIONTRIV
FC-7 R410A DUCTED CONCEALED | 140 77 211 249 26.7/194 2.20 208/1/60 0.92 34 12 |1.2345 fD1 FLOORDRAN | FINISHED AREAS | EPOXY COATED, 220MM DIA. CAST IRON BODY, REVERSIBLE FLASHING CLAMP WITH SEEPAGE OPENINGS, NO-HUB OUTLET, 75MM OUTLET, 150MM ROUND NICKEL BRONZE STRAINER, , TRAP PRIMER
FC-8 R410A WALL MOUNTED 160 0 21.1 3.98 26.7/19.4 3.60 208/1/60 03 40 0 [1,234,5 " CONNECTION 13MM , EPOXY COATED CAST IRON BODY.
FC.9 RA10A DUCTED CONCEALED | 425 100 | 214 9.2 26.7/19.4 8.20 208/1/60 230 m 12345 MECHANICAL _ |EPOXY COATED, 220MM DIA. CAST IRON BODY, REVERSIBLE FLASHING CLAMP WITH SEEPAGE OPENINGS, NO-HUB OUTLET, 75MM OUTLET, HUB ADAPTOR CAST IRON, TRAP PRIMER CONNECTION 13MM , EPOXY
- COATED CAST IRON BODY.
FC-10 R410A DUCTED CONCEALED | 165 7 | 214 3.19 26.7/19.4 281 208/1/60 0.92 35 75 [1,2,3,4,5 FD-2 FLOOR DRAIN UNFIGCS’SE"D&AREA
FC-11 R410A DUCTED CONCEALED | 160 m 211 3.98 26.7/19.4 3.60 208/1/60 0.92 3r 85 123,45 MECHANICAL  |EPOXY COATED CAST IRON BODY, FLASHING CLAMP WITH SEEPAGE OPENINGS, 75MM OUTLET, TRAP PRIMER CONNECTION 13MM, SEDIMENT BUCKET, ADJUSTABLE TOP AND BAR GRATE, NICKEL BRONZE TOP.
FC-12 R410A DUCTED CONCEALED | 165 7 | 214 3.19 26.7/19.4 2,81 208/1/60 0.92 35 12 [1,2,3,4,5 FD-3 FLOOR DRAIN ROOM &
FC-13 R410A DUCTED CONCEALED | 165 77 | 214 3.19 26.7/19.4 2.81 208/1/60 0.92 35 12 [1,23,4,5 UNFINISHED AREA
ELEVATORPIT EPOXY COATED CAST IRON BODY, FLASHING CLAMP, 90 DEGREE OUTLET, 152MM OUTLET , SECURED CAST IRON GRATE, BACKWATER VALVE (SQUEEZE-IN TYPE), GALVANIZED CAST IRON.
FC-14 R410A WALL MOUNTED 160 0 21.1 398 26.7/19.4 3.60 208/1/60 0.3 40 1,2,3,4,5 FD-4 DRAINS SCUPPER DRAINS
FC-15 R410A CEILING CASSETTE 300 21.1 8.00 26.7/19.4 7.09 208/1/60 0.37 42 1,2,3,4,5 EPOXY COATED, 220MM DIA. CAST IRON BODY, REVERSIBLE FLASHING CLAMP WITH SEEPAGE OPENINGS, NO-HUB OUTLET, 75MM OUTLET, 150MM ROUND NICKEL BRONZE WITH 100MM FUNNEL, TRAP PRIMER
FD-5 | FLOORDRAIN | FINISHED AREAS | ~o\NECTION 13MM , EPOXY COATED CAST IRON BODY
FC-16 R410A DUCTED CONCEALED | 315 7 | 214 8.00 26.7/19.4 7.09 208/1/60 0.92 45 20 [1,2,3,4,5 : : 01 |issUED FORBID 2013/10/04
—r RATOA DUCTED CONCEALED | 120 7 1 211 229 2677194 220 0811760 0% ) % 112345 .y ROOF DRAIN STANE[))RA:I’?I gLOW EPOXY COATED 305MM CAST IRON BODY, FLASHING CLAMP WITH SEEPAGE OPENINGS, 102MM OUTLET , UNDERDECK CLAMP, EXTENSION SOLID (HEIGHT TO SUIT ROOF CONSTRUCTION), CAST IRON DOME.
FC-18 R410A DUCTED CONCEALED | 140 mo| 2 249 26.7/134 2.20 208/1/60 092 e 10 12345 202 ROOF DRAIN | STANDARD FLOW [ ALL DUCO COATED 330MM DIAMETER CAST IRON BODY WITH PERFORATED §.5. EXTENSION, FLASHING CLAMP WITH SEEPAGE OPENINGS AND 260MM DIAMETER SECURED DOME WITH S.5. GRAVEL GUARD. revision description date
FC-19 R410A DUCTED CONCEALED | 165 77 | 214 3.19 26.7/19.4 281 208/1/60 0.92 35 15 [1,2,3,4,5 - DRAINS (PERFORATED S.S. EXTENSION - HEIGHT TO SUIT ROOF CONSTRUCTION), 102MM OUTLET , UNDERDECK CLAMP, CAST IRON DOME. T——
FC-20 R410A DUCTED CONCEALED | 140 77 | 214 249 26.7/194 2.20 208/1/60 0.92 % 10 [1,2,3,4,5 NFHB1 HOSE BIB NON FREEZE | CONCEALED NON-FREEZE KEY OPERATED WALL HYDRANT WITH NICKEL BRONZE BOX AND DOOR. CHROME PLATED HYDRANT FACE, INTEGRAL VACUUM BREAKER, 19MM HOSE CONNECTION, 19MM FEMALE Verify all dimensions and conditions on site and
- i diatel tify the D rt tal R tati f all
—~ 1O = UGTED CoNGEALED | 160 T 11 298 2571104 260 2081760 %2 - % 112345 WALL MOUNT | AND 25MM MALE PIPE CONNECTION. ALL BRONZE HEAD, SEAT CASTING AND INTERNAL WORKING PARTS, BRONZE WALL CASING LOOSE KEY. BOX TO BE LOCKABLE. immediately nofy the Departmental Representtive of
08160 SERVICE /Mo | 610MM X 610MM X 305MM DEEP, PEARL GRAY MARBLE CHIPS AND PORTLAND CEMENT GROUND SMOOTH, 152MM DROP AT THRESHOLD, FLOOR MOUNTED, CAST BRASS DRAIN WITH STAINLESS STEEL DOME
FC-22 R410A DUCTED CONCEALED | 140 7| 2 249 26.7/194 2.20 092 e 20 12345 JS1 | JANITOR SINK S STRAINER, 75MM OUTLET. WALL MOUNTED TWO HANDLE FAUCET, 203MM CENTERSET, SOLID BRASS EXPOSED BODY CONSTRUCTION, 8.3 LPM AERATOR OUTLET, METAL RED AND BLUE INDEX BUTTONS 102 MM
FC-23 R410A DUCTED CONCEALED | 140 77 | 214 2.49 26.7/19.4 2.20 208/1/60 0.92 34 15 [1,2,3,4,5 LONG WRIST BLADE HANDLE WITH VANDAL RESISTANT SCREW. CERAMIC 1/4 TURN CARTRIDGE. PROVIDE P-TRAP, SAME MATERIAL AS THE CONNECTING PIPE DRAIN. A detailno
FC24 RAT0A DUCTED CONCEALED | 425 100 | 211 9.2 26.7/19.4 8.20 208/1/60 230 m 0 |1.2345 622 MM X 508 MM X 200MM HIGH, VITREOUS CHINA, WALL HUNG, FOR CARRIER WITH "U" BRACKET, REAR OVERFLOW, FAUCET LEDGE, SEMI-PEDESTAL P-TRAP COVER. HARD WIRED FAUCET, 102MM CENTERSET, A no. du détail
CHROME FINISH CAST BRASS CONSTRUCTION, 1.9 LPM AERATOR SPRAY OUTLET, INFRARED SENSOR WITH SCREW ADJUSTABLE RANGE, UNDERCOUNTER FILTERED SOLENOID VALVE WITH SERVICEABLE drawing no. - where detail required
FC-25 RA10A | DUCTED CONCEALED | 140 o] 2 249 267/194 | 220 | 208160 | 092 i % 12345 STRAINER FILTER, MODULE CONTROL ASSEMBLY WITH SPLASHPROOF JUNCTION BOX AND MOUNTING KIT. BOX MOUNT HARD WIRED TRANSFORMER,. BELOW DECK MECHANICAL MIXING VALVE, BRASS BODY, ‘ap B gessinno. - ou detail exige
FC-26 R410A DUCTED CONCEALED | 140 7 | 214 2.49 26.7/19.4 2.20 208/1/60 0.92 i 30 [1,23,4,5 LV-1 LAV WALLHUNG  |9.5 MM COMPRESSION FITTINGS ON INLET AND OUTLET, INTEGRAL CHECK VALVES. SCREWDRIVER ADJUSTMENT TEMPERATURE DIAL WITH SCALE: COLD-HOT. OPEN GRID DRAIN, CHROME PLATED CAST BRASS C  drawing no. - where detailed
o7 A10A DUCTED CONGEALED | 120 7 | 211 249 677194 220 2081160 002 7 % 12345 ONE PIECE TOP, 1.5 MM TUBULAR 32 MM TAILPIECE. CHROME FINISH POLISHED BRASS, 13 MM 1. D. INLET X 127 MM LONG RIGID SHORT HORIZONTAL INTEGRAL COPPER SWEAT TUBE NIPPLE, COMBINATION V. dessin no. - ou détaillé
P. LOOSE KEY HANDLE, ESCUTCHEON AND FLEXIBLE COPPER RISER. P-TRAP, CHROME PLATED, HEAVY CAST BRASS ADJUSTABLE BODY, WITH SLIP NUT, 32 MM INLET, SHALLOW WALL FLANGE AND SEAMLESS
FC-28 R410A DUCTED CONCEALED | 315 mo| A 8.00 26.7/134 7.09 208/1/60 082 45 45 12345 TUBULAR WALL BEND. SINGLE CARRIER, WALL MOUNTED, PLATE AND HEAVY DUTY U BASIN BRACKET. MOUNT TEMPERATURE MIXING VALVE NAD TRANSFOMER WITHIN STUD WALL BEHIND ACCESS PANEL. project ttle
FC-29 R410A DUCTED CONCEALED | 315 77 | 214 8.00 26.7/19.4 7.00 208/1/60 0.92 45 35 [1,2,3,4,5 559 MM X 540 MM X 165 MM HIGH, VITREOUS CHINA, WALL HUNG, FOR CARRIER WITH CONCEALED ARMS, REAR OVERFLOW, RECESSED SELF-DRAINING FAUCET LEDGE, SEMI-PEDESTAL P-TRAP COVER. HARD titre du projet
FC30 RATOA WALL MOUNTED 155 0 1 500 2671194 151 208/1/60 03 12 12345 WIRED FAUCET, 102MM CENTERSET, CHROME FINISH CAST BRASS CONSTRUCTION, 1.9 LPM AERATOR SPRAY OUTLET, INFRARED SENSOR WITH SCREW ADJUSTABLE RANGE, UNDER COUNTER FILTERED GRAND VALLEY INSTITUTION FOR WOMEN
08160 XY SOLENOID VALVE WITH SERVICEABLE STRAINER FILTER, MODULE CONTROL ASSEMBLY WITH SPLASHPROOF JUNCTION BOX AND MOUNTING KIT. BOX MOUNT HARD WIRED TRANSFORMER. THERMOSTATIC 1575 HOMER WATSON BLVD
FC-31 R410A WALL MOUNTED 155 0 211 5.00 26.7/194 4.51 0.3 42 2,3,4,5 MIXING VALVE, SOLID BIMETAL (BRONZE, BRASS, STAINLESS STEEL), HOT LIMIT STOP SET TO A MAXIMUM OF 60°C. SCREWDRIVER ADJUSTMENT TEMPERATURE DIAL WITH SCALE: COLD-HOT. OPEN GRID DRAIN, KITCHENER. ONTARIO. N2P 265
TS LV-2 LAV WALLHUNG  |CHROME PLATED CAST BRASS ONE PIECE TOP, 1.5 MM TUBULAR 32 MM TAILPIECE. CHROME FINISH POLISHED BRASS, 13 MM I. D. INLET X 127 MM LONG RIGID SHORT HORIZONTAL INTEGRAL COPPER SWEAT ’ ’
: TUBE NIPPLE, COMBINATION V. P. LOOSE KEY HANDLE, ESCUTCHEON AND FLEXIBLE COPPER RISER. P-TRAP, CHROME PLATED, HEAVY CAST BRASS ADJUSTABLE BODY, WITH SLIP NUT, 32 MM INLET, SHALLOW
1. SOUND PRESSURE LEVEL MEASURED ON HIGH FAN SPEED IN ANECHOIC CHAMBER UNDER SO STANDARD 1996 WALL FLANGE AND SEAMLESS TUBULAR WALL BEND. VANDAL-RESISTANT SANITARY COVERING, FLEXIBLE SEAMLESS MOLDED CLOSED-CELL PVC RESIN, FORMULATED WITH ANTI-MICROBIAL ADDITIVE TO LIMIT PRINCIPAL ENTRANCE BUILDING
> PROVIDE WITH WALL MOUNTED TEMPERATURE SENSOR THE GROWTH OF FUNGUS AND BACTERIA, TO EXPOSED PIPING (TO PROTECT AGAINST HEAT/CONTUSIONS) AS PER LOCAL CODES. SINGLE CARRIER, WALL MOUNTED, WALL FLANGES TO ATTACH TO BACKING
PLATE SECURED IN WALL WITH CONCEALED ARMS LOCKING DEVICE AND LEVELING SCREWS. MOUNT TEMPERATURE MIXING VALVE NAD TRANSFOMER WITHIN STUD WALL BEHIND ACCESS PANEL.
3. AIR FLOW AND SOUND PRESSURE RATINGS ARE WITH FAN ON HIGH SPEED 965MM X 838MM X 2184MM HIGH BUILT-IN HIGH GLOSS ACRYLIC UNIT WITH TEXTURED SHOWER BOTTOM, INTEGRAL MOULDED SOAP DISH AND SHELVES WITH FIBERGLASS REINFORCED BACKING. TWO 400MM —
4. C/W CONDENSATE PUMP. CONDENSATE PUMP MAY BE INTEGRAL OR FIELD SUPPLIED LONG BY 32MM DIAMETER VERTICAL S.S. GRAB BARS, S.S CURTAIN ROD. THESE FLOORS MUST BE SET ON GROUTBED IN ORDER THAT FLOORS BE LEVEL. SHOWER DRAIN GASKET. SHOWER VALVE ONLY, C.P. drawing tile
PRESSURE BALANCING VALVE, SOLID BRASS BODY, ADJUSTABLE TEMPERATURE LIMIT STOP, INTEGRAL CHECK STOPS, C.P. ESCUTCHEON PLATE AND SINGLE CONTROL METAL LEVER HANDLE. PROVIDE ALL
5. REFER TO SPECIFICATIONS FOR COMPLETE SOUND PRESSURE LEVEL LISTING BY OCTAVE BAND FOR EACH SIZE OF FAN COIL ) ' ’ , ’
Sh-1 SHOWER GENERALUSE | NECESSARY PIPING, COUPLINGS AND ADAPTORS TO CONNECT SHOWER VALVE, CONTROLS AND SHOWERHEAD. PROVIDE ADEQUATE BACKING IN WALL FOR MOUNTING HEAD AND VALVES. SHOWER HEAD, C.P.
TURBINE 5.7 LPM FLOW WITH ARM AND FLANGE. 990MM VINYL CURTAIN AND S.S. HOOKS PROVIDE S.S. SHOWER FLOOR DRAIN WITH S.S. STRAINER, 50MM OUTLET (PROVIDED WITH SHOWER BASE) PROVIDE 'P'
TRAP. ( ) MECHANICAL SCHEDULES
HUMIDIFIER - ELECTRIC 1524MM X 915MM BUILT-IN PRECAST TERRAZZO WITH SLOPED THRESHOLD, FOR 50MM DEPRESSION. INTEGRAL S.S. CAP, TILING EDGES AND INTEGRAL FLOOR DRAIN WITH CAST BRASS BODY 50MM OULET
WITH S.S. SECURED STRAINER, FOR RECESSED ALCOVE INSTALLATION. THESE FLOORS MUST BE SET ON GROUTBED IN ORDER THAT FLOORS BE LEVEL. PROVIDE S.S. SHOWER FLOOR DRAIN WITH S.S.
TAG SERVICE A'FEJL:;)W C{g}ﬁ 'RT)Y ABSORPTEW)D'STANCE Eluf\}v‘(\w)\ ETJBE(,RC”ﬁHA)'R L(ED/E\ﬁ'ng‘l\_:? EE\E/‘;L%%?L MA?}J\',“V';UT NOTES Sha SHOWER SARRIER FRee | STRAINER, 50MM OUTLET (PROVIDED WITH SHOWER BASE) SHOWER VALVE ONLY, C.P. PRESSURE BALANCING CONTROLLER, GAST BRASS BODY, WASHERLESS, CERAMIC DRIP-FREE DISC VALVE CARTRIDGE,
- MAXIMUM TEMPERATURE LIMIT STOP, VOLUME CONTROL, SERVICE STOPS, BRASS ESCUTCHEON PLATE, SINGLE CONTROL METAL LEVER HANDLE AND CAST BRASS ONE PIECE ARM/FLANGE. PROVIDE ALL —
NECESSARY PIPING, COUPLINGS AND ADAPTORS TO CONNECT SHOWER VALVE, CONTROLS AND SHOWERHEAD. PROVIDE ADEQUATE BACKING IN WALL FOR MOUNTING HEAD AND VALVES. SHOWER HEAD, C.P. rawn by
HUM-1 DOAS-1 1180 205 1600 600 X 400 13/10 13/85 575/3/60 17 1,2 : : :
WITH 5.7 LPM TURBINE FLOW. CURTAIN ROD, S.S. 32MM DIA. 20 GA. LENGTH TO SUIT. 1829MM VINYL CURTAIN AND S.S. HOOKS. PROVIDE 'P' TRAP. dessine par GR
BUILT ON SITE SHOWER. FLOOR DRAIN WITH EPOXY COATED CAST IRON BODY, 50MM OULET WITH ADJUSTABLE S.S. STRAINER, ANCHOR FLANGE, REVERSIBLE CLAMPING COLLAR AND PRIMARY AND
NOTES: SECONDARY WEEPHOLES. SINGLE HANDLE SHOWER CONTROL VALVE, PRESSURE BALANCING MIXING VALVE, BRASS BODY, WASHERLESS CERAMIC DRIP-FREE DISC VALVE CARTRIDGE, INTEGRAL HOT LIMIT designed by
1. SUITABLE FOR USE WITH POTABLE WATER. SH-3 SHOWER GENERAL USE | STOP, METAL WALL ESCUTCHEON, METAL LEVER HANDLE. SPRAY HAND SHOWER AND ADJUSTABLE SLIDE RAIL, 9.5 LPM, COMPLETE WITH INTEGRAL CHECKS AND VACUUM BREAKER. PROVIDE ALL NECESSARY conc par JDB
2 DUCT MOUNTED DISTRIBUTION T0 BE FIELD INSTALLED PIPING, COUPLINGS AND ADAPTORS TO CONNECT SHOWER VALVE, CONTROLS AND SHOWERHEAD. PROVIDE ADEQUATE BACKING IN WALL FOR MOUNTING HEAD AND VALVES. CURTAIN ROD, S.S. 32MM DIA. 20
: i GA. LENGTH TO SUIT. 1829MM VINYL CURTAIN AND S.S. HOOKS. PROVIDE 'P' TRAP.
COUNTER | PASIN: SINGLE BOWL SINK, STAINLESS STEEL, SINGLE HOLE, 480MM X 460MM X 200MM DEEP, COUNTER MOUNTED, SELF RIMMING, BACK LEDGE, SATIN FINISH, 40MM TAILPIECE, SOUND DEADENING COMPLETE 252?33‘32 ggr
SK-1 SINK VOUNTED | WITH MOUNTING KIT. FAUCET: CAST BRASS BODY, 254 MM LONG SPOUT, 8.3 LPM AERATOR OUTLET, LEVER HANDLE, ADJUSTABLE VOLUME CONTROL. P-TRAP, CHROME PLATED, HEAVY CAST BRASS RD
ADJUSTABLE BODY, WITH SLIP NUT, 40 MM INLET, BOX FLANGE AND SEAMLESS TUBULAR WALL BEND. PROVIDE LOOSE KEY SUPPLY STOPS, SS FLEX SUPPLIES TO SPOUT.
VITREOUS CHINA, FLOOR MOUNTED, SIPHON JET FLUSH ACTION , 54 MM FULLY GLAZED INTERNAL TRAPWAY, FLOOR OUTLET, BOLT CAPS, 38MM TOP SPUD. EXPOSED FLUSHOMETER, CHROME PLATED, 6.0L bid project manager
FLOOR MOUNTED |FACTORY SET FLOW, QUIET ACTION DIAPHRAGM TYPE, INFRARED SENSOR LOCATED ON A 1250 X 125MM STAINLESS STEEL PLATE, COURTESY FLUSH OVER-RIDE BUTTON, FLUSH TUBE FOR 202MM ROUGH-IN, offre RP administrateur
WC-1 e OLET VACUUM BREAKER, LOCATED ABOVE THE TOILET SEAT. COMPLETE WITH TRANSFORMER. HEAVY DUTY TOILET SEAT, FOR ELONGATED BOWL OPEN FRONT, WHITE SOLID PLASTIC, LESS COVER, REINFORCED de projets
STAINLESS STEEL CHECK HINGES, METAL FLAT WASHERS STAINLESS STEEL POSTS AND NUTS. TOILET SUPPLY, CHROME FINISH POLISHED BRASS, 13 MM 1. P. S. INLET X 76 MM LONG RIGID HORIZONTAL ,
NIPPLE, WHEEL HANDLE, ESCUTCHEON AND FLEXIBLE STAINLESS STEEL RISER. FLOOR FLANGE, (SAME MATERIAL AS THE CONNECTING PIPE DRAIN), WITH ALL BRASS BOLTS AND WITH WAX GASKET. zﬁfgtud;:;et
VITREOUS CHINA, RIGHT HEIGHT FLOOR MOUNTED, SIPHON JET FLUSH ACTION , 54 MM FULLY GLAZED INTERNAL TRAPWAY, FLOOR OUTLET, BOLT CAPS, 38MM TOP SPUD. EXPOSED FLUSHOMETER, CHROME 2013-04-19
PLATED, 6.0L FACTORY SET FLOW, QUIET ACTION DIAPHRAGM TYPE, INFRARED SENSOR LOCATED ON A 125MM X 125MM STAINLESS STEEL PLATE, COURTESY FLUSH OVER-RIDE BUTTON, FLUSH TUBE FOR .
We we FLOOR MOUNTED- | 292MM ROUGH-IN, VACUUM BREAKER, LOCATED ABOVE THE TOILET SEAT. COMPLETE WITH TRANSFORMER. HEAVY DUTY TOILET SEAT, FOR ELONGATED BOWL OPEN FRONT, WHITE SOLID PLASTIC, COMPLETE project no. DIALOG NO. 09487T.02
) BARRIER FREE | WITH COVER, REINFORCED STAINLESS STEEL CHECK HINGES, METAL FLAT WASHERS STAINLESS STEEL POSTS AND NUTS. TOILET SUPPLY, CHROME FINISH POLISHED BRASS, 13 MM 1. P. S. INLET X 76 MM no. du projet
LONG RIGID HORIZONTAL NIPPLE, WHEEL HANDLE, ESCUTCHEON AND FLEXIBLE STAINLESS STEEL RISER. FLOOR FLANGE, (SAME MATERIAL AS THE CONNECTING PIPE DRAIN), WITH ALL BRASS BOLTS AND R.047995.001
WITH WAX GASKET.
drawing no.
dessine no.

M6.01

DATE PLOTTED: 2013-10-02 PRINTED SCALE: 1:100

CAD FILE: M:\BUILDINGS\09487T\02\3 2D WD\MECH\PLOT\GVI-PEB-M6.01.DWG
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