
REFER TO ELECTRICAL
DRAWINGS FOR POLE

EXPOSED ARCH CONCRETE
BASE BY MEANS OF ARTFORMS
SINGLE USE CONCRETE FORM

FIN. ASPHALT PAVING
OR  CONC SIDEWALK

BASE PLATE & ANCHOR BOLTS DESIGNED
AND SUPPLIED BY POLE MANUFACTURER
COORDINATE WITH ELECT. CONTRACTOR

310Ø TOP & 610Ø BOTTOM 32 MPa  CONC. WITH
5% TO 7% AIR. REINF'D WITH 4-15M VERT. TOP,
6-15M VERT. BOT. -10M@150 TIES FOR TOP 900,
REMAINDER @ 400 o.c. TO BASE VIBRATE
CONC. WELL AND FILL ALL EXPOSED VOIDS
WITH CONC. FOR SMOOTH FINISH

6-15M VERT.

DENOTES TOP 1500
(BELOW GRADE)  TO BE
FORMED W/ FIBRE FORM

1. FOR EXACT LOCATION AND NUMBER OF THE REQUIRED LIGHT POLE FOUNDATIONS
REFER TO THE CIVIL, LANDSCAPE, ARCHITECTURAL AND ELECTRICAL DRAWINGS.

75mm CONC.
COVER TYPICAL
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1. FOR EXACT LOCATION AND NUMBER OF THE REQUIRED FLAG POLE
FOUNDATIONS REFER TO THE ARCHITECTURAL DRAWINGS.
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REFER TO ARCH. DRAWINGS FOR POLE AND
BASE ANCHORAGE DESIGNED BY OTHERS.
CONTRACTOR TO COORDINATE PRIOR TO
POURING FOUNDATION.

 610Ø

FIN. ASPHALT PAVING
OR  CONC SIDEWALK

EXPOSED ARCH CONCRETE
BASE BY MEANS OF ARTFORMS
SINGLE USE CONCRETE FORM

310Ø TOP & 610Ø BOTTOM 32 MPa  CONC. WITH
5% TO 7% AIR. REINF'D WITH 4-15M VERT. TOP,
6-15M VERT. BOT. -10M@150 TIES FOR TOP 900,
REMAINDER @ 400 o.c. TO BASE VIBRATE
CONC. WELL AND FILL ALL EXPOSED VOIDS
WITH CONC. FOR SMOOTH FINISH

6-15M VERT.

DENOTES TOP 1500
(BELOW GRADE)  TO BE
FORMED W/ FIBRE FORM

75mm CONC.
COVER TYPICAL

 75
0 4-15M VERT.

 310Ø

REFER TO ELECTRICAL
DRAWINGS FOR POLE

EXPOSED ARCH CONCRETE
BASE BY MEANS OF ARTFORMS
SINGLE USE CONCRETE FORM

PROVIDE BRASS
MARKING ABOVE
CONDUIT LOCATION

FIN. ASPHALT PAVING
OR  CONC SIDEWALK

BASE PLATE & ANCHOR BOLTS
DESIGNED AND SUPPLIED BY POLE
MANUFACTURER COORDINATE
WITH ELECT. CONTRACTOR

460Ø TOP & 900Ø BOTTOM 32 MPa  CONC.
WITH  5% TO 7% AIR. REINF'D WITH 8-20M
VERT. - 10M@200 TIES FOR TOP 1800,
REMAINDER @ 400 o.c. TO BASE VIBRATE
CONC. WELL AND FILL ALL EXPOSED VOIDS
WITH CONC. FOR SMOOTH FINISH

8-20M VERTICAL

DENOTES TOP 1500
(BELOW GRADE)  TO
BE FORMED W/ FIBRE
FORM

1. FOR EXACT LOCATION AND NUMBER OF THE REQUIRED LIGHT POLE FOUNDATIONS
REFER TO THE CIVIL, LANDSCAPE, ARCHITECTURAL AND ELECTRICAL DRAWINGS.

75mm CONC.
COVER TYPICAL
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SAWCUT SEE PLAN
(40mm IN DEPTH)

T/O SLAB

200mm THICK OF 19mmØ CRUSHED
LIMESTONE SUB-BASE COMPACTED
TO 100% STANDARD PROCTOR
DENSITY. (TYP)

10M@400 O/C
EACH WAY

15MIL VAPOUR
RETARDER (SEE ARCH.)
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TERMINATE REINF.
BAR 150mm FROM
SAWCUT JOINT

WET CURE FOR
7 DAYS MIN.

REINFORCED CONC FOUNDATION
W/ REINF CONC PIER.

16 -15M DOWELS

ANCHOR RODS CAST-IN BY
GENERAL CONTRACTOR.

PROVIDE CONDUIT AS REQUIRED.
REFER TO ELECTRICAL SITE PLAN
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CAMERA POST BY OTHERS

1000mmØ (40") ROUND PIER
R/W 16-15M VERT. + 4-10M TIES

COVER (TYP)
75 mm

(HOOKED @ EACH END) TOP & BOT. EACH WAY
1500x1500 SQ. FTG R/W 7-15M
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+9500 (MAX.)

+500 (VARIES)

NOTES:

1. SOIL PARAMETERS (TO BE SIZE VERIFIED):
DENSITY = 20 kN/m³
Kp = 2.0
BEARING CAPACITY = 150 KPa (SLS)

2. ALL CONCRETE TO BE CLASS C1, 35 MPa @28 DAYS W/ 5-8% AIR ENTRAINMENT, UNO.

3. ALL REBAR TO CONFORM TO CAN/CSA-C30.18

4. NORTH CONSULTANT IF EXISTING SITE CONDITIONS ARE DIFFERENT THAN SHOWN ON
THIS SKETCH PRIOR TO PROCEEDING WITH THE WORK.

ANCHOR RODS CAST-IN BY
GENERAL CONTRACTOR.

1000mmØ (40") ROUND PIER
R/W 16-15M VERT. + 4-10M TIES

S E C T I O N

P L A N

200mm CONC. WALL
R/W 10M@250 H
15M@200 V (TYP)
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32MPa CONC.
SLAB ON GRADE

SEE ARCH.
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LIGHT POLE DETAIL (4.0m MAX HEIGHT)1
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FLAG POLE DETAIL3
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LIGHT POLE DETAIL (7.0m MAX HEIGHT)2
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POLISHED CONCRETE FLOOR4
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CAMERA POLE DETAIL8
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STAIR PLAN5

 1 : 20S4.03S4.03

SECTION6

 1 : 20S4.03S4.03

SECTION7

ISSUED FOR BID 2013/10/04


