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DETACHABLE
WINCH

POLE HEIGHT IN
VERTICAL
POSITION IS 10m

REINFORCED CONC FOUNDATION
w/ REINF CONC PIER. REFER TO
STRUCTURAL DRWGS FOR
REINFORCING. COORDINATE ANCHOR
BOLT & CONDUIT LOCATION w/
MANF. DETAILS - TYPICAL

TILTING POLE CABINET BASE w/
LOCKABLE DOOR AND DETACHABLE WINCH

TILTING POLE CABINET BASE w/
LOCKABLE DOOR AND
DETACHABLE WINCH

1000mm DIA. CONC PIER
R/W 16 - 15M VERT
+ 4 - 10M TIES

16 x 15M DOWELS

1500 x 1500 SQUARE FOOTING
REINF w/ 7 - 15M
(HOOKED ON EACH END)
TOP & BOTTOM EACH WAY

ANCHOR BOLTS BY CCTV POLE
SUPPLIER. PROVIDE EMBEDDMENT
IN ACCORDANCE w/
MANUFACTURERS REQUIREMENTS

PROVIDE 75mm COVER TYPICAL

50mm NON SHRINK
GROUT AT BASEPLATE

PROVIDE CONDUIT AS
REQUIRED. REFER TO
ELECTRICAL SITE PLAN

ANCHOR BOLTS BY CCTV POLE SUPPLIER.
PROVIDE EMBEDDMENT IN ACCORDANCE
w/ MANUFACTURERS REQUIREMENTS

REFER TO
ELECTRICAL AND
SECURITY PLANS
FOR CCTV CAMERA
(NOT SHOWN)

NOTE:

50

9 GUAGE 50mm MESH
FABRIC

BOTTOM RAIL

BAND  TIES 300
O.C.

BAND TIES 38 O.C. FROM
WITHIN 100 FROM TOP
AND BOTTOM

ALUM SELF-LOCKING
BAND TIES

BAND TIES 300 O.C.

TENSION BAND 300
O.C. MAX WITHIN
100 FROM TOP AND
BOTTOM

TENSION BAR

CARRIAGE BOLT

TENSION WIRE
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1500
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. GRAVEL BASE

50mm THICK ASPHALT WALK
AT INSTITUTION SIDE OF
SECURITY FENCE

TOP & BOTTOM  AND BRACE RAILS
TO BE MOUNTED ON PUBLIC SIDE OF MESH

300mm DIA CONCRETE
FOUNDATION AT LINE POSTS
400mm DIA CONCRETE
FOUNDATION AT CORNER POSTS
REFER TO STRUCTURAL

FENCE DETECTION SYSTEM (FDS)
TO BE LOCATED ON EXTERIOR
(PUBLIC) SIDE OF MESH. HEIGHT OF
FDS TO BE IN ACCORDANCE WITH CSC
STANDARDS. CONFIRM w/ DR

SLOPE EXTERIOR
GRADE AWAY
FROM FENCE

2500 MAX 2500 MAX
LINE POST TO BE EQUALLY SPACED

254
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406

25
24

13

EQ
EQ

CORNER, END OR
PULL POST

TOP RAIL 42.2mm O.D.

BRACE RAILS
OUTSIDE OF
FENCE

TRUSS ROD
9mm MIN. DIAM.

CONCRETE PIER

TIE WIRES
300 O.C. MAX.

LINE POST

GALV. CHAIN LINK FABRIC, 50mm
MESH, 4.8mm WIRE SIZE

6 STRANDS
BARB WIRE

STEEL BARBED-TAPE CONCERTINA.
REFER TO SECTION DETAIL

TIE WIRES
300 O.C. MAX.

FENCE DETECTION SYSTEM
(FDS) IN ACCORDANCE w/ CSC
STANDARDS. REFER TO ELEC
AND SITE PLAN FOR EXTENT

WIRE MESH SHALL BE CONTINUOUS TOP
TO BOTTOM AND APPLIED TO THE
INSTITUTION SIDE OF POSTS. T&B OF
MESH SHALL BE BARBED EDGES

FENCE POST SCHEDULE
LINE POSTS SHALL BE 73mm O.D.
STRAIN POSTS SHALL BE 114mm O.D.
CORNER POSTS SHALL BE 150mm O.D.

BOTTOM RAIL 42.2mm
O.D.

REFER TO ELEC FOR LOCATION OF
SPEAKERS ON EXTERIOR
SECURITY FENCE
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460

TAPE COILS TIED TO BARBED WIRES AT
EVERY SPIRAL TURN ON BOTH SIDES OF
OUTRIGGER

STEEL BARBED-TAPE CONCERTINA
(BARBS OMITTED FOR CLARITY)
460mm DIAMETER, 760mm LOOP w/ 3 CLIPS
COVERING 1800mm @ 125mm SPACING PER
COIL

BARBED-TAPE

BARBED WIRE

3.7mm DIA.
STAINLESS
STEEL WIRE

LINE POST

THREE ROWS OF BARBED WIRE THROUGH
OUTRIGGER ARMS EACH SIDE

FLAT CONCRETE CAP

200 dia. STEEL PIPE
BOLLARD FILLED
WITH CONCRETE. COVERED
WITH SUREGUARD BOLLARD
SHIELD.  PAINT FINISH

CONCRETE SLAB, REFER TO
STRUCTURAL.

CONCRETE BASE. PROVIDE
MINIMUM  200 OF CONCRETE
COVERAGE.

10M STEEL TIES @400 O.C.

WELDED STEEL CAP

150 dia. GALV. STEEL PIPE
BOLLARD. PROVIDE CONDUIT
FOR INTERCOM SYSTEM
FINISH w/ SUREGUARD BOLLARD
SHIELD.  PAINT FINISH

CONCRETE SLAB, REFER TO
STRUCTURAL.

CONCRETE BASE. PROVIDE
MINIMUM  200 OF CONCRETE
COVERAGE.

10M STEEL TIES @400 O.C.

COORDINATE LOCATION OF
INTERCOM w/ DR
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GALV. CHAIN LINK FABRIC, 50mm
MESH, 4.8mm WIRE SIZE. GATE POSTS
114mm

ALL FENCE DETECTION
SYSTEM (FDS) TERMINATIONS
AND END OF LINE IN
ACCORDANCE
w/ CSC STANDARDS

TYPICAL GATE SHALL BE WELDED
43mm OD PIPE. ALL GALV AFTER
FABRICATION. STANDARD WIRE MESH

BRAKE FORMED, GALV STEEL
ENCLOSURE AT HEAD OF
GATE FOR GATE CLOSURE

PROVIDE REINFORCED SECTION AT
GATE FOR LOCKSET

PROVIDE REINFORCED
SECTION AT GATE
LOCK POST FOR
ELECTRIC STRIKE

REFER TO ELEC FOR
INTERCOM AND
SPEAKER AT ALL
GATES TYPICAL

PROVIDE 150mm DIA GALV STL
BOLLARD @ GATE FOR
INTERCOM CALL. BOLLARD
TO BE 1200mm ABOVE & BELOW
GRADE. PROVIDE CONDUIT
TO PEB CONTROL DESK
REFER TO ELECTRICAL

PROVIDE ALL
CONDUIT FOR INTERCOM,
SPEAKERS AND
ACCESS AS REQ'D
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75mm REINFORCED
CONCRETE PLANTER BOX

PHENOLIC PANEL
CLADDING TO MATCH
CEILING TYPE C4

450mm GROWING MEDIUM

560mm APPROVED FILL
MATERIAL

WATERPROOF MEMBRANE

200mm GRANULAR FILL
COMPACTED 100% S.P.

BACKFILL COMPACTED
98% S.P.
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A1.51
Project  Number

SITE DETAILS
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CCTV CAMERA POLE1
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FENCE DETAILS6
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SECURITY FENCE SECTION7
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TYPICAL SECURITY FENCE5
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RAZOR WIRE DETAIL2
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BOLLARD AND DOOR OPR. POST8
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TYP. SECURITY FENCE DOOR3
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PLANTER DETAIL4


