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GENERAL NOTES
1. THIS DRAWING INDICATES GENERAL INTENT OF DESIGN ONLY.

CONTRACTOR TO VERIFY EXISTING SITE CONDITIONS, PRIOR

TO ORDERING MATERIALS AND COMMENCING WORK. REPORT

TO DEPARTMENTAL REPRESENTATIVE ANY DISCREPANCIES

BETWEEN EXISTING AND DESIGN DRAWINGS.

2. ZONE COVERAGE TO BE LIGHT HAZARD UNLESS OTHERWISE

SPECIFIED.

3. REFER TO SPECIFICATIONS FOR SPRINKLER TYPES TO BE

INSTALLED BASED ON CEILING FINISHES.

4. COORDINATE INSTALLATION OF NEW WORK WITH ALL TRADES.

KEYNOTES
SPRINKLERS WITHIN ELECTRICAL AND COMMUNICATIONS

ROOMS TO BE INTERMEDIATE TEMPERATURE RATED.
1

KEY NOTES

REMOVE SPRINKLERS TO FACILITATE CEILING MODIFICATIONS.1

GENERAL NOTES
1. THIS DRAWING INDICATES GENERAL INTENT OF DESIGN ONLY.

CONTRACTOR TO VERIFY EXISTING SITE CONDITION,  PRIOR

TO ORDERING MATERIALS AND COMMENCING WORK. REPORT

TO DEPARTMENTAL REPRESENTATIVE ANY DISCREPANCIES

BETWEEN EXISTING AND DESIGN DRAWINGS.

2. DEMOLISH WORK AS INDICATED.

3. REMOVE ALL DEBRIS AND RUBBISH ONCE JOB IS COMPLETE.

4. COORDINATE DEMOLITION AND REPAIR WITH ALL TRADES.
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