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CONDENSER SUPPORT CURB.
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FIRST FLOOR ROOF
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CHR

HEADER

CHS

HEADER
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CONDENSING UNIT

CU-1

EQUIPMENT SUPPORT

CURB. TYPICAL. REFER TO

4

S01

REFRIGERANT PIPING

TO CHILLERS. FOR

CONTINUATION,

REFER TO

2
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EXHAUST AIR DUCT.

FOR CONTINUATION,

REFER TO

3
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NOTES

1. COORDINATE INSTALLATION WITH EXISTING

MECHANICAL AND ELECTRICAL AND NEW

ELECTRICAL. WHERE ALTERATIONS TO THE

PROPOSED LAYOUT ARE REQUIRED, SUBMIT

PROPOSED CHANGES TO DEPARTMENTAL

REPRESENTATIVE FOR APPROVAL, PRIOR TO

PROCEEDING TO THE INSTALLATION.

2. REFRIGERANT PIPING SUPPORT SPAN TO BE

1800 mm MAXIMUM.

CONDENSING UNIT

CU-2

25x25x3 WELDED WIRE BIRD SCREEN CLOSURE WITH

25x6 MS BAR REINFORCING ALL EDGES. CONTINUOUS

AROUND CONDENSER PERIMETER TYPICAL. SECURE

TO CONDENSER BASE FRAME AT 150 O.C.

REFRIGERANT PIPING

SUPPORT STAND.

TYPICAL. REFER TO

1

H05

UNIONS

REFRIGERANT

PIPING

BALANCING

VALVE

CHILLER

COMPRESSORS

EXISTING HOT WATER

SUPPLY AND RETURN
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