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NOTES

1. REMOVE ALL MECHANICAL MADE REDUNDANT. DRAWING DOES

NOT SHOW ALL REQUIREMENTS. DETERMINE EXTENT OF

DEMOLITION ON SITE.

2. REFRIGERANT LINES AND PIPING SUPPORTS BETWEEN EXISTING

CHILLER AND ROOFTOP CONDENSER TO BE REMOVED ENTIRELY.

DISPOSE OF OLD REFRIGERANT IN ACCORDANCE WITH FEDERAL

HALOCARBON REGULATIONS. REFER TO STRUCTURAL FOR

REMOVAL OF ROOFTOP PIPING SUPPORTS.

3. REMOVE CHILLED WATER SUPPLY AND RETURN PIPING UP TO

SUITABLE POINT FOR REUSE WITH NEW CHILLERS. LOCATION TO

BE DETERMINED ON SITE.

4. RELOCATE EXPANSION TANK. REMOVE PIPING UP TO SUITABLE

POINT FOR REUSE TO NEW LOCATION. LOCATION TO BE

DETERMINED ON SITE.

5. ROTATE AND RELOCATE CONDENSATE TRAP TO PROVIDE CLEAR

SERVICE ACCESS FOR NEW CHILLERS. REMOVE CONDENSATE

PIPING TO SUITE RELOCATION.

6. REMOVE EXISTING TRANE CONDENSER UNIT. REFER TO DRAWING

301.

7. REMOVE EXISTING TRANE CHILLER AND ALL ANCILLARY DEVICES

AND INSTRUMENTS COMPLETELY.

DEMOLITION LEGEND

EXISTING TO REMAIN

EXISTING TO BE MODIFIED

EXISTING TO BE REMOVED

EXISTING ITEMS TO BE REMOVED
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