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RETAINING ANGLES SHALL BE
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DAMPER INSTALLATION SLEEVE
SHALL BE SAME THICKNESS

AS DUCT (MINIMUM). FASTEN TO
ANGLES WITH NO. 10 SHEET METAL
SCREWS 150mm (6”) ON CENTRE -
OR OTHER ULC APPROVED

METHOD.

FIRE SEPARATION. REFER TO
ARCHITECTURAL DRAWINGS
FOR CONSTRUCTION.

CLEARANCE BETWEEN THE
SLEEVE AND WALL OPENINGS
SHALL BE 1% OF HEIGHT AND
WIDTH DIMENSIONS TO A
MAXIMUM OF 12mm (1/2") ALL
AROUND.

REPLACEABLE FUSIBLE
LINK 74?C (1652dF)

GALVANIZED STEEL FRAME

FASTEN DAMPER TO SLEEVE
WITH NO. 10 SHEET METAL
SCREWS 150 (6”) ON CENTRE
OR OTHER ULC APPROVED
METHOD

SUSPEND UNIT WITH
12?7 ROD HANGERS FROM
STRUCTURE.

SPRING TYPE
VIBRATION ISOLATORS

FAN COIL UNIT
REFER TO SCHEDULE.

S— R/A ELBOW

g FILTER — PROVIDE

TRANSITION DUCT AS REQUIRED.
REFER TO PLANS FOR SIZES.
(TYPICAL INTAKE AND DISCHARGE)

SERVICE ACCESS
COOLING COIL

CONDENSATE PUMP

FLEXIBLE DUCT CONNECTOR

[*—— DUCT DIMENSION TO
| MATCH R/A OPENING
| OF FAN COIL UNIT
|
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Contractor to verify all dimensions &
conditions on site and immediately notify
the engineer of all discrepancies.
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RADIUS OF ONE DUCT DIAMETER.
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FLEXIBLE CONNECTION
MANUAL AIR VENT EXISTING DUCTWORK -
(NOT TO SCALE) mm” OPEN TO PLENUM
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MODIFY SUSPENDED CEILING
PLENUM

2 LAYERS 13mm DRYWALL
METAL STUDS

SEAL JOINTS BOTH LAYERS OF
DRYWALL

CORNER BEAD

PRIME PAINT

FINISH PAINT

RATED ACCESS DOOR

BASE TO MATCH EXISTING.

SEAL BASE OF PLENUM TO CONCRETE

X REMOVE & TRIM EXISTING CARPET TILES UNDER PLENUM
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