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RETAINING ANGLES SHALL BE
MINIMUM 40x40x1.9mm (1—1/2"x1—1/2"x16GA).
GALVANIZED STEEL. DO NOT SECURE

ANGLES TO WALL.

GALVANIZED STEEL
INTERLOCKING BLADES.\

BREAKAWAY DUCT CONNECTION.

ACCESS DOOR

/

STAINLESS STEEL CLOSURE
SPRING.

SHALL BE SAME THICKNESS
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DAMPER INSTALLATION SLEEVE

AS DUCT (MINIMUM). FASTEN TO j\

ANGLES WITH NO. 10 SHEET METAL

NCTITTI

!
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SCREWS 150mm (6") ON CENTRE T

OR OTHER ULC APPROVED
METHOD.

FIRE SEPARATION. REFER TO
ARCHITECTURAL DRAWINGS
FOR CONSTRUCTION.

CLEARANCE BETWEEN THE
SLEEVE AND WALL OPENINGS
SHALL BE 1% OF HEIGHT AND
WIDTH DIMENSIONS TO A
MAXIMUM OF 12mm (1/2") ALL
AROUND.

REPLACEABLE FUSIBLE
LINK 74?C (1657dF)

GALVANIZED STEEL FRAME

FASTEN DAMPER TO SLEEVE
WITH NO. 10 SHEET METAL
SCREWS 150 (6") ON CENTRE
OR OTHER ULC APPROVED
METHOD

SPRING TYPE

SUSPEND UNIT WITH VIBRATION ISOLATORS

127 ROD HANGERS FROM
STRUCTURE.

FAN COIL UNIT
REFER TO SCHEDULE.

_______________ S [ NI =— DUCT DIMENSION TO
Ty D | MATCH R/A OPENING
L3 I OF FAN COIL UNIT
______________ =X, = |
! = ®\ \‘----/ |
\ S R/A ELBOW
— ( FILTER — PROVIDE

TRANSITION DUCT AS REQUIRED.
REFER TO PLANS FOR SIZES.
(TYPICAL INTAKE AND DISCHARGE)

SERVICE ACCESS
COOLING COIL

FLEXIBLE DUCT CONNECTOR CHRIRFRETE RUNP

I * l Public Works and Travaux publics et
Government Services services gouvernementaux
Canada Canada

Real Property Direction générale
Branch des biens immobiliers

m FIRE DAMPER INSTALLATION DETAIL

M=7 N.T.S.

. FAN COIL UNIT INSTALLATION DETAIL
w NTS.

DIFFUSER (TYP.)

UNIT

FLEXIBLE DUCT CONNECTION OF
1.5 m MAX. LENGTH AT AIR
TERMINAL UNIT INLET.

FLEXIBLE DUCTWORK (TYP.)
GEAR DRIVE CLAMPS
SOUND ATTENUATOR
REHEAT COIL

WHERE SPECIFIED

VAV AIR TERMINAL

FLEXIBLE DUCT CONNECTION
TO DIFFUSER SHALL NOT
EXCEED 1.5 m

BALANCING DAMPER (TYP.)

BENDS SHALL BE MADE WITH MIN,
RADIUS OF ONE DUCT DIAMETER.
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(NEW TRANSFER )
DUCTS

ROOM

DIM D
(mm)
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Contractor to verify all dimensions &
conditions on site and immediately notify
the engineer of all discrepancies.
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*DEPTH OF DUCT EQUAL TO D

revisions description date

A detail no.
no. du detail

B location drawing no.
sur dessin no.

C drawing no.
dessin no.

/ 3\ VAV BOX DETAL
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4 TRANSFER DUCTS
M-7 N.T.S.

FLEXIBLE CONNECTION

MANUAL AIR VENT

(= |t ava ><}—— SUPPLY —5
o STRAINER
% BALANCING VALVE
(iHeRz=23—| [><}—»—— RETURN —

PNEUMATIC
CONTROL VALVE WIRED
TO ROOM TEMPERATURE SENSOR / BAS

COOLING COIL IN FAN COIL

LLLLL LS LA S

EXISTING DUCTWORK
(NOT TO SCALE) \ mm”ﬂ

OPEN TO PLENUM
- 200 mm

MODIFY SUSPENDED CEILING

NEW PLENUM
— 2 LAYERS 13mm DRYWALL
— METAL STUDS
— SEAL JOINTS BOTH LAYERS OF
DRYWALL
— CORNER BEAD
— PRIME PAINT
— FINISH PAINT

<'>' FIRE RATED ACCESS DOOR

NEW BASE TO MATCH EXISTING.
| SEAL BASE OF PLENUM TO CONCRETE

AT NN
REMOVE & TRIM EXISTING CARPET TILES UNDER PLENUM

project projet
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drawing dessin

MECHANICAL
DETAILS

5\ FAN COIL PIPING DETAIL

M=7 N.T.S.

/-é\ RETURN AIR DUCT DETAIL
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