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OPERATIONS
BOAT HOUSE

PROVIDE TRANSITION SUMP
c/w MAHOLE COVER

ReRe EXISTING
DIESEL CABINET

PROVIDE 600Ø CONCRETE
CATCHBASIN WITH PRECAST
BASE AND 4-15M REBAR

PROVIDE150Ø
SCH 80 PVC
SOLVENT WELD

PROVIDE GASOLINE
CABINET

CIE
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150Ø EMERGENCY VENT

STP

4,600L
GASOLINE

VENT PIPES (2 TYP)
VACUUM GAUGE

FILL/SPILL
BOX (2 TYP)

INTERSTITIAL VENT

9,000L
DIESEL

100Ø EMERGENCY
VENT

50Ø BAFFLE
VENT

 GROUNDING LUG

NOTE:
ACCESS STAIRS AND PLATFORM
NOT SHOWN FOR CLARITY

INSTALL SEISMIC ANCHOR BOLTS
FOR TANK SUPPLIED BY OWNER

SPARE

INSTALL 2 - MORRISON BROS. CLOCK GAUGE
MODEL 918 WITH OVERFILL ALARM BOX
SUPPLIED BY OWNER.

PROVIDE 20Ø SCH 80 PIPE BOILER FOR
c/w DROP TUBE 75mm INTO TANK.

LEVEL
GAUGE

PROVIDE 20Ø SCH 80 BOILER FOS PIPE
c/w SUCTION PIPE TO 75mm FROM TANK BOTTOM WITH FOOT
VALVE, ANTI-SIPHON VALVE AND BALL VALVE.

PROVIDE 2-3/4 HP SUBMERGED TURBINE PUMPS
FEPETRO STP75-VL2 c/w CONTROL BOXES STP-CBS
OR APPROVED ALTERNATE.

SPARE
SPARE

INSTALL STAIRS, WALKWAY AND HANDRAIL
c/w BRACING SUPPLIED BY OWNER

1915Ø x 4928 LONG
TANK
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PROVIDE DOBNEY FOUNDRY
FRAME AND GRATE B 26-B

PARGE ALL PIPE PENETRATIONS
INSIDE AND OUT (TYP.)

100Ø SCH 80 PVC SLOPE @ 1.5% MIN.EXISTING OIL/WATER SEPARATOR

RO
CK

 F
AC

E

ROCK

INSTALL MORRISON BROS.
ALARM BOX AND WIRING
SUPPLIED BY OWNER

SLOPE ALL CONCRETE
TOWARD CATCH BASIN
WITH NO PONDING

GRADE WAY
FROM THE SLAB

PROVIDE MANHOLE COVER
OPW 39CD-WT10 OR
APPROVED ALTERNATE

PROVIDE 100Ø ACCESS PIPE TRANSITION ASSEMBLY BOOT
OPW AXP-40 AND PTA-4175
OR APPROVED ALTERNATE

PROVIDE 20Ø SCH 80 STEEL FOS AND
FOR RETURN PIPING INCLUDING
PAINTING

PROVIDE TRANSITION SUMP
OPW PST-4630 OR APPROVED ALTERNATE c/w ENTRY
AND TEST BOOTS

EXISTING OPW PST-4630 SUMP
AND OPW FLEX WORKS PIPE

PIPE SUPPORT AS REQUIRED

DIESEL

GASOLINE

FOR

FOS

HOSE REEL CABINETS

PROVIDE 25Ø SCH 80 STEEL PIPE FROM 2 STP'S TO THE
GASOLINE AND DIESEL HOSE REELS
c/w PIPE SUPPORTS AS REQUIRED.

SCALE:
PLAN VIEW
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SCALE:
FUEL DISPENSING PIPING PLAN VIEW
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SCALE:
FUEL DISPENSING PIPING ELEVATION
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SCALE:
TRANSITION SUMP AND BOILER PIPING ELEVATION
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15M REBAR ANGLES
900mm o/c OVERLAP

MINIMUM 600mm

15M REBAR CONTINUOUS
ALL AROUND TOP OF CURB50
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CURB DETAIL
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MECHANICAL
ROOM

ELECTRICAL
ROOM

EXISTING 100
Ø STORM DR

AIN EXISTING UNDERGROUND
FOS AND FOR PIPING

PROVIDE 20Ø DOUBLE WALL FLEXIBLE FOS
AND FOR PIPE IN 100Ø ACCESS PIPE OPW
FLEX WORKS OR APPROVED ALTERNATE.
MAINTAIN CONTINUOUS SLOPE FROM
TANK TRANSITION SUMP TO EXISTING
SUMP.

PROVIDE PIPE
SUPPORTS AS
REQUIRED

PROVIDE PIPE SUPPORTS ON TANK TO SUIT (TYP. OF 3)
PAINT AS PER SPECIFICATION SECTION 23 11 14

LIFTING
LUG

PROVIDE 25Ø SCH 80 STEEL PIPE PAINT
AS PER SPECIFICATION SECTION 23 11 14

PROVIDE 20Ø ANTI-SIPHON
VALVE EBW 605-300-01 OR

APPROVED ALTERNATE

PROVIDE 20Ø
BALL VALVE

LIFTING LUG

PROVIDE 2-3/4 HP SUBMERGED
TURBINE PUMPS FEPETRO STP75-VL2

c/w CONTROL BOXES STP-CBS
OR APPROVED ALTERNATE.

AFTER TESTING REMOVE TEST BOOT TO
ALLOW FLOW TO EXISTING SUMP

SLOPE

PROVIDE LEAK DETECTION SENSOR AND
CONNECT TO EXISTING ATI-6107 PANEL
LOCATATE IN THE MECHANICAL ROOM.
ATI-5016A OR APPROVED ALTERNATE.

 GROUNDING LUG

SHIM AND GROUT
TO LEVEL TANK

PROVIDE 200mm THICK CONCRETE SLAB REINFORCED WITH
15M REBAR @ 300mm O/C EACH WAY CENTERED IN SLAB

EXCAVATE TO FIRM SUBSOIL

MINIMUM 150mm GRANULAR BASE
COMPACTED TO 95% MPD (TYP.)

CURB DETAIL
1
-

ADJUST RIM ELEVATIONS TO BE 25mm
ABOVE SURROUNDING SIDEWALK

PROVIDE CONCRETE TO
MATCH EXISTING SIDEWALK

CONCRETE
CURB

INSTALL 13,600L ABOVE
GROUND STORAGE TANK
SUPPLIED BY OWNER
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0.050

0.600 0.600

1.200

LOCKABLE ALUMINUM LID HINGED WITH
LOCK OPEN HARDWARE

DECAL 75mm HIGH LETTERING

FOLD DOWN FRONT TOP DOOR

ALUMINUM PIANO HINGE

8GA ALUMINUM BOX
1.200 x 1.200 x 0.950 HIGH

VENT COVER
(TYP. 2)

50 x 50 SQUARE ALUMINUM
TUBING CABINET FEET
(TYP. 3)

1.220

0.1
00

0.1
50

0.5250.150

1.200

1.300

50 x 50 SQUARE ALUMINUM TUBING
ANGLE CUT WITH HOLES DRILL FOR
ANCHOR BOLTS (OUTSIDE FEET ONLY).

25-12Ø VENT
HOLES EQUAL
GRID SPACING

FRONT VIEW

SIDE VIEW

HOSE REEL CABINET PLAN VIEW

PROVIDE PUSH BUTTON
POWER SWITCH

PROVIDE MOTORIZED HOSE REEL WITH
4 ROLLER GUIDE AND PUSH BUTTON SWITCH
GALVANIZED OR STAINLESS STEEL NORDIC
SERIES RK00 OR APPROVED ALTERNATAE.

PROVIDE 1-20mm AUTOMATIC FUEL NOZZLE
c/w INLINE FLOW METER GPI 01A31LM

OR APPROVED ALTERNATE

PROVIDE 2-91m LENGTHS OF 20Ø FUEL
HOSE GOODYEAR FLEX STEEL FUTURA
OR APPROVED ALTERNATE

NOTE:
CONTRACTOR SHALL PROVIDE SHOP DRAWINGS FOR
OWNER APPROVAL PRIOR TO STARTING FABRICATION.

PAD LOCK HASP

FOLD DOWN FRONT BOTTOM DOOR

ELECTRIC REWIND WITH HAND CRANK OPTION

HAND CRANK TO SUIT CABINET DEPTH
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NOTE:
CONTRACTOR IS RESPONSIBLE FOR TRANSPORT OF THE TANK AND
STAIRS FROM REGAL TANKS TO THE BAMFIELD LIFEBOAT STATION.
REGAL TANKS: 44313 PROGRESS WAY, CHILLIWACK, BC, V2R OL1


