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EXISTING 5000L U/G FUEL TANK
FOR PENTHOUSE GENSET TO BE
C/W DISCONNECTED AND
REMOVED C/W TANK AND ALL
FUEL LINES.
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——PROPOSED EMERGENCY

FEEDER ROUTE IN MAIN
FLOOR CORRIDOR CEILING
SPACE  (EXISTING IS
EXPOSED CEILING TYPE).
CONFIRM FINAL RCUTE ON
SITE W/DEPARTMENTAL

NOTES:

1. COORDINATE EXACT LOCATION OF EMERGENCY ENCLOSURES W/DEPARTMENTAL
REPRESENTATIVE PRIOR TO ALL SITE WORK AND EXCAVATIAL OF CONCRETE PAD.

2. WIRING AND CONDUIT IN RENOVATED AREA REQUIRED TO REMAIN

IN USE FOR ANY

REASON SHALL BE RE—ROUTED, ALTERED AND/OR DIVERTED BY ELECTRICAL CONTRACTOR
IN AN APPROVED MANNER. ANY BRANCH CIRCUIT CONDUIT/WIRING FOR ANY SYSTEM NO
LONGER REQUIRED TO REMAIN IN USE SHALL BE COMPLETELY DISCONNECTED AND
REMOVED BACK TO SOURCE OR IF THIS IS NOT POSSIBLE RENDERED PERMANENTLY
INACCESSIBLE AND COMPLETELY DISCONNECTED FROM PANEL. CAP EXISTING
WIRING/CONDUIT BELOW GRADE AND LABEL WITH PERMANENT SYSTEM. CONFIRM AND
VERIFY EXISTING CONDITIONS ON SITE.

4. E.C. SHALL ARRANGE AND CONFIRM WITH DCC REPRESENTATIVE FOR SERVICE
CONNECTION. THE ENTIRE INSTALLATION SHALL BE TO FULL SATISFACTION OF

DEPARTMENTAL REPRESENTATIVE.

5. E.C. SHALL PROVIDE ALL TRENCHING AND BACKFILLING FOR WIRING/DUCTBANK
INSTALLATION. ALL DUCTBANKS SHALL BE INSTALLED A MIN. OF 915mm BELOW GRADE.

6. E.C. SHALL PROVIDE CONDUIT SLEEVES FOR ALL WIRING ENTERING BUILDING.

7. PROVIDE ALL SPARE (EMPTY) DUCT'S NYLON PULL CORD'S C/W
EXTRA CORD TIED TO DUCT END CAPS AND STUFFED INTO DUCT

THREE (3) METERS OF
ENDS.

8. PROVIDE NEW TOP SOIL, GRASS SOD, SEED AND REPLANT ANY EXISTING AND/OR
PROVIDE SHRUBS TO MATCH EXISTING IN GRASSED AREA THAT ARE TO REMAIN.

9. WHEN TRENCHING THROUGH GRASSED AREAS PROVIDE COMPACTED NATIVE BACKFILL OVER

SAND BED ON DUCTBANK WITH A MINIMUM OF 100mm OF NEW
WITH NEW SOD TO SUIT.
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