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22. 15T @ 400
23. 10M @ 400 HEF
24. 15M @ 400 VEF
25. 2-20B CONTINUOUS
26. 2-15M CONTINUOUS
27. DOWELS TO MATCH VERTICAL REINFORCING
28. HOT-DIP GALVANIZED 50mmØx13 COLLAPSIBLE

LIFTING HOOKS (2 PER SECTION)
29. HOT-DIP GALVANIZED 10mm NON-SLIP CHECKER PL.

IN 1200mm SECTIONS
30. HOT-DIP GALVANIZED L102x102x7.9 @ 1200 O/C @

CHECKER PL. JOINTS. ANGLES WELDED TO WELD
PLATES

31. 12mmØx150LG. BOLTS (1 PER PLATE)
32. 200x200x10 WELD PL. c/w 4-13mmØx150LG. NELSON

STUDS @ 1200 o/c
33. HOT-DIP GALVANIZED L102x102x6.4 BRIDGING
34. CONDUITS. SEE ELECTRICAL
35. HOT-DIP GALVANIZED 100 STUDSx18GA. @ 600 o/c
36. FREE DRAINING GRAVEL
37. 38x89 KEY CONTINUOUS
38. 300mm THICK FOUNDATION WALL c/w 500x200 DP.

CONTINUOUS FOOTING. SEE SECTION 22/S302 FOR
REINFORCING

39. 38mm GALVANIZED STL. BAR GRATING
40. L51x51x3.2 GALVANIZED CONTINUOUS c/w 10x100LG.

NELSON STUDS @ 300 o/c ON FOUR SIDES
41. 250x250 OPEING IN WALL c/w GALVANIZED STL.

MESH. PROVIDE 2-15M T&B + 1-15M VEF EXTRA
AROUND OPENING. EXTEND REINFORCING 600mm
MIN. BEYOND EDGE OF OPENING

EMBEDMENT 450mm
6. 2-20T CONTINUOUS
7. 3-15M @ 300
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