CCGS SAMUEL RISLEY

Site Specific Work Instruction

List of Equipment with Asbestos Risk

1. Equipment with gaskets containing white chrysotile asbestos bonded and
encapsulated by a valcanized elastomer matrix:

EQUIPMENT TYPE LOCATION
Grey Water Drain 3” S.D. Check Frame 40-41, Sthd
Grey Water Drain 3” S.D. Check Frame 39-40, Sthd
Grey Water Drain 3” S.D. Check Frame 39-40, Port
Grey Water Drain 4” S.D. Check Frame 35-36, Port
Grey Water Drain 4” S.D. Check Frame 22-23, Sthd
Grey Water/ Storm Drain 4” S.D. Check Frame 22-23, Port
Storm Drain 4” S.D. Check Frame 27-28, Port
Storm Drain 4” S.D. Check Frame 22-23, Port
Storm Drain 4” S.D. Check Frame 27-28, Sthd
Sewage Discharge 6” S.D.N.R. Frame 34-35, Port
Reverse Osmosis Discharge 3” S.D.N.R. Frame 27-28, Port
Port S.S.G. Raw Water Discharge 3”7 S.D.N.R. Frame 25-26, Port
Sthd S.S.G. Raw Water Discharge 3” S.D.N.R. Frame 25-26, Stbd
Main Engine Raw Water Discharge 6” S.D.N.R. Frame 24-25, Port
Main Engine Raw Water Discharge 6” S.D.N.R. Frame 24-25, Sthd
Bilge Pump Discharge 4” S.D.N.R. Frame 24-25, Port
Oily Water Separator Discharge 2” S.D.N.R. Frame 26-27, Sthd
General Service Pump Discharge 4” S.D.N.R. Frame 24-25, Sthd
Air Conditioning Discharge 3” S.D.N.R. Frame 26-27, Port
Bow Thruster Gearbox Cooler Disch. 1” Gate Frame 39-40, Centre
Bow Thruster Gearbox Cooler Inlet 1” Gate Frame 41-42, Centre
Emergency Fire Pump Inlet 4” Globe Frame 39-40, Centre
Aft Port Sea Chest Vent 4” Globe Frame 17-18, Port
Aft Stbd Sea Chest Vent 4” Globe Frame 17-18, Stbd
Port Fire Monitor Inlet 12” Globe Frame 17-18, Port
Stbd Fire Monitor Inlet 12” Globe Frame 17-18, Stbd
Air to Aft Sea Chest 1” Gate Frame 17-18, Port
Air to Aft Sea Chest 1” Gate Frame 17-18, Sthd
Main Sea Chest Valve 16” Globe Frame 26-27, Port
Main Sea Chest Valve 16 Globe Frame 26-27, Sthd
Recirc to Main Sea Chest 6” Globe Frame 26-27, Port
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Recirc to Main Sea Chest 6” Globe Frame 26-27, Stbd
Air to Main Sea Chest 1” Gate Frame 26-27, Port
Air to Main Sea Chest 1” Gate Frame 26-27, Stbd

2. Equipment with brake

lining containing asbestos:

EQUIPMENT MANUFACTURER LOCATION
Mooring Winch Westec Aft Deck, Port
Mooring Winch Westec Aft Deck, Sthd
Mooring Winch Westec Foc’sle Deck, Port
Mooring Winch Westec Foc’sle Deck, Sthd
Anchor Windlass Westec Foc’sle Deck, Centre
Towing Winch Westec Winch Compartment

3. All gasket material may or may not contain asbestos. It is recommended that
suitable personal protective equipment be worn while removing, or while
working in an area where, old gasket material is being removed through the use

of a wire wheel.
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