Plot Scale:

3C#1 ALUMINUM IN 50mm
RIGID PVC. C/W WEATHER HEAD

RELOCATED METER

100A MAIN BREAKER SERVICE ENTRANCE APPROVED
AND THE FOLLOWING BRANCH BREAKERS: (2)
20AMP/2P, (1) 15A/9, (10) 15A/1P, (8) 20A/1P.
NAMEPLATES REQUIRED FOR CIRCUIT IDENTIFICATION.
EQUAL TO CUTLER HAMMER, SIEMENS, SQUARE D.
ALL CIRCUIT CIRCUITS TO BE GFl PROTECTED.

EXISTING CONTROLS FOR FUEL PUMP
TO BE RELOCATED_\

NEW 100A 24CKT TYPE 3R PANEL BOARD, C/W\

#3 GROUND WIRE IN 25mm PVC CONDUIT. CONNECT —

TO NEUTRAL AND GROUND TERMINAL IN LOADCENTER.

CONTACTOR

(:) ‘ K
1 / S~ TELEPHONE SERVICE
PANEL IN 21mm RIGID PVC

™~—E-STOP FOR FUEL
PUMPS

REFER TO DETAIL 2/M6/M6 FOR
BACKBOARD DETAIL

\CONCRETE CONDUIT GUARD

EXISTING GRADE

GROUND PLATE TO BE DRIVEN INTO
GROUND AT BASE OF POLE. : J
CONNECTIONS TO BE MADE VIA

THERMIT WELDING PROCESS

TELEPHONE SERVICE IN 21mm
RIGID PVC TO FUEL PUMPS

NS
| G TWO RUNS OF 2C#12 SOW
== CaBLE IN 63MM RIGID PVC
EAST ELEVATION

O/H SECONDARY
SERVICE FOR THE HARBOUR

3C#1 ALUMINUM IN 50mm
RIGID PVC. COMPLETE WITH WEATHERHEAD

12V/20A WEATHER PROOF DUPLEX RECEPTACLE ON
' SEPARATE GFl BREAKER (TYP)

2#12 PLUS #12 BOND IN 2tmm PVC

O/H SECONDARY SERVICE
FOR OCEANS PRIDE FISHERIES

RELOCATED LIGHT

3C#1 ALUMINUM IN 50mm
RIGID PVC. COMPLETE WITH WEATHERHEAD

2C#12 RW90, CU IN 21mm PVC C/W
WEATHERHEAD

(TYP) \
100A 24CKT TYPE 3R PANEL BOARD, ¢/w 100A
MAIN BREAKER SERVICE ENTRANCE APPROVED AND
BRANCH BREAKERS AS FOLLOWS: (2) 20A/2P, (2)

20A/1P. NAMEPLATES REQUIRED FOR CIRCUIT
IDENTIFICATION. EQUAL TO CUTLER HAMMER,
SIEMENS, SQUARE D. ALL BRANCH CIRCUITS MUST
BE GFIC PROTECTED

3#12 PLUS #12 BOND IN 21mm PVC
(TYP) — ]
240V/20A WEATHER PROOF RECEPTACLE ON SEPARATE

GFl BREAKER (TYP)

#3 GROUND WIRE IN 25mm PVC CONDUIT, CONNECT — ]
TO NEUTRAL AND GROUND TERMINAL IN LOADCENTER.

| PANEL

GROUND PLATE TO BE DRIVEN INTO

GROUND AT BASE OF POLE.

CONNECTIONS TO BE MADE VIA

THERMIT WELDING PROCESS |

| ——2cf6 SOW IN 50mm
\ e RIGID PVC TO DERRICK

ELECTRICAL WORK AT POLE N

SCALE: 1:25 M2IM6

Omm 500mm

18mm DIA, GALV. MACHINE
BOLTS (4 REQUIRED)

12mm DIA. x 75 LG.
GALV. LAG BOLTS
(8 REQUIRED)

1000mm 1500mm 2000mm 2500mm

32 x 10 GALV. FLAT BAR
SHAPED TO SUIT POLE

12mm DIA. GALV. MACHINE

BOLTS AND WASHERS
AT 250 o.c.

32 x 20 x 6 GALV. STEEL
CHANNEL FRAME (4 SIDES).

P A

WELD AT CORNERS AND
TOUCH UP WITH GALV. PAINT

20 MARINE GRADE PLYWOQOD (SIZE TO SUIT) ON WEB
OF CHANNEL c¢/w 2 COATS OF MARINE GREY ENAMEL

LYWOOD BACKBOARD DETAIL /2

Omm 500mm

SCALE: 1:25 M6|M6

1000mm 1500mm 2000mm 2500mm

100A 24CKT TYPE 3R PANEL BOARD, c/w 100A
MAIN BREAKER SERVICE ENTRANCE AFPROVED AND

4 BRANCH BREAKERS AS FOLLOWS: (1) 60A/2P

(DERRICK), (22) 20A/1P. NAMEPLATES REQUIRED
FOR CIRCUIT IDENTIFICATION. EQUAL TO CUTLER
HAMMER, SIEMENS, SQUARE D. ALL BRANCH
CIRCUITS TO BE GFIC PROTECTED.

\REFER TO DETAIL 2/M6/M6 FOR BACKBOARD DETAIL

——— #3 GROUND WIRE IN 25mm PVC CONDUIT. CONNECT
TG NEUTRAL AND GROUND TERMINAL IN LOADCENTER.

\CONCRETE CONDUIT GUARD

EXISTING GRADE

O

I* Public Works and  Travaux Publics et
Government Services Services gouvernementaux
Canada Canada

Charlottetown, P.E.l., Canada, C1A 7L3

Phone (902) 368-2300 Fax (902)
566-3768
www.colesassociates.com

VeI Soll ke Wt 900 SARmhpl. Tais\inly Sumiy

A detail no.
no. du detail A
Bloccltion drawing no.

revisions date

sur dessin no. B C

C drawing no.
dessin no.

project projet

INFRASTRUCTURE
REHABILITATION
NORTH LAKE HARBOUR
KING'S CO. PEI

drawing dessin

ELECTRICAL LAYOUT

POLE WORK
designed N,L. P. ENG. T concu
date 24 Jan 2013
drawn  CM, P. ENG. dessine

date 24 Jan 2013

h
Tend::/% @m/ Soumission
PWGSC Project Manager Administrateur de projets TPSGC

approved m( approuve

date

project number no. du projet
R.070139.001
drawing no. no. du dessin

M6 OF 6

PWGSC B1

S SR D A !

E-DRM/GDD-E: 293404 Version 1



