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D) D FULL TILE AT
| I /?‘_TRANS‘T‘ON stwip TR | [I-REPLACE C1 CARPET TILES AS - PANT: RTTIO CENE O ¢ PRIMER AND TWO
by I Ne— i , —TRANSITION STRIP TR2 | NEEDED WITH C2 TILES 1.1.NEW PARTITIONS TO RECEIVE ONE COAT OF LATEX PRIMER A
i i . / RECLAIMED FROM DEMOLITION COATS OF LATEX EGGSHELL PAINT.
UF 1 < i
| /V\ 5 . o |3 mE I AREA 1.2.NEW DOORS & FRAMES TO RECENVE ONE COAT OF LATEX PRIMER AND
[
i . - PAINT.
| : BT1 1S EQUAL TO PARTITION'S ~ APPLY TWO COATS OF LATEX SEMI~GLOSS PAINT
g EXISTING COLOUR. MATCH 1.3.EXISTING PARTITIONS TO BE PATCHED, REPAIRED, SPOT PRIMED AND
AREA OF WORK G COLOUR & SHEEN. APPLY TWO COATS OF LATEX PAINT.
\ | T2 IS EQUAL TO PARTITION'S 1.4.EXISTING DOORS & FRAMES TO BE PATCHED, REPAIRED, SPOT PRIMED
' Il EXISTING (PRE CONSTRUCTION) AND APPLY TWO COATS OF LATEX PAINT.
\  TRANSITION COLOUR. MATCH COLOUR & : c w _STAINING BUILDING
STRIP TR2 B = SHERN. 2. PROTECT EXISTING FLOORING BY COVERING WITH A NON—STAINING BUILD
_——-— | TRANSITION STRIP TR2 MATERIAL. PROTECT THE INSTALLATION FROM ROLLING TRAFFIC BY USING
| G719 ON PLYWOOD SHEETS OF HARDBOARD OR PLYWOOD IN POTENTIALLY AFFECTED AREAS
BLOCKING /
I | B oPVENT BACK 3. REPLACE ANY STAINED OR DAMAGED CARPET TILES WITHIN THE AREA OF
< PANELS WORK WITH RECLAIMED TILES REMOVED FROM ROOM 102 & 101 (NEW
| I D TRANSITION V] ' |
STRIP TR? o 1o A KITCHENETTE AREA & LAN ROOM) DURING DEMOLITION.
Ll i a (ot I (e i 4. SEE INVITATION TO TENDER SPECIFICATIONS FOR SAMPLE SUBMITTAL
I ' L= ' REQUIREMENTS.
| 107 | '-63 >/ © 5. REPAIR ALL WATER DAMAGED PARTITIONS AND COLUMNS AT LOCATIONS
| | NOTED ON FINISH PLAN. SCRAPE, PATCH, MAKE SMOOTH AND FINISH WITH
l NEW PAINT FINISH.
| | L /N /\ 2 :
! FINISH PLAN LEGEND
LOBBY SIDE OF DOOR & FRAME TO MATCH EXISTING LOBBY :
PAINT COLOUR AND FINISH. | GO DENOTES FINISH TO BE USED THOUGHT AREA
\ A/ T '\ /. INDICATES LOCATION OF WALL ACCENT PAINT
; XD SEE FINISH SCHEDULE FOR DOOR & FRAME
\ ._ | FINISHES
: REPAIR WATER DAMAGED GYPSUM BOARD
1st FLOOR FINISH PLAN | oo | PARTITIONS AND COLUMNS. SCRAPE, PATCH,
' — ; MAKE SMOOTH AND READY TO RECEIVE NEW
SCALE : 1:100 | PAINT FINISH, PAINT AS NOTED ON FINISH PLAN
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FINISH SCHEDULE
CODE MANUFACTURER SERIES TYPE COLOUR NOTES
VCT - VINYL COMPOSITE TILE ARMSTRONG - MATCH EXISTING MULTICOLOR 51800 BUTTERCREAM YELLOW
SDT - STATIC DISSIPATIVE TiLE ARMSTRONG - OR EQUIVALENT SDTR51951 ARMOR GREY
TO REMAIN AS-IS UNLESS NOTED OTHERWISE. PROTECT FLOOR, CLEAN
L1- EXISTING LINOLEUM AFTER CONSTRUCTION IS COMPLETE
TO REMAIN AS-1S UNLESS NOTED OTHERWISE. PROTECT FLOOR, CLEAN
C1- EXISTING CARPET TILE AFTER CONSTRUCTION IS COMPLETE
I C2 - CARPET TILE RECLAIMED FROM DEMOLITION AREA
TR1 TRANSITION STRIP, VCT TO GARPET TILE RUBBER, 3.2mm TO 6.4mm ADA/BARRIER FREE | BLack
TR2a TRANSITION STRIP, VCT / SDT TO CARPET TILE ;
TR2b TRANSITION STRIP, LANDLORD CORRIDOR FINISH TO LINOLEUM e Sy ATED S MiNoLy et EXTRUDED FIRE RATED AT FIRE RATED DOORS - SEE DOOR SCHEDULE

BLACK (MATCH EXISTING ONISITE -

I B1 - RUBBER BASE MATCH EXISTING RUBBER BASE, 102mm, STRAIT (TOELESS) GARPETED AREAS) USE WHERE C1 CARPET TILE IS USED
GREY (MATCH EXISTING ON SITE
B2 - RUBBER BASE MATCH EXISTING RUBBER BASE, 102mm, TOE WHERE VCT USED - COPIER ROOM | USE WHERE L1, SDT & VCT IS USED
IN DEMOTION AREA) |
B3 - RUSBER BASE MATCH EXISTING RUBBER BASE, 102mm, TOE GREY (MATCH EXISTING ON SITE
IN ROOM 107)
COLOUR AND FINISH TO MATCH | MASTER PAINTERS INSTITUTE (MPI) ARCHITECTURAL PAINTING
I PT1 - PAINT MATCH EXISTING PAINT AND FINISH IN ROOM OR ADJACENT PARTITION, DOOR OR FRAME DR STING FIHES N Room TR P T e
) MASTER PAINTERS INSTITUTE (MPI) ARCHITECTURAL PAINTING
PT1a - PAINT MATCH PT1 - FIRE RETARDANT COATING FOR PLYWOOD BLOCKING MATTE FINISH | TR PN TERS T T MPY
COLOUR AND FINISH TO MATCH | MASTER PAINTERS INSTITUTE (MPI) ARCHITECTURAL PAINTING
PT2 - PAINT MATCH EXISTING ACCENT WALL PAINT iN ROOM 101 STiNG P | T ION TANUAL E3 RATING
PL1 - HIGH PRESSURE PLASTIC LAMINATE PIONITE AT680 :mgﬁmme LIGHT / CRYSTAL OR EQUIVALENT

PL2 - HIGH PRESSURE PLASTIC LAMINATE

NEMA LD3, GRADE VGL,

TYPE S 1.15MM THICK; BASED ON WOOD GRAIN TO MATCH EXISTING MAPLE PRINTED PATTERN , MATT FINISH.

INSTALL ALL PRODUCT ACCORDING TO AS PER MANUFACTURERS INSTRUCTIONS AND NATIONAL MASTER SPECIFICATION UNLESS OTHERWISE NOTED
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