LEGEND

A~ LINE VOLTAGE WIRING AS PER SPECIFICATIONS, RUN 2#12+#12BOND ~ 16mmC
MINIMUM. RUNS SHALL BE CONCEALED IN CEILING AND WALL SYSTEMS. _

— EXISTING FLUORESCENT FIXTURE, RE~WIRED BY ELECTRICAL CONTRACTOR.

® LED FIXTURE, SUPPLIED BY FREEZER MANUFACTURER, WIRED AND INSTALLED BY
FLECTRICAL CONTRACTOR.

$ &,%, SINGLE POLE, THREE WAY, AND FOUR WAY SWITCHES RESPECTIVELY, FLUSH WALL
MOUNTED 1220mm AF.F., WITH STAINLESS STEEL COVERPLATE, UNLESS INDICATED
OTHERWISE. VOLTAGE RATING OF SWITCHES SHALL BE AS INDICATED BY THE CIRCUIT
DESCRIPTION.

By SINGLE POLE SWITCH COMPLETE WITH PILOT LIGHT, FLUSH MOUNTED IN
PRE-INSTALLED BACKBOX IN FREEZER WALL, UNLESS INDICATED OTHERWISE. SWITCH
SHALL BE EQUAL TO HUBBELL HBL1201PL WITH STAINLESS STEEL COVERPLATE.

DUPLEX U-~CROUND RECEPTACLE FLUSH WALL MOUNTED 460mm A.F.F. WITH
STAINLESS STEEL COVERPLATE, UNLESS INDICATED OTHERWISE.

PULL BOX, JUNCTION BOX, DIRECT CONNECTION, OR EQUIPMENT AS INDICATED ON
DRAWING,

THERMOSTAT.
DISCONNECT SWITCH, AS INDICATED ON DRAWING.

THREE PHASE MOTOR AS INDICATED ON DRAWING. WIRING BY ELECTRICAL
CONTRACTOR.

SINGLE PHASE, FRACTIONAL HORSEPOWER MOTOR AS INDICATED ON DRAWING. WIRING
BY ELECTRICAL CONTRACTOR.
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= W 120/208V, THREE PHASE, FOUR WIRE SURFACE AND FLUSH MOUNTED PANEL
RESPECTIVELY.

T2 347/600V, THREE PHASE, FOUR WIRE SURFACE AND FLUSH MOUNTED PANEL
RESPECTIVELY.

DEFINITIONS:
GFCL -  INDICATES GROUND FAULT CIRCUIT INTERRUPTER. |
We, ~  INDICATES WEATHER PROOF GASKETED COVER OR ENCLOSURE. i
AFF, ~  ABOVE THE FINISHED FLOOR. |
MS - INDICATED MANUAL SWITCH, EQUAL TO PASS & SYEYMOUR CAT NO. 7833—P.
RL ~  INDICATES TO RELOCATE EQUIPMENT OR DEVICE, EXTEND SERVICES AS
REQUIRED,
RM ~  INDICATES TO REMOVE EQUIPMENT OR DEVICE, AND ASSOCIATED SERVICES
BACK TC SOURCE.
S - INDICATES SURFACE MOUNTED EQUIPMENT OR DEVICE BOX.

DISCONNECT SWITCH NOTES:

L 600V/3P/30 AMPS DISCONNECT SWITCH EQUIVALENT TO CUTLER HAMMER CAT. No.
THD361INF. WP-INDICATES A WEATHERPROOF DISCONNECT SWITCH CAT. No. 3HD3B1NF,

GENERAL NOTE

IT IS THE CUENT'S INTENTION TO KEEP UNRENOVATED AREAS OF THE BUILDING OPERATIONAL
DURING THE RENOVATIONS AND TO MAINTAIN NORMAL WORKING HOURS. THEREFORE, ANY WORK
WHICH WOULD ADVERSELY AFFECT THE CLIENT'S ONGOING OPERATIONS IS TO BE SCHEDULED
DURING OFF—HOURS (i.e.~11:00 PM TO 7:00 AM., SUNDAY TO SATURDAY). ANY PLANNED SHUT
DOWNS ARE TO BE COORDINATED WITH THE CLIENT'S STAFF WITHOUT EXCEPTION. THE CLIENT'S
BUSINESS OPERATIONS SHALL PREVAIL AND TAKE PRIORITY OVER ANY PLANNED SHUT DOWNS.
THIS CONTRACTOR SHALL ALLOW FOR AND CARRY IN HIS TENDER SUBMISSION, ALL COSTS,
CHARGES, AND PROVISIONS NECESSARY FOR THE INSTALLATION OF HIS WORK DURING
NON—-REGULAR OPERATING HOURS.

TYPICAL LIGHT ONE CEILING TILE IN EITHER DIRECTION.
FIXTURE.
FIXTURE I FIXTURE FIXTURE
#1 #3 l #5
TO LIGHTING CEILING MOUNTED
CIRCUIT ) JUNCTION BO;%( (TYPICAL)
T *
TYPICAL EM Urvpicar ewr
AND WIRE. AND WIRE.

JUNCTION BOX SHALL BE —e
INSTALLED WITHIN 760mm
OF THE FINISHED CEILING

SYSTEM.

FIXTURE
#4

FIXTURE
#2

FIXTURE
#6

TYPICAL #12/2 AC90 DROP
OR 2#12+#12B~16mm C.

OR CEHING MOUNT
OCCUPANCY SENSOR

TION BOX
JUN%U*T Q-DECKING OR
CON CONCRETE STRUCTURE. /

TYPICAL AC90 DROP, PROVIDE ENOUGH SLACK
CABLE TO ALLOW FIXTURE TO BE RELOCATED

FIXTURE
#7

ON TO NEXT

JUNCTION BOX

TYPICAL EMT

AND WARE.

FIXTURE
#8

NO TYE~WRAPS ON

ANY HORIZONTAL ROW.
TO WALL MOUNTED SWITCH

VARIES—
ACS0 SUPPORT

TYPICAL.

FINISHED CEILING SYSTEM J

DETAIL — GENERIC FIXTURE DROP

¥ DEVICES SHOWN AS DOTTED ARE EXISTING TO REMAIN UNLESS INDICATED OTHERWISE, *# | ~ =~ oo

SCALE : N.T.S.

OO —PACKAGED UNIT, SINGLE
PHASE OR THREE PHASE AS

PER DRAWINGS
WIRING AS PER +
DRAWINGS /—NON FUSED HEAVY DUTY
DISCONNECT SWITCH AS PER
DRAWINGS
WIRING AS PER +
DRAWINGS
CIRCUIT AS PER
FLOOR PLANS,

FINAL CONNECTION SHALL BE
LIQUID TIGHT FLEXIBLE CONDUIT.

RISER — TYPICAL PACKAGED UNIT

SCALE : N.T.S

AC90 WIRE TO RUN PARALLEL
TO BUILDING LINES AND DROP
VERTICALLY AT FIXTURE
LOCATIONS ONLY. TYE-WRAP
TO PLASTER BOARD SUPPORT
AT FIXTURE LOCATION. ACS0
CLIPS NOT ACCEPTABLE.
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JUNCTION BOX LOCATED IN
TYPICAL EMT— ACCESSIBLE CEILING SPACE
AND WIRE. Q—DECKING OR
1o paNEL cQNCRm STRUCTURE.

760mm(MAXIMUM) JUNCTION
PULL BOX NOT 70 BE
INSTALLED MORE THAN 760mm
ABOVE FINISHED CEILING
SYSTEM. '

- % \—-—-. —— AC90 SUPPORT

LCEILING

g

AC90 WIRE TO RUN PARALLEL TO
BUILDING LINES AND DROP VERTICALLY
AT WALL TO RECEPTACLE OR
EQUIPMENT LOCATIONS ONLY. WIRING
DAISY CHAINED BETWEEN DEVICES IS
NOT PERMITTED. TYPICAL.

DETAIL — GENERIC RECEPTACLE DROP

SCALE : N.T.S.

USE RAIN TIGHT
EMT CONNECTORS
FOR VERTICAL
RUNS, TYPICAL.
N
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| 4—— TYPICAL EMT
CONDUIT(S)

PANEL

—=— SURFACE MOUNTED

FLOOR

DETAIL — SURFACE MOUNTED PANELS o)

' SCALE : N.T.S.
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|
CONDUIT AND WIRE ——=

FROM RESPECTIVE
PANEL

FLUSH MOUNTED
JUNCTION BOX,

- MOUNTING HEIGHT
AS INDICATED ON
EQUIPMENT NOTES

WALL:
SECTION

90 DEGREE CONNECTOR

S~ LIQUID TIGHT
| FLEXIBLE CONDUIT

—— TYPICAL
EQUIPMENT

FLOOR

DETAIL — TYPICAL DIRECT CONNEC

ON

SCALE : N.T.S.

l*l Public Works and Travaux Publics et
' Government Services Services gouvernementaux
| Canado Canada

F.C. ONeil Scriven & Assoc’s Limited
Consuiting Engineers
Sheol, Hallax, Nova Scolia, B3K 1AS

5450 Comwalis ,

pl (902} 429-0701 £ (802) 423-8729 w: wwwonsaga
341 Townsend Streat, S Nova Scotie, BP 5G1

p: €023 562-809062 (96%‘° 2-6621 f,,? ve'wwonsaca

©| 0]

R ISSUED FOR TENDER l“éé“ql
2 99% REVIEW )\
K 99% REVIEW
0 ISSUED FOR REVIEW
revisions
project IR projet
NEW FOOD

~ STORAGE FREEZER
CHILLED FOOD HOLDING
FOR INSTITUTIONS

RENOUS,NB SPRINGHILLNS & DORCHESTER,NH}

drawing dessin

ELECTRICAL LEGEND
NOTES & DETAILS

designed R T congu

date MARCH, 2014

drown RJ.T. dessiné
L date MA;RCH, 2014

approved R G R. approuvé

ste  MARCH, 2014

Tender )

/ J /7 Soumission
PWGSC Lo Joi - 66 <7
o’/L/\“?/ LS o/ ’7/

PWGSQF ject Manag Administrateur de projets TPSGC
I

project number no. du projet

R.061844.001

drowing no.

no. du dessin
E—-1

E-DRM/GOD-E: 488487




