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DOBNEY 200 CLEANOUT
NO. D14-A TYPICAL

CONCRETE SURROUND

GRANULAR BASE

DIAMETER SAME AS

CONNECTING SEWER

200 MAX.

RADIUS NOT LESS THAN
4.5 TIMES PIPE DIAMETER

CONCRETE ENCASEMENT
MINIMUM 150 THICK
ALL AROUND

—

QW -

\

CLASS 25 kg RIPRAP 0.45m DEPTH

45° WYE

MID BLOCK CLEANOUT

NOTES:
1. ALL PIPE FITTINGS PVC DR28 c/w GASKETS

SEWER CLEANOUT
N.T.S

TOE OF SLOPE

ALL CLEANOUTS MARKED SEWER

90° LONG BEND
(OR X4+ LONG BENE) GRANULAR PIPE BEDDING
§
L
LBA]
B
= RADIUS NOT LESS THAN
o 4.5 TIMES PIPE DIAMETER
45° LONG BEND~—Jin 3 -5,
BELL x SPIGOT CONCRETE ENCASEMENT
MINIMUM 150 THICK
ALL AROUND
300 .
“MAXMIMUM |7 ‘
y. ——J;"ﬂ 3 1_'-‘ﬂL1
- 45° -
_ELOW -

GRANULAR PIPE BEDDING

RIPRAP TO 0.6m ABOVE

TOP OF CULVERT ELEVATION

CULVERT @ (D)

STANDARD MANHOLE FRAME AND COVER
MARKED 'SANITARY" OR 'STORM' TO SUIT

BENCH TO CROWN-{

MINIMUM 100mm BEDDING GRAVEL COMPACTED
TO 95% MODIFIED PROCTOR DENSITY

STANDARD MANHOLE
330
TO MEET ASTM C-478 -
AND C-497 LOAD AND\ INSERT TO BE
MANUFACTURING > WITH PIPE
REQUIREMENTS @6&
GALVANIZED LADDER RUNG GALVANIZED, ALUMINUM OR
TO BE CAST WITH PIPE POLY-ENCASED LADDER RUNG

NOTE:
1. DETAILS ARE DRAWN FOR PRECAST RISERS ON CAST-IN-PLACE BASE.
PRECAST BASES APPROVED BY CONTRACT ADMINISTRATOR ARE
ACCEPTABLE
2. MAXIMUM DEPTH TO FIRST RUNG IS 500mm. WHEN HAND HOLD 1S
INSTALLED BETWEEN TOP AND FIRST RUNG, MAXIMUM DEPTH MAY BE
INCREASED TO 660mm
3. FOR MANHOLES OVER 1200mm DIA. BASE THICKNESS TO BE 200mm.
4. REFER TO STANDARD MANHOLE CONNECTION DETAILS

STANDARD MANHOLES
N.T.S.

RIPRAP TO 0.6m ABOVE
TOP OF CULVERT ELEVATION
TOE OF SLOPE

CLASS 25 kg RIPRAP 0.45m DEPTH
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3.0m

0.6m
0.6m ,

PLAN VIEW

EXISTING GROUND
VARIABLE SLOPE

NON-WOVEN UNDERLAY

GEOTEXTILE

SECTION /AN
.

PLACED RIPRAP AT CULVERT INLETS

N.T.S

CLASS 25 kg RIPRAP 0.45m DEPTH

CLASS 25 kg RIPRAP 0.45m DEPTH

SECTION < % )

PLACED RIPRAP AT CULVERT OUTLETS

N.T.S
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