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General Notes

1. MAKE GOOD ALL SURFACES AFFECTED BY RENOVATION WORK.
FILL, SAND & PAINT TO MATCH EXISTING.

2. EXISTING FLOORING TO BE CLEANED AT ROOMS 100, 101, 104 & 118.
CLEAN & STRIP ALL WAX FROM THESE EXISTING FLOORS. APPLY A POLYMER FLOOR
SOLUTION AS PER MANUFACTURER’S INSTRUCTIONS.

3. REPAINT EXISTING WALLS AT ROOMS 100, 101, 102, 104 & 118.
4. CORCAN FURNITURE PROVIDED BY OTHERS. CONTRACTOR TO ASSEMBLE & INSTALL.

5. BOTH SIDES OF WALL SURFACE WHERE O/H SHUTTER & COUNTER REINFORCEMENT IS
LOCATED TO BE MADE GOOD W/GYPSUM BOARD, FILLED SANDED AND PAINTED.

6. WHERE WALLS ARE REQUIRED TO BE OPENED UP TO ACCOMMODATE ELECTRICAL WORK,
AREA TO BE MADE GOOD W/GYPSUM BOARD, FILLED, SANDED, PRIMED AND PAINTED.

4. CORCAN FURNITURE PROVIDED BY OTHERS. CONTRACTOR TO ASSEMBLE & INSTALL.

BREAK SHAPE ALUMINUM
(ANODIZED BRONZE)

WOOD BACKING

100x100 STEEL COLUMN

BREAK SHAPE ALUMINUM
(ANODIZED BRONZE)

EXTENT OF SHEET VINYL FLOORING & 100 R BASE TO BE PROVIDED & INSTALLED

70x127 THERMAL, SCREW SPLINE FABRICATION.

Revision/
-Revislag

Description/Description

Date/Dat:

Client/client

Correctional Service Canada

Metchosin BC
William Head Institution

Project title/Titre du projet

Principal Entrance
Renovations

Consultant Signature Only

Designed by/Concept par
Burns

Drawn by/Dessine par

D. Burns

April 201 4

I N T T
PWGSC Project Manager/Administ

S. Leslie

jets TPSGC

Gestionnaire

Klutas

A/Regional Manager, Architectural and Engineering Services
ionale, Services d’archit

ral et de génle, TPSGC

Drawing title/Titire du dessin

New Main Floor Plan

Project No./No. du
projet

R.066815.001

Sheet/ Feulille

2o |

Revision no./
La Révision

PWGSC — A1 — 841X594

lllll[lIl[||llI|IIII|HII|IIII|IIII]||II]llII||||l||I|I|II|l||||IIIIIIIII|I[||||I|(1I|IIIIIHH]”III

0 10

20

30 40

50

60 70 80 90  100mm

N




