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Part 1 General 

1.1 ALTERATION PROJECT PROCEDURES 

.1 Materials:  As specified in Product sections; match existing Products and work for 
patching and extending work. 

.2 Employ skilled and experienced installer to perform alteration work. 

.3 Close openings in exterior surfaces to protect existing work from weather and extremes 
of temperature and humidity. 

.4 Remove, cut, and patch Work in a manner to minimize damage and to provide means of 
restoring Products and finishes to original condition. 

.5 Where new Work abuts or aligns with existing, provide a smooth and even transition.  
Patch Work to match existing adjacent Work in texture and appearance. 

.6 Patch or replace portions of existing surfaces which are damaged, lifted, discoloured, or 
showing other imperfections. 

.7 Finish surfaces as specified in individual Product sections. 

1.2 REGULATORY REQUIREMENTS 

.1 Conform to applicable code for demolition work, dust control, products requiring 
electrical reconnection. 

.2 Obtain required permits from authorities. 

.3 Do not close or obstruct egress width to any building or site exit. 

.4 Do not disable or disrupt building fire or life safety systems without three (3) days prior 
written notice to Owner. 

.5 Conform to applicable regulatory procedures when discovering hazardous or 
contaminated materials. 

1.3 PROJECT CONDITIONS 

.1 Conduct demolition to minimize interference with adjacent building areas. 

.2 Cease operations immediately if structure appears to be in danger and notify Consultant.  
Do not resume operations until directed. 

Part 2 Products – Not Used. 

Part 3 Execution 

3.1 PREPARATION 

.1 Erect and maintain weatherproof closures for exterior openings. 
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.2 Protect existing materials and which are not to be demolished. 

.3 Prevent movement of structure; provide bracing and shoring. 

3.2 DEMOLITION 

.1 Demolish in an orderly and careful manner.  Protect existing supporting structural 
members. 

.2 Remove demolished materials from site except where specifically noted otherwise.  Do 
not burn or bury materials on site. 

.3 Remove materials as Work progresses.  Upon completion of Work, leave areas in clean 
condition. 

.4 Remove temporary Work. 

END OF SECTION 
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