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RECEIVE NEW PAINT FINISH.
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GENERAL NOTES:
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CONTRACTOR 1S TO REFER TO INVITATION TO TENDER AND SPECIFICATIONS FOR SECURITY REQUIREMENTS. AREAOF WORK TO BE SECURE AT ALL TIMES.

ALL MEASUREMENTS MUST BE CHECKED ON
DO NOT SCALE DIRECTLY FROM DRAWINGS.

CONTRACTOR SHALL VERIFY ALL JOB DIMENSIONS, ALL DRANWINGS, DETAILS AND SPECIFICATIONS AND SHALL REPORT ANY DISCREPANCIES TO

MO I TION |

SCALE : 1:100

THE JOB SITE BY THE CONTRACTOR.

DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH WORK.
MINIMUM CORRIDOR WIDTHS AS INDICATED MUST BE MAINTAINED AS REQUIRED BY BUILDING CODE 5TANDARDS

ALL PRINTS OF PLANS, DIGITAL FILES AND SPECIFICATIONS ARE THE PROPERTY OF PWGSC AND MUST BE RETURNED AT THE COMPLETION OF WORK, OR

UPON REQUEST.

FINAL DATE NOTED ON DRAWINGS TO SUPERSEDE ALL PREVIOUS DRAWINGS ISSUED.
ALL WORK CARRIED OUT SHALL BE IN ACCORDANCE WITH ALL PROVINCIAL AND MUNICIPAL REGULATIONS AND LOCAL BY-LANS AND ORDINANCES. NOTHING 8. REMOVE, STORE AND PROTECT, FOR REINSTALLATION THOSE MATERIALS AND EQUIPMENT AS REQUIRED TO COMPLETE DEMOLITION AND ANY ITEMS TO BE

IN THE PLAN OR SPECIFICATIONS SHALL RELIEVE THE CONTRACTOR OR SUBCONTRACTOR FROM THIS RESPONSIBILITY.

ALL REQUIRED WORK PERMITS MUST BE OBTAINED BY THE AWARDED CONTRACTOR AND POSTED AT WORK SITE PRIOR TO COMMENCING WORK.
. HOT WORKS PERMITS |5 REQUIRED FOR ANY SOLDERING, WELDING, CUTTING OR SPARK/HEAT CREATING PROCESS.

RETAIN FOR REUSE / .
RELOCATION

\\I\Au_ EXISTING CARPET TO BE REMOVED AND

PREPARE SUB-FLOOR TO RECEIVE NEW FINISH.

DEMOLITION NOTES:

[. SEE DRAWING A6, DOOR SCHEDULE FOR DOORS, HARDWARE ¢ SIDELIGHTS TO BE RETAINED FOR REUSE.

2. ALL EXISTING CEILING TILE IN AREAS 003, 008, Ol0, 012, 013, OI5 & OIT TO BE REMOVED. CLEAN AND REPAIR EXISTING T-BAR IN PREPARATION FOR
INSTALLATION OF NEW CEILING TILE.

3. SUB-FLOOR REPAIR IS TO BE COMPLETED, MAKE SMOOTH AND READY TO RECEI\/E NEW FLOORING FiNlSH

4, ROOM 0QO02; RETAIN MATCHING WALL BASE (B2) FROM DEMOLITION AREA FOR PATCH ¢ REPAIR OF WALL BASE

5. ROOM 002; FURNITURE, BOXES ¢ APPLIANCES STORED IN THIS ROOM TO BE COVERED DURING CONSTRUCTION AND LEFT CLEAN AT THE END OF THE
PROJECT. THE AREA OF CONSTRUCTION WILL BE CLEAR OF THE NOTED ITEMS BY OTHERS PRIOR TO CONSTRUCTION STARTUP.

6. DO NOT INTERFERE WITH ANY USE OF ADJACENT BUILDING PREMISES.

1. CARRY OUT DEMOLITION WORK IN AMANNER TO CAUSE AS LITTLE INCONVENIENCE TO THE ADJACENT OCCUPIED AND PUBLIC/CLIENT AREAS AS POSSIBLE.

TURNED OVER TO THE DEFPARTMENTAL REPRESENTATIVE AS OUTLINED ON PLANS AND DRANINGS.
9. CONTRACTOR TO CO-ORDINATE ACTIVITIES WITH DEPARTMENTAL REPRESENTATIVE AND OBTAIN APPROVAL WHEN NECESSARY FOR SPECIAL DEMOLITION
ACTIVITIES CAUSING DISTURBANCE TQO OCCUPANTS AND IN/OUT MOVING OF CONSTRUCTION MATERIALS. '

CONTRACTOR TO PROVIDE SCHEDULE TO THE DEPARTMENTAL REPRESENTATIVE FOR CO-ORDINATION OF FIRE ALARM, BUILDING SERVICES SHUTDOWN ETC. 0. ERECT AND MAINTAIN DUSTPROOF PARTITIONS AS REQUIRED TO PREVENT SPREAD OF DUST, FUMES AND SMOKE TO OTHER PARTS OF THE BUILDING. ON

. CONTRACTOR SHALL BE RESPONSIBLE FOR ALL DAMAGES TO SURFACES, FINISHES AND MATERIALS DUE TO THE WORK UNDER THIS CONTRACT AND BEAR ALL

COSTS INCURRED TO MAKE GOOD, REPAIR OR REPLACE SAME TO DEPARTMENTAL REPRESENTATIVE'S SATISFACTION.

. FURNITURE NOT IN CONTRACT.
GENERAL CONTRACTOR 1S TO INCLUDE FOR ALL CUTTING AND PATCHING REQUIRED FOR THE MECHANICAL AND ELECTRICAL WORK AS NEEDED.
ANY CHANGES OR SUBSTITUTIONS TO THESE DRAWINGS MUST BE APPROVED BY THE DEPARTMENTAL REFPRESENTATIVE PRIOR TO IMPLEMENTATION,

COMPLETION, REMOVE PARTITIONS AND MAKE GOOD DAMAGED SURFACES TO MATCH ADJACENT SURFACES.

I, REPAIR ALL DEMOLITION PERFORMED IN EXCESS OF THAT REQU!RED AT NO ADDITIONAL COST.

12, LEAVE SUBSTRATE SURFACES IN ASMOOTH, SOUND CONDITION, SUITABLE TO RECEIVE NEW FiNISHES.

13, USE OF SOLVENT STRIPPERS SHALL BE PERFORMED WHEN THE BUILDING 1S NOT OCCUPIED. ENSURE THAT PROPER VENTILATION PROCEDURES ARE
FOLLOWED.

SHOULD IT APPEAR THAT ANY PART OF WORK 15 NOT SUFFICIENTLY DETAILED ON THE DRAWINGS, THE CONTRACTOR SHOULD REQUEST CLARIFICATION FROM 4. PATCH ALL DAMAGED SURFACES AND AREAS WHERE TENANT FIXTURES, FITTINGS AND EQUIPMENT WHERE REMOVED.

DEPARTMENTAL REPRESENTATIVE.

ALL DEBRIS SHALL BE COLLECTED AND REMOVED AT END OF EACH WORK DAY. CONTRACTOR TO ENFORCE DUST CONTROL.

GARBAGE TO LEAVE THE PREMISES CLEAN AND SUITABLE FOR IMMEDIATE OCCUPANCY WITHOUT NEED FOR FURTHER CLEANING.

NEEDED TO MAKE READY FOR CLIENTS OCCUPANCT.

COMPLETION OF WORK.

20.CO5TS INVOLVED IN MATERIAL DELIVERY OR DEBRIS REMOVAL SHALL BE CONTRACTOR'S RESFPONSIBILITY.
2i. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING THE DEPARTMENTAL REPRESENTATIVE WITH ASET OF AS-BUILT DRAWINGS UPON

PWGSC B1 (2004)

. UPON COMPLETION OF ALL WORK FROM ALL TRADES, THE GENERAL CONTRACTOR SHALL REMOVE ALL SURPLUS CONSTRUCTION MATERIALS, RUBBISH AND |

. FINAL CLEANING SHALL INCLUDE THE CLEANING OF WALLS, WINDOWS, CEILINGS AND DIFFUSERS/RETURN GRILLS AND CLEANING ¢ SEALING OF FLOORS AS
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