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COORDONATE FLANGE BOLT
POSITION AND JAM NUT POSITION
TO PREVENT CONFLICT.

INSULATION SUPPORT
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300mm
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MUFFLER
MUFFLER FLANGE
i FLANGE
HIGH TEMPERATURE GASKET (6mm THICK)
EXHAUST PIPE, BLACK STEEL, SCHEDULE #40 OR
= STAINLESS STEEL, SCHEDULE #10
H (TO' BE DETERMINED).
!
N
OGN DOUBLE—NUT FASTENING (TYPICAL)
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HIGH TEMPERATURE INSULATION, 3 LAYERS, 50mm EACH WITH

OVERLAPPING JOINTS.

— ELBOW INSULATION SHALL BE HELD IN PLACE WITH
STAINLESS STEEL WIRE MESH.

— INSULATION SHALL BE COVERED WITH A TEXTURED ALUMINUM
WRAPPING, HELD IN PLACE WITH METAL SCREW.
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WELDED COCENTRIC
REDUCER.
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SPACER & SAFETY il (i [
SHIELD. =
DOUBLE—NUT FASTENING(TYPICAL) E—j/ i
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FLEXIBLE PIPE WITH FLANGES 450mm

SAFETY SHIELD

HIGH TEMPERATURE GASKET
6mm THICK. EE

ENGINE FLANGE. i
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GEN—SET ENGINE

1

150mm
MINIMUM
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NOTE: APPLY THIS METHOD WHEN DIAMETERS OF
ENGINE EXHAUST & EXHAUST PIPES ARE
DIFFERENT.

m GENERATOR EXHAUST INSTALLATION
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N.T.S.

/ EXHAUST PIPE
DIAMETER

30" TYP

/

ULATION SUPPORT
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TEXTURED ALUMINUM WRAPPING

HIGH TEMPERATURE INSULATION——

3x50mm THICK

—]
EXHAUST PIPE
WALL \
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FLANGE—HOLE
CONFIGURATION

SUPPORT MOUNTING BOLTS (3 TYPICAL)
TO BE POSITIONED TO AVOID CONFLICT
WITH FLANGE BOLTS.

TEXTURED ALUMINUM WRAPPING

/‘-.\ HIGH TEMPERATURE INSULATION
i,

i*e.‘.‘»\wmn LD

\\\ \ALHZ’]W N

m
W)
l'lfzr;,,(ff

PLATE DETAIL
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ﬁZO GUAGE ALUMINUM BORDER

INSULATION SUPPORT s

PLATE, 12mm STEEL < 12mm PHILLIPS ROUND—HEAD
PAINTED WITH HIGH— 3 SCREWS EVENLY SPACED.
TEMPERATURE

BLACK PAINT. - ]

A
ﬁ S0mm 12mm_ \ouNTING BOLTS EVERY 120°
— NUT WELDED TO COLLAR

— JAM NUT
— 9mm¢ BOLT

SECTION "A—A"
SUPPORT PLATE

WELDED NUT

50mm
MINIMUM

SPACER—-DETAIL

REMARKS

A) THE MUFFLER, THE FLEXIBLE PIPE AND THE FLEXIBLE PIPE SAFETY SHIELD
SHALL BE SUPPLIED BY THE GEN-SET SUPPLIER. THE MUFFLER AND
FLEXIBLE PIPE SHALL BE INSTALLED BY DIV.#15. THE SAFETY SHIELD SHALL
BE INSTALLED BY THE GEN-SET SUPPLIER.

B) THE FLANGE FOLLOWING THE FLEXIBLE PIPE SHALL BE INSTALLED BY DIV.#15.

C) THE FLEXIBLE PIPE SHALL BE PERFECTLY ALIGNED IN BOTH AXIS. IT SHALL
NOT BE COMPRESSED AND/OR STRETCHED DURING INSTALLATION ON THE
GEN—SET. THE EXHAUST SYSTEM SHALL BE INSTALLED IN THE PRESENCE
OF THE GEN—SET MANUFACTURER. ALL FLEXIBLE PIPE ADJUSTEMENTS SHALL
BE MADE BY THE GEN—SET MANUFACTURER IN COORDINATION WITH THE
DIV.#15 CONTRACTOR.

D) REFER TO THE SPECIFICATIONS DOCUMENTS FOR MATERIAL CHARACTERISTICS.

FER PLAT 38mmx——-
38mm SOUDE AU
GRILLAGE, AVEC

ECROU SOUDE.

FLAT BAR WELDED
/ TO SCREEN

FLAT BAR 19mm x 13mm
AROUND TOP & BOTTOM
OF SCREEN.
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SAFETY SHIELD
PERFORATED SCREEN
"1P—22" IN TWO HALVES.

SECTION "B—B"
SAFETY SHIELD

\6\’ GENERATOR EXHAUST INSTALLATION CONT'D
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