THREADED, GALVANISED
STEEL ROD 198mm

MUFFLER

HIGH-TEMPARATURE SEALANT,
ALUMINIUM COLOUR, AROUND
RODS THRU WRAPPING

TEXTURED ALUMIN
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THREADED, GALVANISED
STEEL ROD 196mm

(i es:s

SUPPORT, 3mm THICK,
INSTALLED UNDER MUFFLER
IN A CRADLE MANNER. TWO
(2) TYPES BE INSTALLED
ALONG THE LENGHT OF THE
MUFFLER.

SECTION "A-A”

REMARKS

1— ADEQUATELLY SUPPORT THE MUFFLER IRREGARDLESS
OF THE PIPING CONNECTED TO IT.

2—DO NOT WELD ANYTHING TO THE MUFFLER UNIT.

3—TRANSFER THE MUFFLER IDENTIFICATION PLATE TO THE
WRAPPING SURFACE. DO NOT INSULATE AROUND IDENTIFICATION
PLATE WHILE IT IS ON MUFFLER, THE IDENTIFICATION PLATE MUST
BE REMOVED.

HIGH TEMPERATURE INSULATION
3x50mm EACH LAYER

IUM WRAPPING

MUFFLER IDENTIFICATION PLATE

TO BE TRANSFERED TO OUTER
GALVANISED STEEL MUFFLER WRAPPING SURFACE

SECTION "A—A”"
— PIPE SUPPORT
— BLACK STEEL PIPE, 25¢, SCHEDULE #40
PAINTED BROWN AS NOTE IN THE
MUFFLER 1 SPECIFICATIONS DOCUMENT
(SPECIFICATIONS, SIZING AND
WEIGHT TO BE CONFIRMED ON SITE). =
FASTENING OF FLANGES WITH
DOUBLE NUT CONFIGURATION

SEALANT S

WHEN HANDLE IS IN THE "UP”
POSITION.

ALL SHUT—OFF VALVE
"VELAN—VALVAC”
#S05—M1113—SSGA.

PROVIDE LAMICOID
IDENTIFICATION  PLATE
"MUFFLER DRAIN VALVE”

THE VALVE SHALL BE INSTALLED
SO THAT THE VALVE OPENS

SLOPE oJ

WALL
FLEXIBLE PIPE
256x300mm LONG,
WITH (1) UNION

1200mm

/
/
/
o
/
/

N

N

/ 300mm

STAINLESS STEEL PIPE, 1509 x 325mm/
HIGH, WITH WELDED BOTTOM PLATE

m GENERATOR MUFFLER AND DRAIN

M| 6

N.T.S.

Public Works and Travaux publics et
Government Services Services gouvernementaux

Canada Canada

REAL PROPERTY SERVICES

Western Region

SERVICES IMMOBILIERS

Région de l'ouest

MUFFLER IDENTIFICATION PLATE TO BE
TRANSFERED TO METAL OUTER

WRAPPING SURFACE.

SECTION "A-A"
—
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MUFFLER

(SPECIFICATIONS, DIMENSIONS &
WEIGHT TO BE CONFIRMED ON SITE).
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COORDONATE FLANGE BOLT
POSITION AND JAM NUT POSITION
TO PREVENT CONFLICT.

INSULATION SUPPORT
PLATE. (SEE DETAIL)

DOUBLE—NUT FASTENING.

— PIPE SUPPORT

— 25mm¢ BLACK STEEL
PIPE, SCHEDULE #40, AS
DESCRIBED IN SPECIFICATIONS.

LEAVE SUFFICIENT SPACE

= SEALANT— =
SN SUEBEEEEEEBEEL [
S = s S WALL
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DOUBLE-NUT FASTENING — =3 /
= 5000
= / BALL SHUT—OFF VALVE
= VELAN—VALVAC
= #S05—M1113—SSGA.
= — PROVIDE LAMICOID
= SLOPE 1% / IDENTIFICATION ~ PLATE
= "MUFFLER DRAIN VALVE”
= FLEXIBLE PIPE 256x300mm
= LONG WITH 1 UNION JOINT. / R e b e D
= 7 / WHEN HANDLE IS IN THE “UP”
= POSITION.
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£
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= === STAINLESS STEEL PIPE,
A = === i |s I ECEE 1508x325mm HIGH wn\
WELDED BOTTOM.
] I T I~ Omm
*”B” n n *”B” /

TO REMOVE FLANGE BOLTS.‘

SPACER & SAFETY

SHIELD.

=h
1.}

WELDED COCENTRIC DOUBLE NUT (TYPICAL)
REDUCER.

FLEXIBLE PIPE WITH FLANGES

SAFETY SHIELD

1

HIGH TEMPERATURE GASKET

6mm THICK.

150mm
MINIMUM

ENGINE FLANGE.
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GENERATOR MUFFLER AND DRAIN CONT'D

2
M

6

N.T.S.

CANADA T8H 0G1

PHONE: 780 410-6740 FAX: 780 449-4050
WWW.WSPGROUP.COM

BWSP

SUITE 132, 2693 BROADMOOR BLVD.
SHERWOOD PARK, ALBERTA

ISSUED FOR CONSRTUCTION

JAN. 29, 2014

B

ISSUED FOR 100% REVIEW

JAN. 27, 2014

A

ISSUED FOR 90% REVIEW

OV. 12, 2013

Revision/
Rovigion

Description/Description

Date/Date

Client/client

CORRECTIONAL SERVICE CANADA

Project title/Titre du projet

EMSI GENERATOR
ADDITION

Approved by/Approuve par

DJC

Designed by/Concept par

TJB

Drawn by/Dessine par

TJB

PWGSC Project Manager/Administrateur de Projets TPSGC

PWGSC, Architectural and Engineering Resources Manager/
Ressources Architectural et de Directeur d’Ingénierie, TPSGC

Client/client
CORRECTIONAL SERVICES CANADA

Drawing title/Titre du dessin

EMSI GENERATOR BUILDING

PWGSC — A1 — 841X594

DETAILS
E;z}:fef No./No. du Sheet/ Feuille ﬁgvisiéc;?SIg?./
R.043854.007 M6 |
6 oF 7

X-TB h



